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Bonjour,



Je suis nouveau sous linux et j'ai un problème avec ma carte Wifi (linksys WMP54G-FR) à base de ralink 2500 (rt2500)



Mandriva LE2005 reconnait bien la carte et celle ci marche correctement pour aller sur internet.



Or pour mon traail j'ai besoin de transférer des fichiers via P2P depuis mon bureau jusque chez moi.

Pour le moment, je n'ai pas eu le temps de faire des recherche pour monter un reseau P2P privé donc je me sers de aMule.



Or à intervalle irregulier, ca me plante tout l'ordi. Plus moyen de faire quoi que ce soit.

Ca peut planter au bout de 5min comme au bout d'une heure.



Comme recommandé sur plusieurs sites (dont celui de ralink) j'ai compilé et installé les drivers fournis sur serialmonkey.com.



Tout semble se passer pour le mieux, la carte me dit qu'elle est connectée mais pas moyen d'accéder à internet.



Apres un coup d'oeil sur mon fichier log, j'ai vu de message provenant de ma carte wifi or je ne sais pas les interperter.



Quelqu'un pourrait il m'aider?



Voici un extrait du log:



Sep 28 21:04:04 localhost kernel: rt2500 1.1.0 BETA3 2005/07/31 http://rt2x00.serialmonkey.com(...)

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: ra0: at 0xdfff8000, VA 0xe0c44000, IRQ 17. 

Sep 28 21:04:04 localhost kernel: rt2500: --> PortCfgInit

Sep 28 21:04:04 localhost kernel: rt2500: <-- PortCfgInit

Sep 28 21:04:04 localhost kernel: rt2500: country code=0, RFIC=3, PHY mode=255, support 11 channels

Sep 28 21:04:04 localhost kernel: rt2500: channel #1

Sep 28 21:04:04 localhost kernel: rt2500: channel #2

Sep 28 21:04:04 localhost kernel: rt2500: channel #3

Sep 28 21:04:04 localhost kernel: rt2500: channel #4

Sep 28 21:04:04 localhost kernel: rt2500: channel #5

Sep 28 21:04:04 localhost kernel: rt2500: channel #6

Sep 28 21:04:04 localhost kernel: rt2500: channel #7

Sep 28 21:04:04 localhost kernel: rt2500: channel #8

Sep 28 21:04:04 localhost kernel: rt2500: channel #9

Sep 28 21:04:04 localhost kernel: rt2500: channel #10

Sep 28 21:04:04 localhost kernel: rt2500: channel #11

Sep 28 21:04:04 localhost kernel: rt2500: --> RTMPAllocDMAMemory

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[0] va = 0x3311910912, pa = 0x567c000, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[0] va_data = 0x3721003008, pa_data = 0x1dca0000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[1] va = 0x3311910960, pa = 0x567c030, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[1] va_data = 0x3721005056, pa_data = 0x1dca0800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[2] va = 0x3311911008, pa = 0x567c060, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[2] va_data = 0x3721007104, pa_data = 0x1dca1000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[3] va = 0x3311911056, pa = 0x567c090, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[3] va_data = 0x3721009152, pa_data = 0x1dca1800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[4] va = 0x3311911104, pa = 0x567c0c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[4] va_data = 0x3721011200, pa_data = 0x1dca2000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[5] va = 0x3311911152, pa = 0x567c0f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[5] va_data = 0x3721013248, pa_data = 0x1dca2800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[6] va = 0x3311911200, pa = 0x567c120, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[6] va_data = 0x3721015296, pa_data = 0x1dca3000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[7] va = 0x3311911248, pa = 0x567c150, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[7] va_data = 0x3721017344, pa_data = 0x1dca3800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[8] va = 0x3311911296, pa = 0x567c180, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[8] va_data = 0x3721019392, pa_data = 0x1dca4000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[9] va = 0x3311911344, pa = 0x567c1b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[9] va_data = 0x3721021440, pa_data = 0x1dca4800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[10] va = 0x3311911392, pa = 0x567c1e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[10] va_data = 0x3721023488, pa_data = 0x1dca5000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[11] va = 0x3311911440, pa = 0x567c210, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[11] va_data = 0x3721025536, pa_data = 0x1dca5800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[12] va = 0x3311911488, pa = 0x567c240, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[12] va_data = 0x3721027584, pa_data = 0x1dca6000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[13] va = 0x3311911536, pa = 0x567c270, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[13] va_data = 0x3721029632, pa_data = 0x1dca6800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[14] va = 0x3311911584, pa = 0x567c2a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[14] va_data = 0x3721031680, pa_data = 0x1dca7000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[15] va = 0x3311911632, pa = 0x567c2d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[15] va_data = 0x3721033728, pa_data = 0x1dca7800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[16] va = 0x3311911680, pa = 0x567c300, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[16] va_data = 0x3721035776, pa_data = 0x1dca8000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[17] va = 0x3311911728, pa = 0x567c330, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[17] va_data = 0x3721037824, pa_data = 0x1dca8800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[18] va = 0x3311911776, pa = 0x567c360, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[18] va_data = 0x3721039872, pa_data = 0x1dca9000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[19] va = 0x3311911824, pa = 0x567c390, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[19] va_data = 0x3721041920, pa_data = 0x1dca9800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[20] va = 0x3311911872, pa = 0x567c3c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[20] va_data = 0x3721043968, pa_data = 0x1dcaa000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[21] va = 0x3311911920, pa = 0x567c3f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[21] va_data = 0x3721046016, pa_data = 0x1dcaa800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[22] va = 0x3311911968, pa = 0x567c420, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[22] va_data = 0x3721048064, pa_data = 0x1dcab000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[23] va = 0x3311912016, pa = 0x567c450, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[23] va_data = 0x3721050112, pa_data = 0x1dcab800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[24] va = 0x3311912064, pa = 0x567c480, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[24] va_data = 0x3721052160, pa_data = 0x1dcac000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[25] va = 0x3311912112, pa = 0x567c4b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[25] va_data = 0x3721054208, pa_data = 0x1dcac800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[26] va = 0x3311912160, pa = 0x567c4e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[26] va_data = 0x3721056256, pa_data = 0x1dcad000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[27] va = 0x3311912208, pa = 0x567c510, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[27] va_data = 0x3721058304, pa_data = 0x1dcad800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[28] va = 0x3311912256, pa = 0x567c540, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[28] va_data = 0x3721060352, pa_data = 0x1dcae000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[29] va = 0x3311912304, pa = 0x567c570, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[29] va_data = 0x3721062400, pa_data = 0x1dcae800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[30] va = 0x3311912352, pa = 0x567c5a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[30] va_data = 0x3721064448, pa_data = 0x1dcaf000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[31] va = 0x3311912400, pa = 0x567c5d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[31] va_data = 0x3721066496, pa_data = 0x1dcaf800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[32] va = 0x3311912448, pa = 0x567c600, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[32] va_data = 0x3721068544, pa_data = 0x1dcb0000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[33] va = 0x3311912496, pa = 0x567c630, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[33] va_data = 0x3721070592, pa_data = 0x1dcb0800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[34] va = 0x3311912544, pa = 0x567c660, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[34] va_data = 0x3721072640, pa_data = 0x1dcb1000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[35] va = 0x3311912592, pa = 0x567c690, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[35] va_data = 0x3721074688, pa_data = 0x1dcb1800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[36] va = 0x3311912640, pa = 0x567c6c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[36] va_data = 0x3721076736, pa_data = 0x1dcb2000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[37] va = 0x3311912688, pa = 0x567c6f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[37] va_data = 0x3721078784, pa_data = 0x1dcb2800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[38] va = 0x3311912736, pa = 0x567c720, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[38] va_data = 0x3721080832, pa_data = 0x1dcb3000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[39] va = 0x3311912784, pa = 0x567c750, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[39] va_data = 0x3721082880, pa_data = 0x1dcb3800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[40] va = 0x3311912832, pa = 0x567c780, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[40] va_data = 0x3721084928, pa_data = 0x1dcb4000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[41] va = 0x3311912880, pa = 0x567c7b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[41] va_data = 0x3721086976, pa_data = 0x1dcb4800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[42] va = 0x3311912928, pa = 0x567c7e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[42] va_data = 0x3721089024, pa_data = 0x1dcb5000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[43] va = 0x3311912976, pa = 0x567c810, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[43] va_data = 0x3721091072, pa_data = 0x1dcb5800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[44] va = 0x3311913024, pa = 0x567c840, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[44] va_data = 0x3721093120, pa_data = 0x1dcb6000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[45] va = 0x3311913072, pa = 0x567c870, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[45] va_data = 0x3721095168, pa_data = 0x1dcb6800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[46] va = 0x3311913120, pa = 0x567c8a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[46] va_data = 0x3721097216, pa_data = 0x1dcb7000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[47] va = 0x3311913168, pa = 0x567c8d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: TxRing[47] va_data = 0x3721099264, pa_data = 0x1dcb7800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[0] va = 0x3286966272, pa = 0x3eb2000, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[0] va_data = 0x3707994112, pa_data = 0x1d038000, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[1] va = 0x3286966320, pa = 0x3eb2030, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[1] va_data = 0x3707995136, pa_data = 0x1d038400, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[2] va = 0x3286966368, pa = 0x3eb2060, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[2] va_data = 0x3707996160, pa_data = 0x1d038800, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[3] va = 0x3286966416, pa = 0x3eb2090, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[3] va_data = 0x3707997184, pa_data = 0x1d038c00, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[4] va = 0x3286966464, pa = 0x3eb20c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[4] va_data = 0x3707998208, pa_data = 0x1d039000, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[5] va = 0x3286966512, pa = 0x3eb20f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[5] va_data = 0x3707999232, pa_data = 0x1d039400, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[6] va = 0x3286966560, pa = 0x3eb2120, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[6] va_data = 0x3708000256, pa_data = 0x1d039800, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[7] va = 0x3286966608, pa = 0x3eb2150, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[7] va_data = 0x3708001280, pa_data = 0x1d039c00, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[8] va = 0x3286966656, pa = 0x3eb2180, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[8] va_data = 0x3708002304, pa_data = 0x1d03a000, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[9] va = 0x3286966704, pa = 0x3eb21b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[9] va_data = 0x3708003328, pa_data = 0x1d03a400, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[10] va = 0x3286966752, pa = 0x3eb21e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[10] va_data = 0x3708004352, pa_data = 0x1d03a800, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[11] va = 0x3286966800, pa = 0x3eb2210, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[11] va_data = 0x3708005376, pa_data = 0x1d03ac00, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[12] va = 0x3286966848, pa = 0x3eb2240, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[12] va_data = 0x3708006400, pa_data = 0x1d03b000, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[13] va = 0x3286966896, pa = 0x3eb2270, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[13] va_data = 0x3708007424, pa_data = 0x1d03b400, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[14] va = 0x3286966944, pa = 0x3eb22a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[14] va_data = 0x3708008448, pa_data = 0x1d03b800, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[15] va = 0x3286966992, pa = 0x3eb22d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: PrioRing[15] va_data = 0x3708009472, pa_data = 0x1d03bc00, size = 0x400

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[0] va = 0x3311923200, pa = 0x567f000, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[0] va_data = 0x3286962176, pa_data = 0x3eb1000, size = 0x200

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[1] va = 0x3311923248, pa = 0x567f030, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[1] va_data = 0x3286962688, pa_data = 0x3eb1200, size = 0x200

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[2] va = 0x3311923296, pa = 0x567f060, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[2] va_data = 0x3286963200, pa_data = 0x3eb1400, size = 0x200

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[3] va = 0x3311923344, pa = 0x567f090, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: AtimRing[3] va_data = 0x3286963712, pa_data = 0x3eb1600, size = 0x200

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[0] va = 0x3328081920, pa = 0x65e8000, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[0] va_data = 0x3294953472, pa_data = 0x4650000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[1] va = 0x3328081968, pa = 0x65e8030, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[1] va_data = 0x3294955520, pa_data = 0x4650800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[2] va = 0x3328082016, pa = 0x65e8060, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[2] va_data = 0x3294957568, pa_data = 0x4651000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[3] va = 0x3328082064, pa = 0x65e8090, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[3] va_data = 0x3294959616, pa_data = 0x4651800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[4] va = 0x3328082112, pa = 0x65e80c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[4] va_data = 0x3294961664, pa_data = 0x4652000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[5] va = 0x3328082160, pa = 0x65e80f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[5] va_data = 0x3294963712, pa_data = 0x4652800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[6] va = 0x3328082208, pa = 0x65e8120, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[6] va_data = 0x3294965760, pa_data = 0x4653000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[7] va = 0x3328082256, pa = 0x65e8150, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[7] va_data = 0x3294967808, pa_data = 0x4653800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[8] va = 0x3328082304, pa = 0x65e8180, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[8] va_data = 0x3294969856, pa_data = 0x4654000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[9] va = 0x3328082352, pa = 0x65e81b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[9] va_data = 0x3294971904, pa_data = 0x4654800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[10] va = 0x3328082400, pa = 0x65e81e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[10] va_data = 0x3294973952, pa_data = 0x4655000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[11] va = 0x3328082448, pa = 0x65e8210, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[11] va_data = 0x3294976000, pa_data = 0x4655800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[12] va = 0x3328082496, pa = 0x65e8240, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[12] va_data = 0x3294978048, pa_data = 0x4656000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[13] va = 0x3328082544, pa = 0x65e8270, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[13] va_data = 0x3294980096, pa_data = 0x4656800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[14] va = 0x3328082592, pa = 0x65e82a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[14] va_data = 0x3294982144, pa_data = 0x4657000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[15] va = 0x3328082640, pa = 0x65e82d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[15] va_data = 0x3294984192, pa_data = 0x4657800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[16] va = 0x3328082688, pa = 0x65e8300, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[16] va_data = 0x3294986240, pa_data = 0x4658000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[17] va = 0x3328082736, pa = 0x65e8330, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[17] va_data = 0x3294988288, pa_data = 0x4658800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[18] va = 0x3328082784, pa = 0x65e8360, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[18] va_data = 0x3294990336, pa_data = 0x4659000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[19] va = 0x3328082832, pa = 0x65e8390, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[19] va_data = 0x3294992384, pa_data = 0x4659800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[20] va = 0x3328082880, pa = 0x65e83c0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[20] va_data = 0x3294994432, pa_data = 0x465a000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[21] va = 0x3328082928, pa = 0x65e83f0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[21] va_data = 0x3294996480, pa_data = 0x465a800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[22] va = 0x3328082976, pa = 0x65e8420, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[22] va_data = 0x3294998528, pa_data = 0x465b000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[23] va = 0x3328083024, pa = 0x65e8450, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[23] va_data = 0x3295000576, pa_data = 0x465b800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[24] va = 0x3328083072, pa = 0x65e8480, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[24] va_data = 0x3295002624, pa_data = 0x465c000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[25] va = 0x3328083120, pa = 0x65e84b0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[25] va_data = 0x3295004672, pa_data = 0x465c800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[26] va = 0x3328083168, pa = 0x65e84e0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[26] va_data = 0x3295006720, pa_data = 0x465d000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[27] va = 0x3328083216, pa = 0x65e8510, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[27] va_data = 0x3295008768, pa_data = 0x465d800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[28] va = 0x3328083264, pa = 0x65e8540, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[28] va_data = 0x3295010816, pa_data = 0x465e000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[29] va = 0x3328083312, pa = 0x65e8570, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[29] va_data = 0x3295012864, pa_data = 0x465e800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[30] va = 0x3328083360, pa = 0x65e85a0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[30] va_data = 0x3295014912, pa_data = 0x465f000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[31] va = 0x3328083408, pa = 0x65e85d0, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: RxRing[31] va_data = 0x3295016960, pa_data = 0x465f800, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: BeaconRing va = 0x3289677824, pa = 0x4148000, size = 0x30

Sep 28 21:04:04 localhost kernel: rt2500: BeaconRing va_data = 0x3316109312, pa_data = 0x5a7d000, size = 0x800

Sep 28 21:04:04 localhost kernel: rt2500: <-- RTMPAllocDMAMemory

Sep 28 21:04:04 localhost kernel: rt2500: ra0: RT2500_open() irq 17. MAC = 00:12:17:99:c1:a9 

Sep 28 21:04:04 localhost kernel: rt2500: --> NICInitTransmit

Sep 28 21:04:04 localhost kernel: rt2500: <-- NICInitTransmit

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(CountryRegion=4)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPSetPhyMode(=0)

Sep 28 21:04:04 localhost kernel: rt2500: country code=4, RFIC=3, PHY mode=0, support 4 channels

Sep 28 21:04:04 localhost kernel: rt2500: channel #10

Sep 28 21:04:04 localhost kernel: rt2500: channel #11

Sep 28 21:04:04 localhost kernel: rt2500: channel #12

Sep 28 21:04:04 localhost kernel: rt2500: channel #13

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94060111, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[1] = 1 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[2] = 2 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[5] = 5 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[11] = 11 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[6] = 6 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[9] = 6 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[12] = 12 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[18] = 12 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[24] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[36] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[48] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[54] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (Rssi=0, init TX rate = 54 Mbps)

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (MaxDesire=54, MaxSupport=54, MaxTxRate=54, Rate Switching =1)

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (TxRate=54, RtsRate=2, BasicRateBitmap=0x015f)

Sep 28 21:04:04 localhost kernel: rt2500: AsicSetSlotTime(=20 us, CSR18=0x00140000, CSR19=0x003c0028)

Sep 28 21:04:04 localhost kernel: rt2500: MakeIbssBeacon (len=51)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(WirelessMode=0)

Sep 28 21:04:04 localhost kernel: rt2500:  RTMPSetDesiredRates (6c,60,48,30,16,0b,04,02)

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[1] = 1 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[2] = 2 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[5] = 5 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[11] = 11 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[6] = 6 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[9] = 6 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[12] = 12 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[18] = 12 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[24] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[36] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[48] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500: Expected ACK rate[54] = 24 Mbps

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (Rssi=0, init TX rate = 54 Mbps)

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (MaxDesire=54, MaxSupport=54, MaxTxRate=54, Rate Switching =1)

Sep 28 21:04:04 localhost kernel: rt2500:  MlmeUpdateTxRates (TxRate=54, RtsRate=2, BasicRateBitmap=0x015f)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(TxRate=0)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(BGProtection=0)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(AdhocOfdm=0)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(TurboRate=0)

Sep 28 21:04:04 localhost kernel: rt2500: RTMPReadParametersFromFile::(ShortSlot=0)

Sep 28 21:04:04 localhost kernel: rt2500: --> MLME Initialize

Sep 28 21:04:04 localhost kernel: rt2500: <-- MLME Initialize

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeInitMemory

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeInitMemory

Sep 28 21:04:04 localhost kernel: rt2500: --> NICInitializeAdapter

Sep 28 21:04:04 localhost kernel: rt2500: --> NICInitializeAsic

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94060011)

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94060111, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: <-- NICInitializeAsic

Sep 28 21:04:04 localhost kernel: rt2500: <-- NICInitializeAdapter

Sep 28 21:04:04 localhost kernel: rt2500: --> NICReadEEPROMParameters

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94060011)

Sep 28 21:04:04 localhost kernel: rt2500: <-- NICReadEEPROMParameters

Sep 28 21:04:04 localhost kernel: rt2500: --> NICInitAsicFromEEPROM

Sep 28 21:04:04 localhost kernel: rt2500: --> Antenna.word = 0x182a

Sep 28 21:04:04 localhost kernel: rt2500: AntDiv - set RxAnt=1, primary=1, second=0

Sep 28 21:04:04 localhost kernel: rt2500: R17 tuning enable=1, R17=0x40, range=<0x32, 0x40>

Sep 28 21:04:04 localhost kernel: rt2500: RF IC=3, LED mode=0

Sep 28 21:04:04 localhost kernel: rt2500: <-- NICInitAsicFromEEPROM

Sep 28 21:04:04 localhost kernel: rt2500: RTMPSetPhyMode(=0)

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: rt2500 acknowledge PROMISC off

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: rt2500 acknowledge PROMISC off

Sep 28 21:04:04 localhost last message repeated 2 times

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPSendPackets

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTwakeupInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: IOCTL::SIOCGIWNAME

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCGIWFREQ

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCGIWESSID (Len=0, ssid=...)

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCGIWMODE(=1)

Sep 28 21:04:04 localhost kernel: rt2500: 0. rtusb_ioctl_giwrange

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCGIWAP(=EMPTY)

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCSIWENCODE Key[0] => 

Sep 28 21:04:04 localhost kernel: rt2500: 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCSIWESSID[cmd=0x8b1a] (Len=0,Ssid=)

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - 0 BSS match the desire SSID 

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - No matching BSS, start a new scan

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCANNING, suspend MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - MlmeScanReqAction

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748731424][VA=0x3738677248]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748731424][VA=0x3738677248]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=10 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCSIWMODE (unknown)

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: SCAN done, resume MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: !!! MLME busy, reset MLME state machine !!!

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: ioctl::SIOCSIWESSID[cmd=0x8b1a] (Len=7,Ssid=linksys)

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - 0 BSS match the desire SSID linksys

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - No matching BSS, start a new scan

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCANNING, suspend MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - MlmeScanReqAction

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3714827136][VA=0x3741933568]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3714827136][VA=0x3741933568]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=10 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94062a11)

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPSendPackets

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #11, TXPwr=100, R1=0x94022020, R2=0x94080d06, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748731072][VA=0x3742045184]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748731072][VA=0x3742045184]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=11 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPSendPackets

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #12, TXPwr=100, R1=0x94022020, R2=0x94080d0a, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748731040][VA=0x3744412672]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748731040][VA=0x3744412672]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=12 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #13, TXPwr=100, R1=0x94022020, R2=0x94080d0e, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748729600][VA=0x3744411648]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748729600][VA=0x3744411648]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=13 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - End of SCAN, restore to channel 10

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCAN done, resume MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: Driver auto reconnect to last OID_802_11_SSID setting - linksys

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - 0 BSS match the desire SSID linksys

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - No matching BSS, start a new scan

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCANNING, suspend MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - MlmeScanReqAction

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3663371008][VA=0x3744413696]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3663371008][VA=0x3744413696]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=10 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94062a11)

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #11, TXPwr=100, R1=0x94022020, R2=0x94080d06, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748731328][VA=0x3742146560]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748731328][VA=0x3742146560]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=11 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #12, TXPwr=100, R1=0x94022020, R2=0x94080d0a, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748731808][VA=0x3737550848]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748731808][VA=0x3737550848]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=12 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #13, TXPwr=100, R1=0x94022020, R2=0x94080d0e, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3714829632][VA=0x3737553920]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3714829632][VA=0x3737553920]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=13 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - End of SCAN, restore to channel 10

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCAN done, resume MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: Driver auto reconnect to last OID_802_11_SSID setting - linksys

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - 0 BSS match the desire SSID linksys

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - No matching BSS, start a new scan

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCANNING, suspend MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - MlmeScanReqAction

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748732160][VA=0x3743436800]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748732160][VA=0x3743436800]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=10 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94062a11)

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #11, TXPwr=100, R1=0x94022020, R2=0x94080d06, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748732128][VA=0x3745264640]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748732128][VA=0x3745264640]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=11 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleRxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleDecryptionDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueueForRecv, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: PeerBeaconAndProbeRspSanity - unrecognized EID = 47

Sep 28 21:04:04 localhost kernel: rt2500: PeerBeaconAndProbeRspSanity - Receive IE_WPA

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - PeerBeaconAtScanAction (Subtype=8, SsidLen=7, Ssid=)

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #12, TXPwr=100, R1=0x94022020, R2=0x94080d0a, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748730336][VA=0x3507048448]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748730336][VA=0x3507048448]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=12 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: RT2500_get_ether_stats --->

Sep 28 21:04:04 localhost last message repeated 2 times

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #13, TXPwr=100, R1=0x94022020, R2=0x94080d0e, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748729152][VA=0x3743873024]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748729152][VA=0x3743873024]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=13 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - End of SCAN, restore to channel 10

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCAN done, resume MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: Driver auto reconnect to last OID_802_11_SSID setting - linksys

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - 0 BSS match the desire SSID linksys

Sep 28 21:04:04 localhost kernel: rt2500: CNTL - No matching BSS, start a new scan

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: SCANNING, suspend MSDU transmission ...

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - MlmeScanReqAction

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #10, TXPwr=100, R1=0x94022020, R2=0x94080d02, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748730208][VA=0x3725621248]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748730208][VA=0x3725621248]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=10 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: AsicRfTuningExec(R1=0x94002020,R3=0x94062a11)

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #11, TXPwr=100, R1=0x94022020, R2=0x94080d06, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3748730720][VA=0x3725622272]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3748730720][VA=0x3725622272]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: <--- MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - send active ProbeReq @ channel=11 with essid=

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandlePrioRingTxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleTbcnInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleRxDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: ====> RTMPHandleDecryptionDoneInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueueForRecv, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: PeerBeaconAndProbeRspSanity - unrecognized EID = 47

Sep 28 21:04:04 localhost kernel: rt2500: PeerBeaconAndProbeRspSanity - Receive IE_WPA

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - PeerBeaconAtScanAction (Subtype=8, SsidLen=7, Ssid=)

Sep 28 21:04:04 localhost kernel: rt2500: <==== RTMPHandleInterrupt

Sep 28 21:04:04 localhost kernel: rt2500: SYNC - Scan Timeout 

Sep 28 21:04:04 localhost kernel: rt2500: MlmeEnqueue, num=1

Sep 28 21:04:04 localhost kernel: rt2500: MlmeDequeue, num=0

Sep 28 21:04:04 localhost kernel: rt2500: AsicSwitchChannel(RF=3) to #12, TXPwr=100, R1=0x94022020, R2=0x94080d0a, R3=0x94062b11, R4=0x94000a1b

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeAllocateMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeAllocateMemory [pMlmeMemoryStruct=0x3714827104][VA=0x3726929920]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeAllocateMemory[IN:1][UN:19][Pending:0]

Sep 28 21:04:04 localhost kernel: rt2500: ---> MiniportMMRequest

Sep 28 21:04:04 localhost kernel: rt2500: MlmeHardTransmit

Sep 28 21:04:04 localhost kernel: rt2500: ==> MlmeFreeMemory

Sep 28 21:04:04 localhost kernel: rt2500: MlmeFreeMemory Add it to the Unused memory link List[pMlmeMemoryStruct=0x3714827104][VA=0x3726929920]

Sep 28 21:04:04 localhost kernel: rt2500: <== MlmeFreeMemory [IN:0][UN:20][Pending:0]

Sep 28 21:04:04 localhos
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