

Forum général.général Probleme Ecran LCD Externe


Posté par vince6010 le 06 mai 2007 à 13:51.

Étiquettes :
aucune












Bonjour a tous,



j'ai un probleme insolite avec un ecarn LCD connecte a un portable: quand je l'utilise avec un cable vga court (1m), aucun souci pour avoir une image, travailler en bureau etendu, etc; par contre si je le connecte avec un cable long (10m) c'est ecran noir, sauf lors des phases de boot ou en mode console (donc ecran noir des que X tourne). En jetant un oeil au Xorg.0.log: dans le cas cable court mon Samsung est detecte comme CRT-0, par contre il n'apparait plus avec le cable long.

J'ai aussi teste le cable sur d'autre machines (Windoz) et ca avait l'air de marcher. Je me refuse a installer Windoz sur mon PC pour tester. Je suis a court d'idees et ca n'a pas l'air courant comme pb sur les forums.



Merci de votre aide.



Pour info mon Xorg.conf:



Section "ServerLayout"

	Identifier     "layout0"

	Screen      0  "Screen0" 0 0

	InputDevice    "Mouse0" "CorePointer"

	InputDevice    "Keyboard0" "CoreKeyboard"

        InputDevice "SynapticsMouse0" "AlwaysCore"

EndSection



Section "Files"

	RgbPath      "/usr/X11R6/lib/X11/rgb"

	ModulePath   "/usr/X11R6/lib/modules"

	FontPath     "/usr/X11R6/lib/X11/fonts/misc:unscaled"

	FontPath     "unix/:-1"

EndSection



Section "Module"

	Load  "dbe"

        Load "v4l" # Video for Linux

	Load  "dri"

	Load  "extmod"

	Load  "glx"

	Load  "record"

	Load  "xtrap"

        Load "type1"

        Load "freetype"

        Load "synaptics"

EndSection



Section "InputDevice"

	Identifier  "Keyboard0"

        Driver "keyboard"

        Option "XkbModel" "pc105"

        Option "XkbLayout" "fr"

        Option "XkbOptions" "compose:rwin"

EndSection



Section "InputDevice"

	Identifier  "Mouse0"

	Driver      "mouse"

	Option	    "Protocol" "ExplorerPS/2"

	Option	    "Device" "/dev/mouse"

	Option	    "ZAxisMapping" "6 7"

EndSection



Section "InputDevice"

        Identifier "SynapticsMouse0"

        Driver "synaptics"

        Option "Protocol" "auto-dev"

        Option "Device" "/dev/input/mice"

        Option "MinSpeed" "0.09"

        Option "MaxSpeed" "0.18"

        Option "BottomEdge" "4200"

        Option "SHMConfig" "on"

        Option "FingerLow" "25"

        Option "LeftEdge" "1700"

        Option "MaxTapMove" "220"

        Option "MaxTapTime" "180"

        Option "FingerHigh" "30"

        Option "VertScrollDelta" "100"

        Option "TopEdge" "1700"

        Option "AccelFactor" "0.0015"

        Option "RightEdge" "5300"

EndSection



Section "Monitor"

	Identifier   "Monitor0"

	VendorName   "Generic"

	ModelName "Flat Panel 1024x800"

        HorizSync 31.5-55

        VertRefresh 40-70

EndSection



Section "Device"

	Identifier  "Card0"

	Driver      "nvidia"

	VendorName  "nVidia Corporation"

	BoardName   "GeForce Go 6200"

	BusID       "PCI:3:0:0"

Option "UseEdidDpi" "False"

Option "DPI" "90x88"

EndSection



Section "Screen"

	Identifier "Screen0"

	Device     "Card0"

	Monitor    "Monitor0"

Option "UseEdidFreqs" "False"

        Option "TwinView" "True"

        Option "TwinViewOrientation" "Clone"

        Option "Metamodes" "CRT-0: 1680x1050, DFP-0: 1280x800"

        Option "HorizSync" "CRT-0: 30-81; DFP-0: 31.55-55"

        Option "VertRefresh" "CRT-0: 56-75; DFP-0: 40-70"	

        SubSection "Display"

		Viewport   0 0

		Depth     24

                Modes "1280x800"

	EndSubSection

EndSection
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