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Bonjour à tous,


Je viens de débuter avec Linux en l'installant sur VirtualBox, j'ai essayé de suivre plein de tutoriels afin que ma carte Intel 4965AGN soit reconnue; notamment sur le site officiel mais rien à faire, j'ai toujours des erreurs en retour. Merci pour votre aide.


Voici les résultats de certaines commandes:



cat /etc/lsb-release

DISTRIB_ID=Ubuntu
DISTRIB_RELEASE=11.10
DISTRIB_CODENAME=oneiric
DISTRIB_DESCRIPTION="Ubuntu 11.10"



lsusb

Bus 001 Device 001: ID 1d6b:0001 Linux Foundation 1.1 root hub
Bus 001 Device 002: ID 80ee:0021 VirtualBox USB Tablet



lspci

00:00.0 Host bridge: Intel Corporation 440FX - 82441FX PMC [Natoma] (rev 02)
00:01.0 ISA bridge: Intel Corporation 82371SB PIIX3 ISA [Natoma/Triton II]
00:01.1 IDE interface: Intel Corporation 82371AB/EB/MB PIIX4 IDE (rev 01)
00:02.0 VGA compatible controller: InnoTek Systemberatung GmbH VirtualBox Graphics Adapter
00:03.0 Ethernet controller: Intel Corporation 82540EM Gigabit Ethernet Controller (rev 02)
00:04.0 System peripheral: InnoTek Systemberatung GmbH VirtualBox Guest Service
00:05.0 Multimedia audio controller: Intel Corporation 82801AA AC'97 Audio Controller (rev 01)
00:06.0 USB Controller: Apple Computer Inc. KeyLargo/Intrepid USB
00:07.0 Bridge: Intel Corporation 82371AB/EB/MB PIIX4 ACPI (rev 08)
00:0d.0 SATA controller: Intel Corporation 82801HBM/HEM (ICH8M/ICH8M-E) SATA AHCI Controller (rev 02)



lspci -nn | grep -i net

00:03.0 Ethernet controller [0200]: Intel Corporation 82540EM Gigabit Ethernet Controller [8086:100e] (rev 02)



sudo lshw -C network

[sudo] password for ----: 
  *-network               
       description: Ethernet interface
       product: 82540EM Gigabit Ethernet Controller
       vendor: Intel Corporation
       physical id: 3
       bus info: pci@0000:00:03.0
       logical name: eth0
       version: 02
       serial: 08:00:27:2b:eb:86
       size: 1Gbit/s
       capacity: 1Gbit/s
       width: 32 bits
       clock: 66MHz
       capabilities: pm pcix bus_master cap_list ethernet physical tp 10bt 10bt-fd 100bt 100bt-fd 1000bt-fd autonegotiation
       configuration: autonegotiation=on broadcast=yes driver=e1000 driverversion=7.3.21-k8-NAPI duplex=full firmware=N/A ip=10.0.2.15 latency=64 link=yes mingnt=255 multicast=yes port=twisted pair speed=1Gbit/s
       resources: irq:10 memory:f0000000-f001ffff ioport:d010(size=8)



lsmod

Module                  Size  Used by
mac80211              393459  0 
cfg80211              172392  1 mac80211
vesafb                 13489  1 
snd_intel8x0           33318  2 
snd_ac97_codec        106082  1 snd_intel8x0
ac97_bus               12642  1 snd_ac97_codec
snd_pcm                80435  2 snd_intel8x0,snd_ac97_codec
rfcomm                 38408  0 
bnep                   17923  2 
bluetooth             148839  10 rfcomm,bnep
snd_seq_midi           13132  0 
snd_rawmidi            25241  1 snd_seq_midi
joydev                 17393  0 
snd_seq_midi_event     14475  1 snd_seq_midi
ppdev                  12849  0 
snd_seq                51567  2 snd_seq_midi,snd_seq_midi_event
snd_timer              28932  2 snd_pcm,snd_seq
snd_seq_device         14172  3 snd_seq_midi,snd_rawmidi,snd_seq
snd                    55902  11 snd_intel8x0,snd_ac97_codec,snd_pcm,snd_rawmidi,snd_seq,snd_timer,snd_seq_device
psmouse                73673  0 
serio_raw              12990  0 
parport_pc             32114  0 
binfmt_misc            17292  1 
soundcore              12600  1 snd
snd_page_alloc         14115  2 snd_intel8x0,snd_pcm
i2c_piix4              13093  0 
lp                     17455  0 
parport                40930  3 ppdev,parport_pc,lp
usbhid                 41905  0 
hid                    77367  1 usbhid
ahci                   21634  2 
e1000                 101773  0 
libahci                25727  1 ahci



iwconfig

lo        no wireless extensions.

eth0      no wireless extensions.



ifconfig

eth0      Link encap:Ethernet  HWaddr 08:00:27:2b:eb:86  
          inet adr:10.0.2.15  Bcast:10.0.2.255  Masque:255.255.255.0
          adr inet6: fe80::a00:27ff:fe2b:eb86/64 Scope:Lien
          UP BROADCAST RUNNING MULTICAST  MTU:1500  Metric:1
          Packets reçus:68091 erreurs:0 :0 overruns:0 frame:0
          TX packets:31289 errors:0 dropped:0 overruns:0 carrier:0
          collisions:0 lg file transmission:1000 
          Octets reçus:92435148 (92.4 MB) Octets transmis:1780540 (1.7 MB)

lo        Link encap:Boucle locale  
          inet adr:127.0.0.1  Masque:255.0.0.0
          adr inet6: ::1/128 Scope:Hôte
          UP LOOPBACK RUNNING  MTU:16436  Metric:1
          Packets reçus:0 erreurs:0 :0 overruns:0 frame:0
          TX packets:0 errors:0 dropped:0 overruns:0 carrier:0
          collisions:0 lg file transmission:0 
          Octets reçus:0 (0.0 B) Octets transmis:0 (0.0 B)


[code]
sudo iwlist scan

lo        Interface doesn't support scanning.

eth0      Interface doesn't support scanning.



uname -r -m

3.0.0-14-generic i686



cat  /etc/network/interfaces

auto lo
iface lo inet loopback



nm-tool

NetworkManager Tool

State: connected (global)

- Device: eth0  [Wired connection 1] -------------------------------------------
  Type:              Wired
  Driver:            e1000
  State:             connected
  Default:           yes
  HW Address:        08:00:27:2B:EB:86

  Capabilities:
    Carrier Detect:  yes
    Speed:           1000 Mb/s

  Wired Properties
    Carrier:         on

  IPv4 Settings:
    Address:         10.0.2.15
    Prefix:          24 (255.255.255.0)
    Gateway:         10.0.2.2

    DNS:             192.168.1.1



sudo rfkill list

(Aucun retour)




Merci.




EPUB/imageslogoslinuxfr2_classic_back.png





EPUB/nav.xhtml

    
      Sommaire


      
        
          		Aller au contenu


        


      
    
  

