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	Bonjour à tous,



je viens vous poser une question à laquelle je ne trouve pas de réponse. 

J'ai une debian avec un serveur X qui se lance, avec GDM ensuite.



Lorsque je choisis mon window-manager kde , j'ai la bonne résolution soit 1280 * 1024

Lorsque je choisis mon window-manager gnome , j'ai la bonne résolution soit 1280 * 1024



pas de probléme me diez vous ? et ben si ! 



je n'aime pas que X se lance tout seul, alors j'ai changé mon runlevel par défaut pour que X ne se lance plus -> c OK

par contre quand je fais xinit startkde (j'ai dans mon .xinitrc la ligne exec $1) kde se lance bien, mais les polices sont toutes petites !!!

alors que si je fais xinit gnome-session et ben la c'est pareil que quand X démarre tout seul, tout est nickel ...



ou est l'astuce ? il s'agit d'un probléme kde ou de mon fichier de conf X ?



voici mon fichier de conf :



# XFree86 4 configuration created by pyxf86config



Section "ServerLayout"

	Identifier     "Default Layout"

	Screen      0  "Screen0" 0 0

	InputDevice    "Mouse0" "CorePointer"

	InputDevice    "Keyboard0" "CoreKeyboard"

	InputDevice    "DevInputMice" "AlwaysCore"

EndSection



Section "Files"

# RgbPath is the location of the RGB database.  Note, this is the name of the 

# file minus the extension (like ".txt" or ".db").  There is normally

# no need to change the default.



# Multiple FontPath entries are allowed (they are concatenated together)

# By default, Red Hat 6.0 and later now use a font server independent of

# the X server to render fonts.



	RgbPath      "/usr/X11R6/lib/X11/rgb"

	FontPath     "unix/:7100"

EndSection



Section "Module"

	Load  "dbe"

	Load  "extmod"

	Load  "fbdevhw"

	Load  "glx"

	Load  "record"

	Load  "freetype"

	Load  "type1"

	Load  "dri"

EndSection



Section "InputDevice"

# Specify which keyboard LEDs can be user-controlled (eg, with xset(1))

#	Option	"Xleds"		"1 2 3"



# To disable the XKEYBOARD extension, uncomment XkbDisable.

#	Option	"XkbDisable"



# To customise the XKB settings to suit your keyboard, modify the

# lines below (which are the defaults).  For example, for a non-U.S.

# keyboard, you will probably want to use:

#	Option	"XkbModel"	"pc102"

# If you have a US Microsoft Natural keyboard, you can use:

#	Option	"XkbModel"	"microsoft"

#

# Then to change the language, change the Layout setting.

# For example, a german layout can be obtained with:

#	Option	"XkbLayout"	"de"

# or:

#	Option	"XkbLayout"	"de"

#	Option	"XkbVariant"	"nodeadkeys"

#

# If you'd like to switch the positions of your capslock and

# control keys, use:

#	Option	"XkbOptions"	"ctrl:swapcaps"

# Or if you just want both to be control, use:

#	Option	"XkbOptions"	"ctrl:nocaps"

#

	Identifier  "Keyboard0"

	Driver      "keyboard"

	Option	    "XkbRules" "xfree86"

	Option	    "XkbModel" "pc105"

	Option	    "XkbLayout" "fr"

EndSection



Section "InputDevice"

	Identifier  "Mouse0"

	Driver      "mouse"

	Option	    "Protocol" "IMPS/2"

	Option	    "Device" "/dev/psaux"

	Option	    "ZAxisMapping" "4 5"

	Option	    "Emulate3Buttons" "no"

EndSection



Section "InputDevice"

# If the normal CorePointer mouse is not a USB mouse then

# this input device can be used in AlwaysCore mode to let you

# also use USB mice at the same time.

	Identifier  "DevInputMice"

	Driver      "mouse"

	Option	    "Protocol" "IMPS/2"

	Option	    "Device" "/dev/input/mice"

	Option	    "ZAxisMapping" "4 5"

	Option	    "Emulate3Buttons" "no"

EndSection



Section "Monitor"

    Identifier      "vmware"

    VendorName      "VMware, Inc"

    HorizSync 1-10000

    VertRefresh 1-10000

   

    PARTIE COUPEE CAR TROP LONGUE



EndSection



Section "Device"

    Identifier  "VMware SVGA"

    Driver      "vmware"

EndSection



Section "Screen"

	Identifier "Screen0"

    Device      "VMware SVGA"

    Monitor     "vmware"

    # Don't specify DefaultColorDepth unless you know what you're

    # doing. It will override the driver's preferences which can

    # cause the X server not to run if the host doesn't support the

    # depth.

    Subsection "Display"

        # VGA mode: better left untouched

        Depth       4

        Modes       "640x480"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       8

        Modes       "1024x768"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       15

        Modes       "1024x768"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       16

        Modes       "1024x768" "1280x1024" 

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       24

        Modes       "1024x768" "1280x1024"

        ViewPort    0 0

    EndSubsection

EndSection



Section "DRI"

	Group        0

	Mode         0666

EndSection










merci d'avance pour vos conseils
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