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Bonjour,


j'ai un Rasperry Pi chez moi où j'ai installé un serveur grâce à Yunohost. J'y héberge un blog, mes mails, nextcloud, etc.

Pour surveiller un peu j'ai installé Rpi-monitor qui me fournit quelques statistiques et infos sur l'état de mon Pi : 


[image: Titre de l'image]


Je m'aperçois que le swap utilisé augmente petit à petit chaque jour. Est-ce normal ? Peut-on le "vider" ?


Merci.





EPUB/imageslogoslinuxfr2_classic_back.png





EPUB/nav.xhtml

    
      Sommaire


      
        
          		Aller au contenu


        


      
    
  

EPUB/6b042f4d882f4cfc1c4ee7d619a4202b55aedab1c55423fe0d088561.png
& Version

Processor: BCM2835
Distribution: Raspbian GNU/Linux 9 (stretch)
Kernel version: Linux 4.19.42-v7+ armv71
Firmware: #1219

Package(s): 0 upgradable(s)

a Uptime

Raspberry Pi time: 13:55:12
Uptime: 4 days 23 hours 40 minutes 27 seconds

cPU

- 0.2 - 0.26 - 0.2

Temperature

38.63

. Memory

Used: 532.39MB (57.49%) Available: 393.68MB Total: 926.08MB

-
- Swap

12.75MB (22.55%) Free: 387.25MB Total: 500.00MB

Storage
&=

Istorage1l Used: NaNkB (NaN%) Free: NaNKB Total: NaNkB

Istorage2 Used: 5.61GB (1.95%) Free: 281.27GB Total: 286.88GB

WiFi

WiFi Sent: 1.52GB Received: 743.20MB

Y ®  Network

To activate network monitoring, edit and customize network.conf
Help is available in man pages:
‘man rpimonitord or man rpimonitord.conf






