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Alors voila, je dispose d'un lifebook 7020S de chez siemens.

Ce portable a une carte graphique a base de i915 et a 2 "pipe" de sortie video :

- une vers l'ecran du portable 1024x768

- une vers l'exterieur, dans mon cas un ecran plat 1280x1024



J'ai mis un Xorg 7 rc4 a la sauce gentoo dessus.



J'arrive à faire un clone de l'ecran du portable sur l'ecran exterieur en 1024 [1]

J'arrive à avoir deux bureau distinct avec des resolutions differentes[2]



Mais je n'arrive pas a avoir un clone qui soit en 1024 sur le portable et 1280 sur l'ecran externe. (je veux bien un 1280 virtuel sur le portable affiché en 1024 et debordant comme sait le faire X) Quelqu'un aurait il une piste par hazard?



[1] extrait du Xorg qui va bien

Section "Device"

    Identifier  "fujitsu-i915G"

    Driver      "i810"

    Option      "DRI"   "True"    

    Option      "MonitorLayout" "CRT,LFP"

    Option      "Clone" "on"

EndSection



Section "Screen"

    Identifier  "Screen 1"

    Device      "fujitsu-i915G"

    Monitor     "fujitsu-screen"

    DefaultDepth 24



    Subsection "Display"

        Depth       8

        Modes       "1280x1024" "1024x768" "800x600" "640x480"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       16

        Modes       "1280x1024" "1024x768" "800x600" "640x480"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       24

        Modes       "1280x1024" "1024x768"

        ViewPort    0 0

    EndSubsection

EndSection



Section "ServerLayout"

        Identifier     "X.org Configured"

        Screen      0  "Screen1" 0 0

        InputDevice    "Mouse1" "CorePointer"

        InputDevice    "Keyboard1" "CoreKeyboard"

EndSection








[2] extrait du Xorg qui va bien

Section "Device"

    Identifier  "pipe A"

    Driver      "i810"

    Option      "DRI"   "True"    

    Screen      0

    Option "MonitorLayout" "CRT,LFP"

    BusID       "PCI:0:2:0"

EndSection



Section "Device"

    Identifier  "pipe B"

    Driver      "i810"

    Option      "DRI"   "True"    

    Screen      1

    Option "MonitorLayout" "CRT,LFP"

    BusID       "PCI:0:2:0"

EndSection



Section "Screen"

    Identifier  "Screen A"

    Device      "pipe A"

    DefaultDepth 24



    Subsection "Display"

        Depth       16

        Modes       "1280x1024" "1024x768" "800x600" "640x480"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       24

        Modes       "1024x768"

        ViewPort    0 0

    EndSubsection

EndSection



Section "Screen"

    Identifier  "Screen B"

    Device      "pipe B"

    DefaultDepth 24



    Subsection "Display"

        Depth       16

        Modes       "1280x1024" "1024x768" "800x600" "640x480"

        ViewPort    0 0

    EndSubsection

    Subsection "Display"

        Depth       24

        Modes       "1280x1024" "1024x768"

        ViewPort    0 0

    EndSubsection

EndSection



Section "ServerLayout"

        Identifier     "X.org Configured"

        Screen      0  "Screen A" 0 0

        Screen      1  "Screen B" RightOf "Screen A"

        InputDevice    "Mouse1" "CorePointer"

        InputDevice    "Keyboard1" "CoreKeyboard"

EndSection
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