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Bonjour à tous !



1re demande d'aide sur un problème épineux, que je n'arrive pas à résoudre.

Je suis passé il y a quelques temps de Fedora 10 à Fedora 12 et là ... c'est le drame. Pas moyen de démarrer une sessions Xorg. Par défaut il y a les drivers nouveau, ça ne marche pas. Les drivers binaires Nvidia, idem. Je suis donc repassé en drivers nouveau, avec l'intention de les faire fonctionner. J'ai également penser que ma carte graphique était défectueuses, à cause de l'apparition de caractères bizarres sur fond bleu lors du démarrage du PC (donc encore lorsque l'affichage est géré par le BIOS avant Grub): j'ai acheté une autre carte graphique, disparition des caractères bizarres mais toujours pas de Xorg qui se lance. Le pire dans tout ça, c'est que le log ne se plaint de rien !! Donc je lance un appel à la communauté linuxfr-ienne si quelques bonnes âmes ont des idées. N'ayant pas trouvé grand chose avec Google, hormis des options kernels à mettre mais qui ne changent rien au problème(nomodeset par exemple), je suis dans l'impasse. Sinon en mode texte le pc se porte bien, j'ai pu remettre bacula, sane partage mon scanner SCSI par le réseau, et l'imprimante est également partagée. Mais je déprime.



Voici le contenu de Xorg.0.log tout frais et très long.

-rw-r--r--. 1 root jc 25678 mai 25 00:40 /var/log/Xorg.0.log





X.Org X Server 1.7.6

Release Date: 2010-03-17

X Protocol Version 11, Revision 0

Build Operating System: x86-02 2.6.18-164.6.1.el5

Current Operating System: Linux bourriquet.tipmeabout.org 2.6.32.11-99.fc12.i686.PAE #1 SMP Mon Apr 5 16:15:03 EDT 2010 i686

Kernel command line: ro root=UUID=f973dcf7-1eaa-4976-9e14-75ae3aba9e45  LANG=fr_FR.UTF-8 SYSFONT=latarcyrheb-sun16 KEYBOARDTYPE=pc KEYTABLE=be-latin1

Build Date: 16 April 2010  07:07:54AM

Build ID: xorg-x11-server 1.7.6-4.fc12

Current version of pixman: 0.16.6

        Before reporting problems, check http://bodhi.fedoraproject.org/

        to make sure that you have the latest version.

Markers: (--) probed, (**) from config file, (==) default setting,

        (++) from command line, (!!) notice, (II) informational,

        (WW) warning, (EE) error, (NI) not implemented, (??) unknown.

(==) Log file: "/var/log/Xorg.0.log", Time: Tue May 25 00:40:45 2010

(II) Loader magic: 0x821c900

(II) Module ABI versions:

        X.Org ANSI C Emulation: 0.4

        X.Org Video Driver: 6.0

        X.Org XInput driver : 7.0

        X.Org Server Extension : 2.0

(--) using VT number 7



(--) PCI:*(0:1:0:0) 10de:0221:0000:0000 nVidia Corporation NV44A [GeForce 6200] rev 161, Mem @ 0xe0000000/16777216, 0xd8000000/134217728, 0xe1000000/16777216, BIOS @ 0x????????/131072

(==) Using default built-in configuration (39 lines)

(==) --- Start of built-in configuration ---

        Section "Device"

                Identifier      "Builtin Default nouveau Device 0"

                Driver  "nouveau"

        EndSection

        Section "Screen"

                Identifier      "Builtin Default nouveau Screen 0"

                Device  "Builtin Default nouveau Device 0"

        EndSection

        Section "Device"

                Identifier      "Builtin Default nv Device 0"

                Driver  "nv"

        EndSection

        Section "Screen"

                Identifier      "Builtin Default nv Screen 0"

                Device  "Builtin Default nv Device 0"

        EndSection

        Section "Device"

                Identifier      "Builtin Default vesa Device 0"

                Driver  "vesa"

        EndSection

        Section "Screen"

                Identifier      "Builtin Default vesa Screen 0"

                Device  "Builtin Default vesa Device 0"

        EndSection

        Section "Device"

                Identifier      "Builtin Default fbdev Device 0"

                Driver  "fbdev"

        EndSection

        Section "Screen"

                Identifier      "Builtin Default fbdev Screen 0"

                Device  "Builtin Default fbdev Device 0"

        EndSection

        Section "ServerLayout"

                Identifier      "Builtin Default Layout"

                Screen  "Builtin Default nouveau Screen 0"

                Screen  "Builtin Default nv Screen 0"

                Screen  "Builtin Default vesa Screen 0"

                Screen  "Builtin Default fbdev Screen 0"

        EndSection

(==) --- End of built-in configuration ---

(==) ServerLayout "Builtin Default Layout"

(**) |-->Screen "Builtin Default nouveau Screen 0" (0)

(**) |   |-->Monitor ""

(**) |   |-->Device "Builtin Default nouveau Device 0"

(==) No monitor specified for screen "Builtin Default nouveau Screen 0".

        Using a default monitor configuration.

(**) |-->Screen "Builtin Default nv Screen 0" (1)

(**) |   |-->Monitor ""

(**) |   |-->Device "Builtin Default nv Device 0"

(==) No monitor specified for screen "Builtin Default nv Screen 0".

        Using a default monitor configuration.

(**) |-->Screen "Builtin Default vesa Screen 0" (2)

(**) |   |-->Monitor ""

(**) |   |-->Device "Builtin Default vesa Device 0"

(==) No monitor specified for screen "Builtin Default vesa Screen 0".

        Using a default monitor configuration.

(**) |-->Screen "Builtin Default fbdev Screen 0" (3)

(**) |   |-->Monitor ""

(**) |   |-->Device "Builtin Default fbdev Device 0"

(==) No monitor specified for screen "Builtin Default fbdev Screen 0".

        Using a default monitor configuration.

(==) Automatically adding devices

(==) Automatically enabling devices

(==) FontPath set to:

        catalogue:/etc/X11/fontpath.d,

        built-ins

(==) ModulePath set to "/usr/lib/xorg/modules"

(II) Cannot locate a core pointer device.

(II) Cannot locate a core keyboard device.

(II) The server relies on HAL to provide the list of input devices.

        If no devices become available, reconfigure HAL or disable AutoAddDevices.

(II) LoadModule: "extmod"

(II) Loading /usr/lib/xorg/modules/extensions/libextmod.so

(II) Module extmod: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        Module class: X.Org Server Extension

        ABI class: X.Org Server Extension, version 2.0

(II) Loading extension SELinux

(II) Loading extension MIT-SCREEN-SAVER

(II) Loading extension XFree86-VidModeExtension

(II) Loading extension XFree86-DGA

(II) Loading extension DPMS

(II) Loading extension XVideo

(II) Loading extension XVideo-MotionCompensation

(II) Loading extension X-Resource

(II) LoadModule: "dbe"

(II) Loading /usr/lib/xorg/modules/extensions/libdbe.so

(II) Module dbe: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        Module class: X.Org Server Extension

        ABI class: X.Org Server Extension, version 2.0

(II) Loading extension DOUBLE-BUFFER

(II) LoadModule: "glx"

(II) Loading /usr/lib/xorg/modules/extensions/libglx.so

(II) Module glx: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        ABI class: X.Org Server Extension, version 2.0

(==) AIGLX enabled

(II) Loading extension GLX

(II) LoadModule: "record"

(II) Loading /usr/lib/xorg/modules/extensions/librecord.so

(II) Module record: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.13.0

        Module class: X.Org Server Extension

        ABI class: X.Org Server Extension, version 2.0

(II) Loading extension RECORD

(II) LoadModule: "dri"

(II) Loading /usr/lib/xorg/modules/extensions/libdri.so

(II) Module dri: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        ABI class: X.Org Server Extension, version 2.0

(II) Loading extension XFree86-DRI

(II) LoadModule: "dri2"

(II) Loading /usr/lib/xorg/modules/extensions/libdri2.so

(II) Module dri2: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.1.0

        ABI class: X.Org Server Extension, version 2.0

(II) Loading extension DRI2

(II) LoadModule: "nouveau"

(II) Loading /usr/lib/xorg/modules/drivers/nouveau_drv.so

(II) Module nouveau: vendor="X.Org Foundation"

        compiled for 1.7.5.901, module version = 0.0.10

        Module class: X.Org Video Driver

        ABI class: X.Org Video Driver, version 6.0

(II) LoadModule: "nv"

(II) Loading /usr/lib/xorg/modules/drivers/nv_drv.so

(II) Module nv: vendor="X.Org Foundation"

        compiled for 1.7.0, module version = 2.1.15

        Module class: X.Org Video Driver

        ABI class: X.Org Video Driver, version 6.0

(II) LoadModule: "vesa"

(II) Loading /usr/lib/xorg/modules/drivers/vesa_drv.so

(II) Module vesa: vendor="X.Org Foundation"

        compiled for 1.7.1, module version = 2.3.0

        Module class: X.Org Video Driver

        ABI class: X.Org Video Driver, version 6.0

(II) LoadModule: "fbdev"

(II) Loading /usr/lib/xorg/modules/drivers/fbdev_drv.so

(II) Module fbdev: vendor="X.Org Foundation"

        compiled for 1.6.99.1, module version = 0.4.1

        ABI class: X.Org Video Driver, version 6.0

(II) NOUVEAU driver

(II) NOUVEAU driver for NVIDIA chipset families :

        RIVA TNT    (NV04)

        RIVA TNT2   (NV05)

        GeForce 256 (NV10)

        GeForce 2   (NV11, NV15)

        GeForce 4MX (NV17, NV18)

        GeForce 3   (NV20)

        GeForce 4Ti (NV25, NV28)

        GeForce FX  (NV3x)

        GeForce 6   (NV4x)

        GeForce 7   (G7x)

        GeForce 8   (G8x)

(II) NOUVEAU driver

(II) NOUVEAU driver for NVIDIA chipset families :

        RIVA TNT    (NV04)

        RIVA TNT2   (NV05)

        GeForce 256 (NV10)

        GeForce 2   (NV11, NV15)

        GeForce 4MX (NV17, NV18)

        GeForce 3   (NV20)

        GeForce 4Ti (NV25, NV28)

        GeForce FX  (NV3x)

        GeForce 6   (NV4x)

        GeForce 7   (G7x)

        GeForce 8   (G8x)

(II) VESA: driver for VESA chipsets: vesa

(II) FBDEV: driver for framebuffer: fbdev

(II) Primary Device is: PCI 01@00:00:0

(WW) Falling back to old probe method for vesa

(WW) Falling back to old probe method for fbdev

(II) Loading sub module "fbdevhw"

(II) LoadModule: "fbdevhw"

(II) Loading /usr/lib/xorg/modules/linux/libfbdevhw.so

(II) Module fbdevhw: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 0.0.2

        ABI class: X.Org Video Driver, version 6.0

(--) NOUVEAU(0): Chipset: "NVIDIA NV4A"

(II) Loading sub module "int10"

(II) LoadModule: "int10"

(II) Loading /usr/lib/xorg/modules/libint10.so

(II) Module int10: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        ABI class: X.Org Video Driver, version 6.0

(II) NOUVEAU(0): Initializing int10

(II) NOUVEAU(0): Primary V_BIOS segment is: 0xc000

(II) Loading sub module "dri"

(II) LoadModule: "dri"

(II) Reloading /usr/lib/xorg/modules/extensions/libdri.so

(II) NOUVEAU(0): Loaded DRI module

drmOpenDevice: node name is /dev/dri/card0

drmOpenDevice: open result is 13, (OK)

drmOpenDevice: node name is /dev/dri/card0

drmOpenDevice: open result is 13, (OK)

drmOpenByBusid: Searching for BusID pci:0000:01:00.0

drmOpenDevice: node name is /dev/dri/card0

drmOpenDevice: open result is 13, (OK)

drmOpenByBusid: drmOpenMinor returns 13

drmOpenByBusid: drmGetBusid reports pci:0000:01:00.0

(II) [drm] DRM interface version 1.3

(II) [drm] DRM open master succeeded.

(II) NOUVEAU(0): [drm] nouveau interface version: 0.0.15

(--) NOUVEAU(0): [drm] kernel modesetting in use

(II) NOUVEAU(0): Creating default Display subsection in Screen section

        "Builtin Default nouveau Screen 0" for depth/fbbpp 24/32

(==) NOUVEAU(0): Depth 24, (--) framebuffer bpp 32

(==) NOUVEAU(0): RGB weight 888

(==) NOUVEAU(0): Default visual is TrueColor

(II) Loading sub module "vgahw"

(II) LoadModule: "vgahw"

(II) Loading /usr/lib/xorg/modules/libvgahw.so

(II) Module vgahw: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 0.1.0

        ABI class: X.Org Video Driver, version 6.0

(==) NOUVEAU(0): Using HW cursor

(--) NOUVEAU(0): Linear framebuffer at 0xD8000000

(--) NOUVEAU(0): MMIO registers at 0xE0000000

(II) NOUVEAU(0): Output VGA-0 has no monitor section

(II) NOUVEAU(0): Output DVI-I-0 has no monitor section

(II) NOUVEAU(0): EDID for output VGA-0

(II) NOUVEAU(0): EDID for output DVI-I-0

(II) NOUVEAU(0): Manufacturer: VSC  Model: e11  Serial#: 16843009

(II) NOUVEAU(0): Year: 2005  Week: 8

(II) NOUVEAU(0): EDID Version: 1.3

(II) NOUVEAU(0): Digital Display Input

(II) NOUVEAU(0): Max Image Size [cm]: horiz.: 38  vert.: 30

(II) NOUVEAU(0): Gamma: 2.20

(II) NOUVEAU(0): DPMS capabilities: Off

(II) NOUVEAU(0): Supported color encodings: RGB 4:4:4 YCrCb 4:4:4

(II) NOUVEAU(0): First detailed timing is preferred mode

(II) NOUVEAU(0): redX: 0.641 redY: 0.353   greenX: 0.289 greenY: 0.626

(II) NOUVEAU(0): blueX: 0.142 blueY: 0.078   whiteX: 0.313 whiteY: 0.329

(II) NOUVEAU(0): Supported established timings:

(II) NOUVEAU(0): 720x400@70Hz

(II) NOUVEAU(0): 640x480@60Hz

(II) NOUVEAU(0): 640x480@67Hz

(II) NOUVEAU(0): 640x480@72Hz

(II) NOUVEAU(0): 640x480@75Hz

(II) NOUVEAU(0): 800x600@56Hz

(II) NOUVEAU(0): 800x600@60Hz

(II) NOUVEAU(0): 800x600@72Hz

(II) NOUVEAU(0): 800x600@75Hz

(II) NOUVEAU(0): 832x624@75Hz

(II) NOUVEAU(0): 1024x768@60Hz

(II) NOUVEAU(0): 1024x768@70Hz

(II) NOUVEAU(0): 1024x768@75Hz

(II) NOUVEAU(0): 1280x1024@75Hz

(II) NOUVEAU(0): 1152x864@75Hz

(II) NOUVEAU(0): Manufacturer's mask: 0

(II) NOUVEAU(0): Supported standard timings:

(II) NOUVEAU(0): #0: hsize: 1280  vsize 1024  refresh: 60  vid: 32897

(II) NOUVEAU(0): #1: hsize: 1280  vsize 960  refresh: 60  vid: 16513

(II) NOUVEAU(0): #2: hsize: 1152  vsize 864  refresh: 75  vid: 20337

(II) NOUVEAU(0): #3: hsize: 640  vsize 400  refresh: 70  vid: 2609

(II) NOUVEAU(0): Supported detailed timing:

(II) NOUVEAU(0): clock: 108.0 MHz   Image Size:  376 x 301 mm

(II) NOUVEAU(0): h_active: 1280  h_sync: 1328  h_sync_end 1440 h_blank_end 1688 h_border: 0

(II) NOUVEAU(0): v_active: 1024  v_sync: 1025  v_sync_end 1028 v_blanking: 1066 v_border: 0

(II) NOUVEAU(0): Serial No: A1W050820560

(II) NOUVEAU(0): Ranges: V min: 50 V max: 75 Hz, H min: 30 H max: 82 kHz, PixClock max 140 MHz

(II) NOUVEAU(0): Monitor name: VP191b

(II) NOUVEAU(0): EDID (in hex):

(II) NOUVEAU(0):        00ffffffffffff005a63110e01010101

(II) NOUVEAU(0):        080f010380261e782a1145a45a4aa024

(II) NOUVEAU(0):        145054bfef8081808140714f310a0101

(II) NOUVEAU(0):        010101010101302a009851002a403070

(II) NOUVEAU(0):        1300782d1100001e000000ff00413157

(II) NOUVEAU(0):        3035303832303536300a000000fd0032

(II) NOUVEAU(0):        4b1e520e000a202020202020000000fc

(II) NOUVEAU(0):        005650313931620a202020202020009d

(II) NOUVEAU(0): Printing probed modes for output DVI-I-0

(II) NOUVEAU(0): Modeline "1280x1024"x60.0  108.00  1280 1328 1440 1688  1024 1025 1028 1066 +hsync +vsync (64.0 kHz)

(II) NOUVEAU(0): Modeline "1280x1024"x75.0  135.00  1280 1296 1440 1688  1024 1025 1028 1066 +hsync +vsync (80.0 kHz)

(II) NOUVEAU(0): Modeline "1280x960"x60.0  108.00  1280 1376 1488 1800  960 961 964 1000 +hsync +vsync (60.0 kHz)

(II) NOUVEAU(0): Modeline "1152x864"x75.0  108.00  1152 1216 1344 1600  864 865 868 900 +hsync +vsync (67.5 kHz)

(II) NOUVEAU(0): Modeline "1024x768"x75.1   78.80  1024 1040 1136 1312  768 769 772 800 +hsync +vsync (60.1 kHz)

(II) NOUVEAU(0): Modeline "1024x768"x70.1   75.00  1024 1048 1184 1328  768 771 777 806 -hsync -vsync (56.5 kHz)

(II) NOUVEAU(0): Modeline "1024x768"x60.0   65.00  1024 1048 1184 1344  768 771 777 806 -hsync -vsync (48.4 kHz)

(II) NOUVEAU(0): Modeline "832x624"x74.6   57.28  832 864 928 1152  624 625 628 667 -hsync -vsync (49.7 kHz)

(II) NOUVEAU(0): Modeline "800x600"x72.2   50.00  800 856 976 1040  600 637 643 666 +hsync +vsync (48.1 kHz)

(II) NOUVEAU(0): Modeline "800x600"x75.0   49.50  800 816 896 1056  600 601 604 625 +hsync +vsync (46.9 kHz)

(II) NOUVEAU(0): Modeline "800x600"x60.3   40.00  800 840 968 1056  600 601 605 628 +hsync +vsync (37.9 kHz)

(II) NOUVEAU(0): Modeline "800x600"x56.2   36.00  800 824 896 1024  600 601 603 625 +hsync +vsync (35.2 kHz)

(II) NOUVEAU(0): Modeline "640x480"x72.8   31.50  640 664 704 832  480 489 491 520 -hsync -vsync (37.9 kHz)

(II) NOUVEAU(0): Modeline "640x480"x75.0   31.50  640 656 720 840  480 481 484 500 -hsync -vsync (37.5 kHz)

(II) NOUVEAU(0): Modeline "640x480"x66.7   30.24  640 704 768 864  480 483 486 525 -hsync -vsync (35.0 kHz)

(II) NOUVEAU(0): Modeline "640x480"x60.0   25.20  640 656 752 800  480 490 492 525 -hsync -vsync (31.5 kHz)

(II) NOUVEAU(0): Modeline "720x400"x70.1   28.32  720 738 846 900  400 412 414 449 -hsync +vsync (31.5 kHz)

(II) NOUVEAU(0): Output VGA-0 disconnected

(II) NOUVEAU(0): Output DVI-I-0 connected

(II) NOUVEAU(0): Using exact sizes for initial modes

(II) NOUVEAU(0): Output DVI-I-0 using initial mode 1280x1024 +0+0

(II) NOUVEAU(0): Using default gamma of (1.0, 1.0, 1.0) unless otherwise stated.

(II) NOUVEAU(0): Initial CRTC_OWNER is 0

(--) NOUVEAU(0): VideoRAM: 262144 kBytes

(--) NOUVEAU(0): Virtual size is 1280x1024 (pitch 1280)

(**) NOUVEAU(0):  Driver mode "1280x1024": 108.0 MHz (scaled from 0.0 MHz), 64.0 kHz, 60.0 Hz

(II) NOUVEAU(0): Modeline "1280x1024"x60.0  108.00  1280 1328 1440 1688  1024 1025 1028 1066 +hsync +vsync (64.0 kHz)

(**) NOUVEAU(0):  Driver mode "1280x1024": 135.0 MHz (scaled from 0.0 MHz), 80.0 kHz, 75.0 Hz

(II) NOUVEAU(0): Modeline "1280x1024"x75.0  135.00  1280 1296 1440 1688  1024 1025 1028 1066 +hsync +vsync (80.0 kHz)

(**) NOUVEAU(0):  Driver mode "1280x960": 108.0 MHz (scaled from 0.0 MHz), 60.0 kHz, 60.0 Hz

(II) NOUVEAU(0): Modeline "1280x960"x60.0  108.00  1280 1376 1488 1800  960 961 964 1000 +hsync +vsync (60.0 kHz)

(**) NOUVEAU(0):  Driver mode "1152x864": 108.0 MHz (scaled from 0.0 MHz), 67.5 kHz, 75.0 Hz

(II) NOUVEAU(0): Modeline "1152x864"x75.0  108.00  1152 1216 1344 1600  864 865 868 900 +hsync +vsync (67.5 kHz)

(**) NOUVEAU(0):  Driver mode "1024x768": 78.8 MHz (scaled from 0.0 MHz), 60.1 kHz, 75.1 Hz

(II) NOUVEAU(0): Modeline "1024x768"x75.1   78.80  1024 1040 1136 1312  768 769 772 800 +hsync +vsync (60.1 kHz)

(**) NOUVEAU(0):  Driver mode "1024x768": 75.0 MHz (scaled from 0.0 MHz), 56.5 kHz, 70.1 Hz

(II) NOUVEAU(0): Modeline "1024x768"x70.1   75.00  1024 1048 1184 1328  768 771 777 806 -hsync -vsync (56.5 kHz)

(**) NOUVEAU(0):  Driver mode "1024x768": 65.0 MHz (scaled from 0.0 MHz), 48.4 kHz, 60.0 Hz

(II) NOUVEAU(0): Modeline "1024x768"x60.0   65.00  1024 1048 1184 1344  768 771 777 806 -hsync -vsync (48.4 kHz)

(**) NOUVEAU(0):  Driver mode "832x624": 57.3 MHz (scaled from 0.0 MHz), 49.7 kHz, 74.6 Hz

(II) NOUVEAU(0): Modeline "832x624"x74.6   57.28  832 864 928 1152  624 625 628 667 -hsync -vsync (49.7 kHz)

(**) NOUVEAU(0):  Driver mode "800x600": 50.0 MHz (scaled from 0.0 MHz), 48.1 kHz, 72.2 Hz

(II) NOUVEAU(0): Modeline "800x600"x72.2   50.00  800 856 976 1040  600 637 643 666 +hsync +vsync (48.1 kHz)

(**) NOUVEAU(0):  Driver mode "800x600": 49.5 MHz (scaled from 0.0 MHz), 46.9 kHz, 75.0 Hz

(II) NOUVEAU(0): Modeline "800x600"x75.0   49.50  800 816 896 1056  600 601 604 625 +hsync +vsync (46.9 kHz)

(**) NOUVEAU(0):  Driver mode "800x600": 40.0 MHz (scaled from 0.0 MHz), 37.9 kHz, 60.3 Hz

(II) NOUVEAU(0): Modeline "800x600"x60.3   40.00  800 840 968 1056  600 601 605 628 +hsync +vsync (37.9 kHz)

(**) NOUVEAU(0):  Driver mode "800x600": 36.0 MHz (scaled from 0.0 MHz), 35.2 kHz, 56.2 Hz

(II) NOUVEAU(0): Modeline "800x600"x56.2   36.00  800 824 896 1024  600 601 603 625 +hsync +vsync (35.2 kHz)

(**) NOUVEAU(0):  Driver mode "640x480": 31.5 MHz (scaled from 0.0 MHz), 37.9 kHz, 72.8 Hz

(II) NOUVEAU(0): Modeline "640x480"x72.8   31.50  640 664 704 832  480 489 491 520 -hsync -vsync (37.9 kHz)

(**) NOUVEAU(0):  Driver mode "640x480": 31.5 MHz (scaled from 0.0 MHz), 37.5 kHz, 75.0 Hz

(II) NOUVEAU(0): Modeline "640x480"x75.0   31.50  640 656 720 840  480 481 484 500 -hsync -vsync (37.5 kHz)

(**) NOUVEAU(0):  Driver mode "640x480": 30.2 MHz (scaled from 0.0 MHz), 35.0 kHz, 66.7 Hz

(II) NOUVEAU(0): Modeline "640x480"x66.7   30.24  640 704 768 864  480 483 486 525 -hsync -vsync (35.0 kHz)

(**) NOUVEAU(0):  Driver mode "640x480": 25.2 MHz (scaled from 0.0 MHz), 31.5 kHz, 60.0 Hz

(II) NOUVEAU(0): Modeline "640x480"x60.0   25.20  640 656 752 800  480 490 492 525 -hsync -vsync (31.5 kHz)

(**) NOUVEAU(0):  Driver mode "720x400": 28.3 MHz (scaled from 0.0 MHz), 31.5 kHz, 70.1 Hz

(II) NOUVEAU(0): Modeline "720x400"x70.1   28.32  720 738 846 900  400 412 414 449 -hsync +vsync (31.5 kHz)

(==) NOUVEAU(0): DPI set to (96, 96)

(II) Loading sub module "fb"

(II) LoadModule: "fb"

(II) Loading /usr/lib/xorg/modules/libfb.so

(II) Module fb: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        ABI class: X.Org ANSI C Emulation, version 0.4

(II) Loading sub module "exa"

(II) LoadModule: "exa"

(II) Loading /usr/lib/xorg/modules/libexa.so

(II) Module exa: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 2.5.0

        ABI class: X.Org Video Driver, version 6.0

(II) Loading sub module "shadowfb"

(II) LoadModule: "shadowfb"

(II) Loading /usr/lib/xorg/modules/libshadowfb.so

(II) Module shadowfb: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 1.0.0

        ABI class: X.Org ANSI C Emulation, version 0.4

(II) UnloadModule: "nv"

(II) Unloading /usr/lib/xorg/modules/drivers/nv_drv.so

(II) UnloadModule: "vesa"

(II) Unloading /usr/lib/xorg/modules/drivers/vesa_drv.so

(II) UnloadModule: "fbdev"

(II) Unloading /usr/lib/xorg/modules/drivers/fbdev_drv.so

(II) UnloadModule: "fbdevhw"

(II) Unloading /usr/lib/xorg/modules/linux/libfbdevhw.so

(--) Depth 24 pixmap format is 32 bpp

(II) NOUVEAU(0): Opened GPU channel 1

(II) NOUVEAU(0): [DRI2] Setup complete

(II) EXA(0): Driver allocated offscreen pixmaps

(II) EXA(0): Driver registered support for the following operations:

(II)         Solid

(II)         Copy

(II)         Composite (RENDER acceleration)

(II)         UploadToScreen

(II)         DownloadFromScreen

(==) NOUVEAU(0): Backing store disabled

(==) NOUVEAU(0): Silken mouse enabled

(II) NOUVEAU(0): [XvMC] Associated with NV40 texture adapter.

(II) NOUVEAU(0): [XvMC] Extension initialized.

(II) NOUVEAU(0): NVEnterVT is called.

(II) NOUVEAU(0): AGPGART: 128MiB available

(==) NOUVEAU(0): DPMS enabled

(II) NOUVEAU(0): RandR 1.2 enabled, ignore the following RandR disabled message.

(--) RandR disabled

(II) Initializing built-in extension Generic Event Extension

(II) Initializing built-in extension SHAPE

(II) Initializing built-in extension MIT-SHM

(II) Initializing built-in extension XInputExtension

(II) Initializing built-in extension XTEST

(II) Initializing built-in extension BIG-REQUESTS

(II) Initializing built-in extension SYNC

(II) Initializing built-in extension XKEYBOARD

(II) Initializing built-in extension XC-MISC

(II) Initializing built-in extension XINERAMA

(II) Initializing built-in extension XFIXES

(II) Initializing built-in extension RENDER

(II) Initializing built-in extension RANDR

(II) Initializing built-in extension COMPOSITE

(II) Initializing built-in extension DAMAGE

(II) SELinux: Disabled by boolean

(II) AIGLX error: dlopen of /usr/lib/dri/nouveau_dri.so failed (/usr/lib/dri/nouveau_dri.so: cannot open shared object file: No such file or directory)

(II) AIGLX: reverting to software rendering

(II) AIGLX: Screen 0 is not DRI capable

(II) AIGLX: Loaded and initialized /usr/lib/dri/swrast_dri.so

(II) GLX: Initialized DRISWRAST GL provider for screen 0

(II) NOUVEAU(0): Setting screen physical size to 338 x 270

resize called 1280 1024

(II) config/hal: Adding input device USB-compliant keyboard

(II) LoadModule: "evdev"

(II) Loading /usr/lib/xorg/modules/input/evdev_drv.so

(II) Module evdev: vendor="X.Org Foundation"

        compiled for 1.7.6, module version = 2.3.3

        Module class: X.Org XInput Driver

        ABI class: X.Org XInput driver, version 7.0

(**) USB-compliant keyboard: always reports core events

(**) USB-compliant keyboard: Device: "/dev/input/event3"

(II) USB-compliant keyboard: Found keys

(II) USB-compliant keyboard: Configuring as keyboard

(II) XINPUT: Adding extended input device "USB-compliant keyboard" (type: KEYBOARD)

(**) Option "xkb_rules" "evdev"

(**) Option "xkb_model" "pc105"

(**) Option "xkb_layout" "be"

(**) Option "xkb_options" "terminate:ctrl_alt_bksp"

(II) config/hal: Adding input device Macintosh mouse button emulation

(**) Macintosh mouse button emulation: always reports core events

(**) Macintosh mouse button emulation: Device: "/dev/input/event2"

(II) Macintosh mouse button emulation: Found 3 mouse buttons

(II) Macintosh mouse button emulation: Found relative axes

(II) Macintosh mouse button emulation: Found x and y relative axes

(II) Macintosh mouse button emulation: Configuring as mouse

(**) Macintosh mouse button emulation: YAxisMapping: buttons 4 and 5

(**) Macintosh mouse button emulation: EmulateWheelButton: 4, EmulateWheelInertia: 10, EmulateWheelTimeout: 200

(II) XINPUT: Adding extended input device "Macintosh mouse button emulation" (type: MOUSE)

(**) Macintosh mouse button emulation: (accel) keeping acceleration scheme 1

(**) Macintosh mouse button emulation: (accel) acceleration profile 0

(II) Macintosh mouse button emulation: initialized for relative axes.

(II) config/hal: Adding input device USB Mouse

(**) USB Mouse: always reports core events

(**) USB Mouse: Device: "/dev/input/event5"

(II) USB Mouse: Found 3 mouse buttons

(II) USB Mouse: Found scroll wheel(s)

(II) USB Mouse: Found relative axes

(II) USB Mouse: Found x and y relative axes

(II) USB Mouse: Configuring as mouse

(**) USB Mouse: YAxisMapping: buttons 4 and 5

(**) USB Mouse: EmulateWheelButton: 4, EmulateWheelInertia: 10, EmulateWheelTimeout: 200

(II) XINPUT: Adding extended input device "USB Mouse" (type: MOUSE)

(**) USB Mouse: (accel) keeping acceleration scheme 1

(**) USB Mouse: (accel) acceleration profile 0

(II) USB Mouse: initialized for relative axes.

(II) config/hal: Adding input device USB-compliant keyboard

(**) USB-compliant keyboard: always reports core events

(**) USB-compliant keyboard: Device: "/dev/input/event4"

(II) USB-compliant keyboard: Found 14 mouse buttons

(II) USB-compliant keyboard: Found scroll wheel(s)

(II) USB-compliant keyboard: Found relative axes

(II) USB-compliant keyboard: Found x and y relative axes

(II) USB-compliant keyboard: Found absolute axes

(II) USB-compliant keyboard: Found keys

(II) USB-compliant keyboard: Configuring as mouse

(II) USB-compliant keyboard: Configuring as keyboard

(**) USB-compliant keyboard: YAxisMapping: buttons 4 and 5

(**) USB-compliant keyboard: EmulateWheelButton: 4, EmulateWheelInertia: 10, EmulateWheelTimeout: 200

(II) XINPUT: Adding extended input device "USB-compliant keyboard" (type: KEYBOARD)

(**) Option "xkb_rules" "evdev"

(**) Option "xkb_model" "evdev"

(**) Option "xkb_layout" "us"

(**) USB-compliant keyboard: (accel) keeping acceleration scheme 1

(**) USB-compliant keyboard: (accel) acceleration profile 0

(II) USB-compliant keyboard: initialized for relative axes.

(WW) USB-compliant keyboard: ignoring absolute axes.

(II) config/hal: Adding input device Power Button

(**) Power Button: always reports core events

(**) Power Button: Device: "/dev/input/event0"

(II) Power Button: Found keys

(II) Power Button: Configuring as keyboard

(II) XINPUT: Adding extended input device "Power Button" (type: KEYBOARD)

(**) Option "xkb_rules" "evdev"

(**) Option "xkb_model" "evdev"

(**) Option "xkb_layout" "us"

(II) config/hal: Adding input device Power Button

(**) Power Button: always reports core events

(**) Power Button: Device: "/dev/input/event1"

(**) USB-compliant keyboard: (accel) keeping acceleration scheme 1

(**) USB-compliant keyboard: (accel) acceleration profile 0

(II) USB-compliant keyboard: initialized for relative axes.

(WW) USB-compliant keyboard: ignoring absolute axes.

(II) config/hal: Adding input device Power Button

(**) Power Button: always reports core events

(**) Power Button: Device: "/dev/input/event0"

(II) Power Button: Found keys

(II) Power Button: Configuring as keyboard

(II) XINPUT: Adding extended input device "Power Button" (type: KEYBOARD)

(**) Option "xkb_rules" "evdev"

(**) Option "xkb_model" "evdev"

(**) Option "xkb_layout" "us"

(II) config/hal: Adding input device Power Button

(**) Power Button: always reports core events

(**) Power Button: Device: "/dev/input/event1"

(II) Power Button: Found keys

(II) Power Button: Configuring as keyboard

(II) XINPUT: Adding extended input device "Power Button" (type: KEYBOARD)

(**) Option "xkb_rules" "evdev"

(**) Option "xkb_model" "evdev"

(**) Option "xkb_layout" "us"

(II) USB-compliant keyboard: Close

(II) UnloadModule: "evdev"

(II) Macintosh mouse button emulation: Close

(II) UnloadModule: "evdev"

(II) USB Mouse: Close

(II) UnloadModule: "evdev"

(II) USB-compliant keyboard: Close

(II) UnloadModule: "evdev"

(II) Power Button: Close

(II) UnloadModule: "evdev"

(II) Power Button: Close

(II) UnloadModule: "evdev"

(II) NOUVEAU(0): NVLeaveVT is called.

(II) NOUVEAU(0): Closed GPU channel 1





Et concernant ce que je vois sur le terminal quand je lance un startx manuellement:



$ startx

xauth:  creating new authority file /home/jc/.serverauth.11066





X.Org X Server 1.7.6

Release Date: 2010-03-17

X Protocol Version 11, Revision 0

Build Operating System: x86-02 2.6.18-164.6.1.el5

Current Operating System: Linux bourriquet.tipmeabout.org 2.6.32.11-99.fc12.i686.PAE #1 SMP Mon Apr 5 16:15:03 EDT 2010 i686

Kernel command line: ro root=UUID=f973dcf7-1eaa-4976-9e14-75ae3aba9e45  LANG=fr_FR.UTF-8 SYSFONT=latarcyrheb-sun16 KEYBOARDTYPE=pc KEYTABLE=be-latin1

Build Date: 16 April 2010  07:07:54AM

Build ID: xorg-x11-server 1.7.6-4.fc12

Current version of pixman: 0.16.6

        Before reporting problems, check http://bodhi.fedoraproject.org/

        to make sure that you have the latest version.

Markers: (--) probed, (**) from config file, (==) default setting,

        (++) from command line, (!!) notice, (II) informational,

        (WW) warning, (EE) error, (NI) not implemented, (??) unknown.

(==) Log file: "/var/log/Xorg.0.log", Time: Tue May 25 01:23:33 2010

(==) Using default built-in configuration (39 lines)

resize called 1280 1024

The XKEYBOARD keymap compiler (xkbcomp) reports:

> Warning:          Type "ONE_LEVEL" has 1 levels, but  has 2 symbols

>                   Ignoring extra symbols

Errors from xkbcomp are not fatal to the X server



waiting for X server to shut down







J'epère que quelqu'un aura davantage d'idées que moi.



Merci d'avance !



EPUB/imageslogoslinuxfr2_classic_back.png





EPUB/nav.xhtml

    
      Sommaire


      
        
          		Aller au contenu


        


      
    
  

