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Bonjour,



Mieux comprendre les modules et les gérer.

Mon pc a d'installer une slack 10.2 et une mandrake 10.1.



Quand je boot la mdk hotplug et rapide après cet lancer il passe directement la main au reste.



Sous slack hotplug mais lomtemps a se démarrer. Donc j'ai pense que je pourrait selctionner les module que je désire. Pour désactiver hotplug, je ne change de matèrielle pas souvent (ou si vous avez une autre méthode.)



lsmod:



Module                  Size  Used by    Not tainted

ppp_async               6528   1 (autoclean)

ppp_generic            19556   3 (autoclean) [ppp_async]

slhc                    4592   0 (autoclean) [ppp_generic]

acm                     5472   0 (unused)

printer                 7648   0 (unused)

uhci                   24284   0 (unused)

usb-ohci               19368   0 (unused)

snd-pcm-oss            36736   1

snd-mixer-oss          12376   0 [snd-pcm-oss]

lp                      6404   0 (autoclean)

ipt_MASQUERADE          1400   1 (autoclean)

ipt_state                504   9 (autoclean)

ipt_REJECT              3096   5 (autoclean)

ipt_LOG                 3448  13 (autoclean)

ipt_limit                856  15 (autoclean)

ip_nat_irc              2000   0 (unused)

ip_conntrack_irc        2768   1

ip_nat_ftp              2544   0 (unused)

ip_conntrack_ftp        3632   1

iptable_mangle          2072   0 (autoclean) (unused)

iptable_nat            16814   3 (autoclean) [ipt_MASQUERADE ip_nat_irc ip_nat_ftp]

ip_conntrack           18564   2 (autoclean) [ipt_MASQUERADE ipt_state ip_nat_irc ip_conntrack_irc ip_nat_ftp ip_conntrack_ftp iptable_nat]

iptable_filter          1644   1 (autoclean)

ip_tables              12000  10 [ipt_MASQUERADE ipt_state ipt_REJECT ipt_LOG ipt_limit iptable_mangle iptable_nat iptable_filter]

eagle-usb             112804   2

parport_pc             15044   1

parport                22824   1 [lp parport_pc]

snd-via82xx            13376   1

gameport                1420   0 [snd-via82xx]

snd-ac97-codec         58556   0 [snd-via82xx]

snd-pcm                54344   0 [snd-pcm-oss snd-via82xx snd-ac97-codec]

snd-timer              13764   0 [snd-pcm]

snd-mpu401-uart         3136   0 [snd-via82xx]

snd-rawmidi            12480   0 [snd-mpu401-uart]

snd-seq-device          3812   0 [snd-rawmidi]

snd                    32772   0 [snd-pcm-oss snd-mixer-oss snd-via82xx snd-ac97-codec snd-pcm snd-timer snd-mpu401-uart snd-rawmidi snd-seq-device]

snd-page-alloc          4712   0 [snd-mixer-oss snd-via82xx snd-pcm snd-timer snd-rawmidi snd-seq-device snd]

soundcore               3396   3 [snd]

usbcore                59148   1 [acm printer uhci usb-ohci eagle-usb]

via-rhine              12336   0 (unused)

mii                     2272   0 [via-rhine]

crc32                   2880   0 [via-rhine]

ntfs                   51232   1 (autoclean)

ide-scsi                9392   0

agpgart                45508   0 (unused)

apm                     9452   2



La je me pomme un peut. J'ai un modem fast800 (eagle) une carte reseau (via-rhine), une imprimante (hp845) et une carte son intégrer a la carte mère.



Je pense que si je démmare juste c'est module le boot se sera beaucoup plus rapide. Mais quel sont les modules a charger (comment si prendre pour les sélectionner?)

Merci a ce qui prendront un peut de temps
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