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Bonjour,

J'ai installé une machine Slackware avec VirtualBox et je n'ai pas de connexion internet.

L’icône de NetworkManager affiche une croix rouge, et une infobulle annonce qu'il n'est pas lancé et que le réseau est désactivé.

Il y a d'autres machines Linux installées, et si j'ouvre par exemple Mint en même temps, cette dernière a une connexion qui fonctionne. 

J'ai essayé diverses commandes trouvées sur le net, mais la plupart ne sont pas reconnues (start networkmanager,etc…)

D'autres ont donné des résultats que je ne sais pas interpréter :


    bash-4.3$ /sbin/ifconfig -a
eth1: flags=4098<BROADCAST,MULTICAST>  mtu 1500
        ether 08:00:27:52:7f:18  txqueuelen 1000  (Ethernet)
        RX packets 0  bytes 0 (0.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 0  bytes 0 (0.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

lo: flags=73<UP,LOOPBACK,RUNNING>  mtu 65536
        inet 127.0.0.1  netmask 255.0.0.0
        inet6 ::1  prefixlen 128  scopeid 0x10<host>
        loop  txqueuelen 1  (Local Loopback)
        RX packets 16  bytes 880 (880.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 16  bytes 880 (880.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

bash-4.3$ /sbin/ifconfig
lo: flags=73<UP,LOOPBACK,RUNNING>  mtu 65536
        inet 127.0.0.1  netmask 255.0.0.0
        inet6 ::1  prefixlen 128  scopeid 0x10<host>
        loop  txqueuelen 1  (Local Loopback)
        RX packets 16  bytes 880 (880.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 16  bytes 880 (880.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

bash-4.3$ /sbin/route -n
Kernel IP routing table
Destination     Gateway         Genmask         Flags Metric Ref    Use Iface
127.0.0.0       0.0.0.0         255.0.0.0       U     0      0        0 lo
bash-4.3$ cat /etc/resolv.conf
# Generated by dhcpcd from eth0.dhcp
# /etc/resolv.conf.head can replace this line
nameserver 10.0.2.3
# /etc/resolv.conf.tail can replace this line
bash-4.3$ 



    root@slackbox:~# service networking start
-su: service : commande introuvable
root@slackbox:~# allow-hotplug eth0
-su: allow-hotplug : commande introuvable
root@slackbox:~# iface eth0 inet dhcp
-su: iface : commande introuvable
root@slackbox:~# ifdown eth0
-su: ifdown : commande introuvable
root@slackbox:~# /sbin/ifconfig eth0
eth0: error fetching interface information: Device not found
root@slackbox:~# vim /etc/network/interfaces
root@slackbox:~# ifconfig
lo: flags=73<UP,LOOPBACK,RUNNING>  mtu 65536
        inet 127.0.0.1  netmask 255.0.0.0
        inet6 ::1  prefixlen 128  scopeid 0x10<host>
        loop  txqueuelen 1  (Local Loopback)
        RX packets 16  bytes 880 (880.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 16  bytes 880 (880.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

root@slackbox:~# ifconfig -a
eth1: flags=4098<BROADCAST,MULTICAST>  mtu 1500
        ether 08:00:27:52:7f:18  txqueuelen 1000  (Ethernet)
        RX packets 0  bytes 0 (0.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 0  bytes 0 (0.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

lo: flags=73<UP,LOOPBACK,RUNNING>  mtu 65536
        inet 127.0.0.1  netmask 255.0.0.0
        inet6 ::1  prefixlen 128  scopeid 0x10<host>
        loop  txqueuelen 1  (Local Loopback)
        RX packets 16  bytes 880 (880.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 16  bytes 880 (880.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

root@slackbox:~# iface lo inet loopback
-su: iface : commande introuvable
root@slackbox:~# dhclient wlan0
SIOCSIFADDR: No such device
wlan0: ERROR while getting interface flags: No such device
wlan0: ERROR while getting interface flags: No such device
root@slackbox:~# cat /proc/net/dev
Inter-|   Receive                                                |  Transmit
 face |bytes    packets errs drop fifo frame compressed multicast|bytes    packets errs drop fifo colls carrier compressed
    lo:     880      16    0    0    0     0          0         0      880      16    0    0    0     0       0          0
  eth1:       0       0    0    0    0     0          0         0        0       0    0    0    0     0       0          0
root@slackbox:~# /etc/init.d/networking restart
-su: /etc/init.d/networking: Aucun fichier ou dossier de ce type
root@slackbox:~# # ifconfig -a 
root@slackbox:~# ifconfig -a 
eth1: flags=4098<BROADCAST,MULTICAST>  mtu 1500
        ether 08:00:27:52:7f:18  txqueuelen 1000  (Ethernet)
        RX packets 0  bytes 0 (0.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 0  bytes 0 (0.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0

lo: flags=73<UP,LOOPBACK,RUNNING>  mtu 65536
        inet 127.0.0.1  netmask 255.0.0.0
        inet6 ::1  prefixlen 128  scopeid 0x10<host>
        loop  txqueuelen 1  (Local Loopback)
        RX packets 16  bytes 880 (880.0 B)
        RX errors 0  dropped 0  overruns 0  frame 0
        TX packets 16  bytes 880 (880.0 B)
        TX errors 0  dropped 0 overruns 0  carrier 0  collisions 0



root@slackbox:~# start networkmanager
-su: start : commande introuvable
root@slackbox:~# /etc/rc.d/rc.inet1 eth1_start
root@slackbox:~# 



Si j'essaye de voir ce qui se passe depuis l'interface graphique, c'est vide, mais grisé pour ajouter une connexion :


[image: Titre de l'image]
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Merci d'avance pour votre aide 


Edit : désolée, je n'ai pas su utiliser les balises, et pas compris ce que sont et  comment sont apparus les liens en début de message 
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