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La première version fonctionnelle des pilotes libres pour les chipsets Wireless Broadcom bcm-43xx vient de sortir. Ce chipset équipe notamment une grande partie des carte Wireless 802.11g du marché (dont l'AirPort Extreme des machines Apple). 





Si sur un PC Linux il est possible d'utiliser NDISWrapper pour charger les pilotes Windows, aucune solution concrète n'existait sous Linux sur Mac (hormis de passer par MOL).





Ces pilotes ont été créés en plusieurs étapes. 


	Première étape, rétro-ingénierie des pilotes binaires écrits pour Linux disponibles dans un access point Wireless de Linksys. 
	Suite à cela, une documentation complète a été écrite. De cette documentation, les pilotes sont nés.

Ceci permet de garantir qu'aucun bout de code présent dans les pilotes libres n'est issu du pilote propriétaire original.
Voici le message d'un des développeurs du driver libre:





Hi,


 


 I am a developer of the Broadcom-43xx driver project. (The 43xx chipset is used in a lot of chipsets, including the Apple Airport 2 card).


 


 I am writing this mail on my PowerBook and it is sent wireless to my AP. That means, we can transmit real data, if you did not get it, yet. :)


 


That does _not_ mean, that it completely works, yet. The team is in the progress of writing a SoftwareMAC layer, which is needed for the bcm device. The SoftMAC is still very incomplete. So do not expect to do any fancy stuff like WPA or something line that with it.


 Please be patient, thanks. :)


 


 If you want to try the driver, a few steps have to be done manually, because the SoftMAC doesn't do them automatically, yet:


 


 insmod ieee80211softmac.ko


 insmod bcm430x.ko


 ifup ethX


 iwconfig ethX channel YOUR_AP_CHANNEL


 iwconfig ethX essid ESSID_OF_YOUR_AP


 In between you should pray from time to time.


 


 If it works without crashes, cool. :)


 If it crashes, well, fix it or send us a complete OOPS message including detailed information about the device. Most information about the device is printed on insmod. Including this information is _important_, because there are so many different devices around.


 


 Do _not_ expect to get any 802.11a based device working, yet. Only b/g devices should "work".


 


 BCM43xx driver:


 http://bcm43xx.berlios.de


 Required SoftMAC Layer:


 http://softmac.sipsolutions.net


 


 Have fun.
Aller plus loin


	
La page web du projet
(12 clics)


	
L'équipe qui a procédé à la rétro-ingénierie du pilote
(4 clics)


	
La procédure pour Gentoo PPC
(10 clics)


	
Airport via MOL
(6 clics)
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