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Bonjour à tous, 



J'ai installé sur mon Gericom X5 Force la knoppix3.2 du 6 juin(noyau 2.4.20xfs) puis upgradé en Debian Sid. 

Jusque là, tout va bien.

Souhaitant la gestion de l'acpi et de ma carte-son(snd-via82), j'ai voulu compiler un nouveau noyau, le 2.4.22.

J'ai donc suivi la méthode d'andesi.org (http://guide.andesi.org/html/kkernel.html(...) : 

* apt-get install le bon source du kernel et d'alsa

* décompacter ce qu'il faut où il  faut

* make menuconfig

* lancer le make-kpkg en spécifiant bien d'aller chercher les modules d'alsa-driver comme indiqué dans la doc

* modifié puis validé lilo



Résultat après reboot : 

* si au prompt lilo, je choisis mon ancien noyau => ça boote comme d'hab

* si je choisis mon nouveau noyau, j'ai droit à un joli écran noir, il n'y a aucun message de démarrage après le "loading linux....), l'écran devient noir, le disque bidouille un peu et c'est tout... Même le CtrlAltSuppr ne le ramène pas à la vie, je suis obligé de resetter au bouton.



Pour info : 

Voici mon /etc/lilo.conf : 



knoppix@Xbox:~$ cat /etc/lilo.conf 

vga=791 

# /etc/lilo.conf - See: `lilo(8)' and `lilo.conf(5)', 

# --------------- `install-mbr(8)', `/usr/share/doc/lilo/', 

# and `/usr/share/doc/mbr/'. 



# +---------------------------------------------------------------+ 

# | !! Reminder !! | 

# | | 

# | Don't forget to run `lilo' after you make changes to this | 

# | conffile, `/boot/bootmess.txt', or install a new kernel. The | 

# | computer will most likely fail to boot if a kernel-image | 

# | post-install script or you don't remember to run `lilo'. | 

# | | 

# +---------------------------------------------------------------+ 



# Support LBA for large hard disks. 

# 

lba32 



# Overrides the default mapping between harddisk names and the BIOS' 

# harddisk order. Use with caution. 

#disk=/dev/hde 

# bios=0x81 



#disk=/dev/sda 

# bios=0x80 



# Specifies the boot device. This is where Lilo installs its boot 

# block. It can be either a partition, or the raw device, in which 

# case it installs in the MBR, and will overwrite the current MBR. 

# 

boot=/dev/hda 



# Specifies the device that should be mounted as root. (`/') 

# 

root=/dev/hda1 



# Enable map compaction: 

# Tries to merge read requests for adjacent sectors into a single 

# read request. This drastically reduces load time and keeps the 

# map smaller. Using `compact' is especially recommended when 

# booting from a floppy disk. It is disabled here by default 

# because it doesn't always work. 

# 

# compact 



# Installs the specified file as the new boot sector 

# You have the choice between: bmp, compat, menu and text 

# Look in /boot/ and in lilo.conf(5) manpage for details 

# 

install=/boot/boot-menu.b 



# Specifies the location of the map file 

# 

map=/boot/map 



# You can set a password here, and uncomment the `restricted' lines 

# in the image definitions below to make it so that a password must 

# be typed to boot anything but a default configuration. If a 

# command line is given, other than one specified by an `append' 

# statement in `lilo.conf', the password will be required, but a 

# standard default boot will not require one. 

# 

# This will, for instance, prevent anyone with access to the 

# console from booting with something like `Linux init=/bin/sh', 

# and thus becoming `root' without proper authorization. 

# 

# Note that if you really need this type of security, you will 

# likely also want to use `install-mbr' to reconfigure the MBR 

# program, as well as set up your BIOS to disallow booting from 

# removable disk or CD-ROM, then put a password on getting into the 

# BIOS configuration as well. Please RTFM `install-mbr(8)'. 

# 

# password=tatercounter2000 



# Specifies the number of deciseconds (0.1 seconds) LILO should 

# wait before booting the first image. 

# 



# You can put a customized boot message up if you like. If you use 

# `prompt', and this computer may need to reboot unattended, you 

# must specify a `timeout', or it will sit there forever waiting 

# for a keypress. `single-key' goes with the `alias' lines in the 

# `image' configurations below. eg: You can press `1' to boot 

# `Linux', `2' to boot `LinuxOLD', if you uncomment the `alias'. 

# 



vga=normal 



message=/boot/bootmess.txt 

prompt 

delay=100 

timeout=100 



# Kernel command line options that apply to all installed images go 

# here. See: The `boot-prompt-HOWO' and `kernel-parameters.txt' in 

# the Linux kernel `Documentation' directory. 

# 

# append="" 

append="hda=scsi hdb=scsi hdc=scsi hdd=scsi hde=scsi hdf=scsi hdg=scsi hdh=scsi apm=power-off nomce" 



# Boot up Linux by default. 

# 

default=Linux 



image=/boot/vmlinuz-2.4.20-xfs 

label=Linux 

initrd=/boot/initrd.gz 

read-only 

# restricted 

# alias=1 



image=/vmlinuz.old 

label=LinuxOLD 

read-only 

optional 

# restricted 

# alias=2 



# If you have another OS on this machine to boot, you can uncomment the 

# following lines, changing the device name on the `other' line to 

# where your other OS' partition is. 

# 

# other=/dev/hda4 

# label=HURD 

# restricted 

# alias=3 



image=/boot/vmlinuz-2.4.22-test001 

initrd=/boot/initrd.gz 

label=2.4.22-test001 

read-only 







Et voici mon /usr/src/kernel-source-2.4.22/.config : 







# 

# Automatically generated make config: don't edit 

# 

CONFIG_X86=y 

# CONFIG_SBUS is not set 

CONFIG_UID16=y 



# 

# Code maturity level options 

# 

CONFIG_EXPERIMENTAL=y 



# 

# Loadable module support 

# 

CONFIG_MODULES=y 

CONFIG_MODVERSIONS=y 

CONFIG_KMOD=y 



# 

# Processor type and features 

# 

# CONFIG_M386 is not set 

# CONFIG_M486 is not set 

# CONFIG_M586 is not set 

# CONFIG_M586TSC is not set 

# CONFIG_M586MMX is not set 

# CONFIG_M686 is not set 

# CONFIG_MPENTIUMIII is not set 

CONFIG_MPENTIUM4=y 

# CONFIG_MK6 is not set 

# CONFIG_MK7 is not set 

# CONFIG_MK8 is not set 

# CONFIG_MELAN is not set 

# CONFIG_MCRUSOE is not set 

# CONFIG_MWINCHIPC6 is not set 

# CONFIG_MWINCHIP2 is not set 

# CONFIG_MWINCHIP3D is not set 

# CONFIG_MCYRIXIII is not set 

# CONFIG_MVIAC3_2 is not set 

CONFIG_X86_WP_WORKS_OK=y 

CONFIG_X86_INVLPG=y 

CONFIG_X86_CMPXCHG=y 

CONFIG _X86_XADD=y 

CONFIG_X86_BSWAP=y 

CONFIG_X86_POPAD_OK=y 

# CONFIG_RWSEM_GENERIC_SPINLOCK is not set 

CONFIG_RWSEM_XCHGADD_ALGORITHM=y 

CONFIG_X86_L1_CACHE_SHIFT=7 

CONFIG_X86_H AS_TSC=y 

CONFIG_X86_GOOD_APIC=y 

CONFIG_X86_PGE=y 

CONFIG_X86_USE_PPRO_CHECKSUM =y 

CONFIG_X86_F00F_WORKS_OK=y 

CONFIG_X86_MCE=y 

# CONFIG_TOSHIBA is not set 

# CONFIG_I8K is not set 

# CONFIG_MICROCODE is not set 

# CONFIG_X86_MSR is not set 

# CONFIG_X86_CPUID is not set 

CONFIG_NOHIGHMEM=y 

# CONFIG_HIGHMEM4G is not set 

# CONFIG_HIGHMEM64G is not set 

# CONFIG_HIGHMEM is not set 

# CONFIG_MATH_EMULATION is not set 

CONFIG_MTRR=y 

# CONFIG_BIGPHYS_AREA is not set 

CONFIG_SMP=y 

# CONFIG_X86_NUMA is not set 

# CONFIG_X86_TSC_DISABLE is not set 

CONFIG_X86_TSC=y 

CONFIG_HAVE_DEC_LOCK=y 



# 

# General setup 

# 

CONFIG_NET=y 

CONFIG_X86_IO_APIC=y 

CONFIG_X86_LOCAL_APIC=y 

CONFIG_PC I=y 

# CONFIG_PCI_GOBIOS is not set 

# CONFIG_PCI_GODIRECT is not set 

CONFIG_PCI_GOANY=y 

CONFIG_PCI_BIOS=y 

CONFIG_PCI_DIRECT=y 

CONFIG_ISA=y 

C ONFIG_PCI_NAMES=y 

# CONFIG_EISA is not set 

# CONFIG_MCA is not set 

CONFIG_HOTPLUG=y 



# 

# PCMCIA/CardBus support 

# 

CONFIG_PCMCIA=m 

CONFIG_CARDBUS=y 

# CONFIG_TCIC is not set 

# CONFIG_I82092 is not set 

# CONFIG_I82365 is not set 



# 

# PCI Hotplug Support 

# 

# CONFIG_HOTPLUG_PCI is not set 

# CONFIG_HOTPLUG_PCI_COMPAQ is not set 

# CONFIG_HOTPLUG_PCI_COMPAQ_NVRAM is not set 

# CONFIG_HOTPLUG_PCI_IBM is not set 

# CONFIG_HOTPLUG_PCI_ACPI is not set 

CONFIG_SYSVIPC=y 

CONFIG_BSD_PROCESS_ACCT=y 

CONFIG_SYSCTL=y 

CONFIG_KCORE_ ELF=y 

# CONFIG_KCORE_AOUT is not set 

CONFIG_BINFMT_AOUT=y 

CONFIG_BINFMT_ELF=y 

CONFIG_BINFMT_MISC=y 

CONFIG_PM= y 

CONFIG_APM=m 

# CONFIG_APM_IGNORE_USER_SUSPEND is not set 

# CONFIG_APM_DO_ENABLE is not set 

CONFIG_APM_CPU_IDLE=y 

# CONFIG_APM_DISPLAY_BLANK is not set 

# CONFIG_APM_RTC_IS_GMT is not set 

# CONFIG_APM_ALLOW_INTS is not set 

# CONFIG_APM_REAL_MODE_POWER_OFF is not set 



# 

# ACPI Support 

# 

CONFIG_ACPI=y 

# CONFIG_ACPI_HT_ONLY is not set 

CONFIG_ACPI_BOOT=y 

CONFIG_ACPI_BUS=y 

CONFIG_ACPI_INTERPRETER=y 

CONFIG_AC PI_EC=y 

CONFIG_ACPI_POWER=y 

CONFIG_ACPI_PCI=y 

CONFIG_ACPI_SLEEP=y 

CONFIG_ACP I_SYSTEM=y 

# CONFIG_ACPI_OFF is not set 

CONFIG_ACPI_AC=m 

CONFIG_ACPI_BATTERY=m 

CONFIG_ACPI_BUTTON=m 

CONFIG_ACPI_ FAN=m 

CONFIG_ACPI_PROCESSOR=m 

CONFIG_ACPI_THERMAL=m 

# CONFIG_ACPI_ASUS is not set 

# CONFIG_ACPI_TOSHIBA is not set 

# CONFIG_ACPI_DEBUG is not set 

# CONFIG_ACPI_RELAXED_AML is not set 

# CONFIG_OPTIMISE_SIZE is not set 



# 

# Memory Technology Devices (MTD) 

# 

# CONFIG_MTD is not set 



# 

# Parallel port support 

# 

CONFIG_PARPORT=m 

CONFIG_PARPORT_PC=m 

CONFIG_PARPORT_PC_CML1=m 

# CONFIG_PARPORT_SERIAL is not set 

# CONFIG_PARPORT_PC_FIFO is not set 

# CONFIG_PARPORT_PC_SUPERIO is not set 

# CONFIG_PARPORT_PC_PCMCIA is not set 

# CONFIG_PARPORT_AMIGA is not set 

# CONFIG_PARPORT_MFC3 is not set 

# CONFIG_PARPORT_ATARI is not set 

# CONFIG_PARPORT_GSC is not set 

# CONFIG_PARPORT_SUNBPP is not set 

# CONFIG_PARPORT_OTHER is not set 

# CONFIG_PARPORT_1284 is not set 



# 

# Plug and Play configuration 

# 

CONFIG_PNP=m 

CONFIG_ISAPNP=m 



# 

# Block devices 

# 

CONFIG_BLK_DEV_FD=m 

# CONFIG_BLK_DEV_XD is not set 

# CONFIG_PARIDE is not set 

# CONFIG_BLK_CPQ_DA is not set 

# CONFIG_BLK_CPQ_CISS_DA is not set 

# CONFIG_CISS_SCSI_TAPE is not set 

# CONFIG_BLK_DEV_DAC960 is not set 

# CONFIG_BLK_DEV_UMEM is not set 

CONFIG_BLK_DEV_LOOP=m 

# CONFIG_BLK_DEV_NBD is not set 

# CONFIG_BLK_DEV_RAM is not set 

# CONFIG_BLK_DEV_INITRD is not set 

# CONFIG_BLK_STATS is not set 



# 

# Multi-device support (RAID and LVM) 

# 

# CONFIG_MD is not set 

# CONFIG_BLK_DEV_MD is not set 

# CONFIG_MD_LINEAR is not set 

# CONFIG_MD_RAID0 is not set 

# CONFIG_MD_RAID1 is not set 

# CONFIG_MD_RAID5 is not set 

# CONFIG_MD_MULTIPATH is not set 

# CONFIG_BLK_DEV_LVM is not set 



# 

# Networking options 

# 

CONFIG_PACKET=y 

# CONFIG_PACKET_MMAP is not set 

# CONFIG_NETLINK_DEV is not set 

CONFIG_NETFILTER=y 

# CONFIG_NETFILTER_DEBUG is not set 

CONFIG_FILTER=y 

CONFIG_UNIX=y 

# CONFIG_NET_KEY is not set 

CONFIG_INET=y 

CONFIG_IP_MULTICAST=y 

# CONFIG_IP_ADVANCED_ROUTER is not set 

# CONFIG_IP_PNP is not set 

# CONFIG_NET_IPIP is not set 

# CONFIG_NET_IPGRE is not set 

# CONFIG_IP_MROUTE is not set 

# CONFIG_ARPD is not set 

# CONFIG_INET_ECN is not set 

# CONFIG_SYN_COOKIES is not set 

# CONFIG_INET_AH is not set 

# CONFIG_INET_ESP is not set 

# CONFIG_INET_IPCOMP is not set 



# 

# IP: Netfilter Configuration 

# 

CONFIG_IP_NF_CONNTRACK=m 

CONFIG_IP_NF_FTP=m 

CONFIG_IP_NF_AMA NDA=m 

CONFIG_IP_NF_TFTP=m 

CONFIG_IP_NF_IRC=m 

# CONFIG_IP_NF_QUEUE is not set 

CONFIG_IP_NF_IPTABLES=m 

CONFIG_IP_NF_MATCH_LIMIT=m 

CONFIG_IP_NF_MATCH_MAC =m 

CONFIG_IP_NF_MATCH_PKTTYPE=m 

CONFIG_IP_NF_MATCH_MARK=m 

CONFIG_IP_NF_MATCH_ MULTIPORT=m 

CONFIG_IP_NF_MATCH_TOS=m 

CONFIG_IP_NF_MATCH_RECENT=m 

CONFIG_IP_NF _MATCH_ECN=m 

CONFIG_IP_NF_MATCH_DSCP=m 

CONFIG_IP_NF_MATCH_AH_ESP=m 

CONFIG_IP_ NF_MATCH_LENGTH=m 

CONFIG_IP_NF_MATCH_TTL=m 

CONFIG_IP_NF_MATCH_TCPMSS=m 

CONFIG _IP_NF_MATCH_HELPER=m 

CONFIG_IP_NF_MATCH_STATE=m 

CONFIG_IP_NF_MATCH_CONNTRACK= m 

# CONFIG_IP_NF_MATCH_UNCLEAN is not set 

# CONFIG_IP_NF_MATCH_OWNER is not set 

CONFIG_IP_NF_FILTER=m 

CONFIG_IP_NF_TARGET_REJECT=m 

# CONFIG_IP_NF_TARGET_MIRROR is not set 

CONFIG_IP_NF_NAT=m 

CONFIG_IP_NF_NAT_NEEDED=y 

CONFIG_IP_NF_TARGET_MASQUERA DE=m 

CONFIG_IP_NF_TARGET_REDIRECT=m 

CONFIG_IP_NF_NAT_AMANDA=m 

CONFIG_IP_NF_NA T_LOCAL=y 

# CONFIG_IP_NF_NAT_SNMP_BASIC is not set 

CONFIG_IP_NF_NAT_IRC=m 

CONFIG_IP_NF_NAT_FTP=m 

CONFIG_IP_NF_NAT_TFTP=m 

CO NFIG_IP_NF_MANGLE=m 

CONFIG_IP_NF_TARGET_TOS=m 

CONFIG_IP_NF_TARGET_ECN=m 

CONFI G_IP_NF_TARGET_DSCP=m 

CONFIG_IP_NF_TARGET_MARK=m 

CONFIG_IP_NF_TARGET_LOG=m 

CO NFIG_IP_NF_TARGET_ULOG=m 

CONFIG_IP_NF_TARGET_TCPMSS=m 

CONFIG_IP_NF_ARPTABLES=m 

CONFIG_IP_NF_ARPFILTER=m 

CONFIG_IP_NF_ARP_MANGLE=m 

# CONFIG_IP_NF_COMPAT_IPCHAINS is not set 

# CONFIG_IP_NF_COMPAT_IPFWADM is not set 

# CONFIG_IPV6 is not set 

CONFIG_XFRM=y 

# CONFIG_XFRM_USER is not set 

# CONFIG_KHTTPD is not set 

# CONFIG_ATM is not set 

# CONFIG_VLAN_8021Q is not set 



# 

# 

# 

# CONFIG_IPX is not set 

# CONFIG_ATALK is not set 



# 

# Appletalk devices 

# 

# CONFIG_DEV_APPLETALK is not set 

# CONFIG_DECNET is not set 

# CONFIG_BRIDGE is not set 

# CONFIG_X25 is not set 

# CONFIG_LAPB is not set 

# CONFIG_LLC is not set 

# CONFIG_NET_DIVERT is not set 

# CONFIG_ECONET is not set 

# CONFIG_WAN_ROUTER is not set 

# CONFIG_NET_FASTROUTE is not set 

# CONFIG_NET_HW_FLOWCONTROL is not set 



# 

# QoS and/or fair queueing 

# 

# CONFIG_NET_SCHED is not set 



# 

# Network testing 

# 

# CONFIG_NET_PKTGEN is not set 



# 

# Telephony Support 

# 

# CONFIG_PHONE is not set 

# CONFIG_PHONE_IXJ is not set 

# CONFIG_PHONE_IXJ_PCMCIA is not set 



# 

# ATA/IDE/MFM/RLL support 

# 

CONFIG_IDE=y 



# 

# IDE, ATA and ATAPI Block devices 

# 

CONFIG_BLK_DEV_IDE=y 



# 

# Please see Documentation/ide.txt for help/info on IDE drives 

# 

# CONFIG_BLK_DEV_HD_IDE is not set 

# CONFIG_BLK_DEV_HD is not set 

CONFIG_BLK_DEV_IDEDISK=y 

CONFIG_IDEDISK_MULTI_MODE=y 

# CONFIG_IDEDISK_STROKE is not set 

# CONFIG_BLK_DEV_IDECS is not set 

CONFIG_BLK_DEV_IDECD=m 

# CONFIG_BLK_DEV_IDETAPE is not set 

# CONFIG_BLK_DEV_IDEFLOPPY is not set 

CONFIG_BLK_DEV_IDESCSI=m 

# CONFIG_IDE_TASK_IOCTL is not set 



# 

# IDE chipset support/bugfixes 

# 

CONFIG_BLK_DEV_CMD640=y 

# CONFIG_BLK_DEV_CMD640_ENHANCED is not set 

# CONFIG_BLK_DEV_ISAPNP is not set 

CONFIG_BLK_DEV_IDEPCI=y 

CONFIG_BLK_DEV_GENERIC=y 

CONFIG_IDEPCI_SHARE_IRQ= y 

CONFIG_BLK_DEV_IDEDMA_PCI=y 

# CONFIG_BLK_DEV_OFFBOARD is not set 

# CONFIG_BLK_DEV_IDEDMA_FORCED is not set 

CONFIG_IDEDMA_PCI_AUTO=y 

# CONFIG_IDEDMA_ONLYDISK is not set 

CONFIG_BLK_DEV_IDEDMA=y 

# CONFIG_IDEDMA_PCI_WIP is not set 

# CONFIG_BLK_DEV_ADMA100 is not set 

# CONFIG_BLK_DEV_AEC62XX is not set 

# CONFIG_BLK_DEV_ALI15X3 is not set 

# CONFIG_WDC_ALI15X3 is not set 

# CONFIG_BLK_DEV_AMD74XX is not set 

# CONFIG_AMD74XX_OVERRIDE is not set 

# CONFIG_BLK_DEV_CMD64X is not set 

# CONFIG_BLK_DEV_TRIFLEX is not set 

# CONFIG_BLK_DEV_CY82C693 is not set 

# CONFIG_BLK_DEV_CS5530 is not set 

# CONFIG_BLK_DEV_HPT34X is not set 

# CONFIG_HPT34X_AUTODMA is not set 

# CONFIG_BLK_DEV_HPT366 is not set 

CONFIG_BLK_DEV_PIIX=y 

# CONFIG_BLK_DEV_NS87415 is not set 

# CONFIG_BLK_DEV_OPTI621 is not set 

# CONFIG_BLK_DEV_PDC202XX_OLD is not set 

# CONFIG_PDC202XX_BURST is not set 

# CONFIG_BLK_DEV_PDC202XX_NEW is not set 

CONFIG_BLK_DEV_RZ1000=y 

# CONFIG_BLK_DEV_SC1200 is not set 

# CONFIG_BLK_DEV_SVWKS is not set 

# CONFIG_BLK_DEV_SIIMAGE is not set 

# CONFIG_BLK_DEV_SIS5513 is not set 

# CONFIG_BLK_DEV_SLC90E66 is not set 

# CONFIG_BLK_DEV_TRM290 is not set 

# CONFIG_BLK_DEV_VIA82CXXX is not set 

# CONFIG_IDE_CHIPSETS is not set 

CONFIG_IDEDMA_AUTO=y 

# CONFIG_IDEDMA_IVB is not set 

# CONFIG_DMA_NONPCI is not set 

CONFIG_BLK_DEV_IDE_MODES=y 

# CONFIG_BLK_DEV_ATARAID is not set 

# CONFIG_BLK_DEV_ATARAID_PDC is not set 

# CONFIG_BLK_DEV_ATARAID_HPT is not set 

# CONFIG_BLK_DEV_ATARAID_SII is not set 



# 

# SCSI support 

# 

CONFIG_SCSI=m 



# 

# SCSI support type (disk, tape, CD-ROM) 

# 

CONFIG_BLK_DEV_SD=m 

CONFIG_SD_EXTRA_DEVS=40 

# CONFIG_CHR_DEV_ST is not set 

# CONFIG_CHR_DEV_OSST is not set 

CONFIG_BLK_DEV_SR=m 

# CONFIG_BLK_DEV_SR_VENDOR is not set 

CONFIG_SR_EXTRA_DEVS=2 

# CONFIG_CHR_DEV_SCH is not set 

CONFIG_CHR_DEV_SG=m 



# 

# Some SCSI devices (e.g. CD jukebox) support multiple LUNs 

# 

CONFIG_SCSI_DEBUG_QUEUES=y 

CONFIG_SCSI_MULTI_LUN=y 

CONFIG_SCSI_CONSTA NTS=y 

# CONFIG_SCSI_LOGGING is not set 



# 

# SCSI low-level drivers 

# 

# CONFIG_BLK_DEV_3W_XXXX_RAID is not set 

# CONFIG_SCSI_7000FASST is not set 

# CONFIG_SCSI_ACARD is not set 

# CONFIG_SCSI_AHA152X is not set 

# CONFIG_SCSI_AHA1542 is not set 

# CONFIG_SCSI_AHA1740 is not set 

# CONFIG_SCSI_AACRAID is not set 

# CONFIG_SCSI_AIC7XXX is not set 

# CONFIG_SCSI_AIC79XX is not set 

# CONFIG_SCSI_AIC7XXX_OLD is not set 

# CONFIG_SCSI_DPT_I2O is not set 

# CONFIG_SCSI_ADVANSYS is not set 

# CONFIG_SCSI_IN2000 is not set 

# CONFIG_SCSI_AM53C974 is not set 

# CONFIG_SCSI_MEGARAID is not set 

# CONFIG_SCSI_BUSLOGIC is not set 

# CONFIG_SCSI_CPQFCTS is not set 

# CONFIG_SCSI_DMX3191D is not set 

# CONFIG_SCSI_DTC3280 is not set 

# CONFIG_SCSI_EATA is not set 

# CONFIG_SCSI_EATA_DMA is not set 

# CONFIG_SCSI_EATA_PIO is not set 

# CONFIG_SCSI_FUTURE_DOMAIN is not set 

# CONFIG_SCSI_GDTH is not set 

# CONFIG_SCSI_GENERIC_NCR5380 is not set 

# CONFIG_SCSI_IPS is not set 

# CONFIG_SCSI_INITIO is not set 

# CONFIG_SCSI_INIA100 is not set 

# CONFIG_SCSI_PPA is not set 

# CONFIG_SCSI_IMM is not set 

# CONFIG_SCSI_NCR53C406A is not set 

# CONFIG_SCSI_NCR53C7xx is not set 

# CONFIG_SCSI_SYM53C8XX_2 is not set 

# CONFIG_SCSI_NCR53C8XX is not set 

CONFIG_SCSI_SYM53C8XX=m 

CONFIG_SCSI_NCR53C8XX_DEFAULT_TAGS=4 

CONFIG_SCSI_ NCR53C8XX_MAX_TAGS=32 

CONFIG_SCSI_NCR53C8XX_SYNC=20 

# CONFIG_SCSI_NCR53C8XX_PROFILE is not set 

# CONFIG_SCSI_NCR53C8XX_IOMAPPED is not set 

# CONFIG_SCSI_NCR53C8XX_PQS_PDS is not set 

# CONFIG_SCSI_NCR53C8XX_SYMBIOS_COMPAT is not set 

# CONFIG_SCSI_PAS16 is not set 

# CONFIG_SCSI_PCI2000 is not set 

# CONFIG_SCSI_PCI2220I is not set 

# CONFIG_SCSI_PSI240I is not set 

# CONFIG_SCSI_QLOGIC_FAS is not set 

# CONFIG_SCSI_QLOGIC_ISP is not set 

# CONFIG_SCSI_QLOGIC_FC is not set 

# CONFIG_SCSI_QLOGIC_1280 is not set 

# CONFIG_SCSI_SEAGATE is not set 

# CONFIG_SCSI_SIM710 is not set 

# CONFIG_SCSI_SYM53C416 is not set 

# CONFIG_SCSI_DC390T is not set 

# CONFIG_SCSI_T128 is not set 

# CONFIG_SCSI_U14_34F is not set 

# CONFIG_SCSI_ULTRASTOR is not set 

# CONFIG_SCSI_NSP32 is not set 

# CONFIG_SCSI_DEBUG is not set 



# 

# PCMCIA SCSI adapter support 

# 

# CONFIG_SCSI_PCMCIA is not set 



# 

# Fusion MPT device support 

# 

# CONFIG_FUSION is not set 

# CONFIG_FUSION_BOOT is not set 

# CONFIG_FUSION_ISENSE is not set 

# CONFIG_FUSION_CTL is not set 

# CONFIG_FUSION_LAN is not set 



# 

# IEEE 1394 (FireWire) support (EXPERIMENTAL) 

# 

CONFIG_IEEE1394=m 



# 

# Device Drivers 

# 



# 

# Texas Instruments PCILynx requires I2C bit-banging 

# 

CONFIG_IEEE1394_OHCI1394=m 



# 

# Protocol Drivers 

# 

# CONFIG_IEEE1394_VIDEO1394 is not set 

# CONFIG_IEEE1394_SBP2 is not set 

# CONFIG_IEEE1394_ETH1394 is not set 

# CONFIG_IEEE1394_DV1394 is not set 

# CONFIG_IEEE1394_RAWIO is not set 

# CONFIG_IEEE1394_CMP is not set 

# CONFIG_IEEE1394_VERBOSEDEBUG is not set 

# CONFIG_IEEE1394_OUI_DB is not set 



# 

# I2O device support 

# 

# CONFIG_I2O is not set 

# CONFIG_I2O_PCI is not set 

# CONFIG_I2O_BLOCK is not set 

# CONFIG_I2O_LAN is not set 

# CONFIG_I2O_SCSI is not set 

# CONFIG_I2O_PROC is not set 



# 

# Network device support 

# 

CONFIG_NETDEVICES=y 



# 

# ARCnet devices 

# 

# CONFIG_ARCNET is not set 

CONFIG_DUMMY=m 

# CONFIG_BONDING is not set 

# CONFIG_EQUALIZER is not set 

# CONFIG_TUN is not set 

# CONFIG_ETHERTAP is not set 

# CONFIG_NET_SB1000 is not set 



# 

# Ethernet (10 or 100Mbit) 

# 

CONFIG_NET_ETHERNET=y 

# CONFIG_SUNLANCE is not set 

# CONFIG_HAPPYMEAL is not set 

# CONFIG_SUNBMAC is not set 

# CONFIG_SUNQE is not set 

# CONFIG_SUNGEM is not set 

# CONFIG_NET_VENDOR_3COM is not set 

# CONFIG_LANCE is not set 

# CONFIG_NET_VENDOR_SMC is not set 

# CONFIG_NET_VENDOR_RACAL is not set 

# CONFIG_AT1700 is not set 

# CONFIG_DEPCA is not set 

# CONFIG_HP100 is not set 

# CONFIG_NET_ISA is not set 

CONFIG_NET_PCI=y 

# CONFIG_PCNET32 is not set 

# CONFIG_AMD8111_ETH is not set 

# CONFIG_ADAPTEC_STARFIRE is not set 

# CONFIG_AC3200 is not set 

# CONFIG_APRICOT is not set 

# CONFIG_B44 is not set 

# CONFIG_CS89x0 is not set 

# CONFIG_TULIP is not set 

# CONFIG_DE4X5 is not set 

# CONFIG_DM9102 is not set 

CONFIG_EEPRO100=m 

# CONFIG_EEPRO100_PIO is not set 

# CONFIG_E100 is not set 

# CONFIG_LNE390 is not set 

# CONFIG_FEALNX is not set 

# CONFIG_NATSEMI is not set 

# CONFIG_NE2K_PCI is not set 

# CONFIG_NE3210 is not set 

# CONFIG_ES3210 is not set 

# CONFIG_8139CP is not set 

# CONFIG_8139TOO is not set 

# CONFIG_8139TOO_PIO is not set 

# CONFIG_8139TOO_TUNE_TWISTER is not set 

# CONFIG_8139TOO_8129 is not set 

# CONFIG_8139_OLD_RX_RESET is not set 

# CONFIG_SIS900 is not set 

# CONFIG_EPIC100 is not set 

# CONFIG_SUNDANCE is not set 

# CONFIG_SUNDANCE_MMIO is not set 

# CONFIG_TLAN is not set 

CONFIG_VIA_RHINE=m 

# CONFIG_VIA_RHINE_MMIO is not set 

# CONFIG_WINBOND_840 is not set 

# CONFIG_NET_POCKET is not set 



# 

# Ethernet (1000 Mbit) 

# 

# CONFIG_DL2K is not set 

# CONFIG_E1000 is not set 

# CONFIG_MYRI_SBUS is not set 

# CONFIG_NS83820 is not set 

# CONFIG_HAMACHI is not set 

# CONFIG_YELLOWFIN is not set 

# CONFIG_R8169 is not set 

# CONFIG_SK98LIN is not set 

# CONFIG_TIGON3 is not set 

# CONFIG_FDDI is not set 

# CONFIG_HIPPI is not set 

# CONFIG_PLIP is not set 

CONFIG_PPP=m 

# CONFIG_PPP_MULTILINK is not set 

CONFIG_PPP_FILTER=y 

CONFIG_PPP_ASYNC=m 

CONFIG_PPP_SYNC_TTY=m 

CONFIG_PPP_ DEFLATE=m 

CONFIG_PPP_BSDCOMP=m 

CONFIG_PPPOE=m 

# CONFIG_SLIP is not set 



# 

# Wireless LAN (non-hamradio) 

# 

# CONFIG_NET_RADIO is not set 



# 

# Token Ring devices 

# 

# CONFIG_TR is not set 

# CONFIG_NET_FC is not set 

# CONFIG_RCPCI is not set 

# CONFIG_SHAPER is not set 



# 

# Wan interfaces 

# 

# CONFIG_WAN is not set 



# 

# PCMCIA network device support 

# 

CONFIG_NET_PCMCIA=y 

# CONFIG_PCMCIA_3C589 is not set 

# CONFIG_PCMCIA_3C574 is not set 

# CONFIG_PCMCIA_FMVJ18X is not set 

CONFIG_PCMCIA_PCNET=m 

# CONFIG_PCMCIA_AXNET is not set 

# CONFIG_PCMCIA_NMCLAN is not set 

# CONFIG_PCMCIA_SMC91C92 is not set 

# CONFIG_PCMCIA_XIRC2PS is not set 

# CONFIG_ARCNET_COM20020_CS is not set 

# CONFIG_PCMCIA_IBMTR is not set 

# CONFIG_PCMCIA_XIRCOM is not set 

# CONFIG_PCMCIA_XIRTULIP is not set 

CONFIG_NET_PCMCIA_RADIO=y 

CONFIG_PCMCIA_RAYCS=m 

# CONFIG_PCMCIA_NETWAVE is not set 

# CONFIG_PCMCIA_WAVELAN is not set 

# CONFIG_AIRONET4500_CS is not set 



# 

# Amateur Radio support 

# 

# CONFIG_HAMRADIO is not set 



# 

# IrDA (infrared) support 

# 

# CONFIG_IRDA is not set 



# 

# ISDN subsystem 

# 

# CONFIG_ISDN is not set 



# 

# Old CD-ROM drivers (not SCSI, not IDE) 

# 

# CONFIG_CD_NO_IDESCSI is not set 



# 

# Input core support 

# 

CONFIG_INPUT=m 

CONFIG_INPUT_KEYBDEV=m 

CONFIG_INPUT_MOUSEDEV=m 

CON FIG_INPUT_MOUSEDEV_SCREEN_X=1024 

CONFIG_INPUT_MOUSEDEV_SCREEN_Y=768 

# CONFIG_INPUT_JOYDEV is not set 

# CONFIG_INPUT_EVDEV is not set 



# 

# Character devices 

# 

CONFIG_VT=y 

CONFIG_VT_CONSOLE=y 

CONFIG_SERIAL=m 

# CONFIG_SERIAL_EXTENDED is not set 

# CONFIG_SERIAL_NONSTANDARD is not set 

CONFIG_UNIX98_PTYS=y 

CONFIG_UNIX98_PTY_COUNT=256 

CONFIG_PRINTER=m 

# CONFIG_LP_CONSOLE is not set 

# CONFIG_PPDEV is not set 

# CONFIG_TIPAR is not set 



# 

# I2C support 

# 

# CONFIG_I2C is not set 



# 

# Mice 

# 

# CONFIG_BUSMOUSE is not set 

CONFIG_MOUSE=y 

CONFIG_PSMOUSE=y 

# CONFIG_82C710_MOUSE is not set 

# CONFIG_PC110_PAD is not set 

# CONFIG_MK712_MOUSE is not set 



# 

# Joysticks 

# 

# CONFIG_INPUT_GAMEPORT is not set 

# CONFIG_INPUT_NS558 is not set 

# CONFIG_INPUT_LIGHTNING is not set 

# CONFIG_INPUT_PCIGAME is not set 

# CONFIG_INPUT_CS461X is not set 

# CONFIG_INPUT_EMU10K1 is not set 

# CONFIG_INPUT_SERIO is not set 

# CONFIG_INPUT_SERPORT is not set 



# 

# Joysticks 

# 

# CONFIG_INPUT_ANALOG is not set 

# CONFIG_INPUT_A3D is not set 

# CONFIG_INPUT_ADI is not set 

# CONFIG_INPUT_COBRA is not set 

# CONFIG_INPUT_GF2K is not set 

# CONFIG_INPUT_GRIP is not set 

# CONFIG_INPUT_INTERACT is not set 

# CONFIG_INPUT_TMDC is not set 

# CONFIG_INPUT_SIDEWINDER is not set 

# CONFIG_INPUT_IFORCE_USB is not set 

# CONFIG_INPUT_IFORCE_232 is not set 

# CONFIG_INPUT_WARRIOR is not set 

# CONFIG_INPUT_MAGELLAN is not set 

# CONFIG_INPUT_SPACEORB is not set 

# CONFIG_INPUT_SPACEBALL is not set 

# CONFIG_INPUT_STINGER is not set 

# CONFIG_INPUT_DB9 is not set 

# CONFIG_INPUT_GAMECON is not set 

# CONFIG_INPUT_TURBOGRAFX is not set 

# CONFIG_QIC02_TAPE is not set 

# CONFIG_IPMI_HANDLER is not set 

# CONFIG_IPMI_PANIC_EVENT is not set 

# CONFIG_IPMI_DEVICE_INTERFACE is not set 

# CONFIG_IPMI_KCS is not set 

# CONFIG_IPMI_WATCHDOG is not set 



# 

# Watchdog Cards 

# 

# CONFIG_WATCHDOG is not set 

# CONFIG_SCx200_GPIO is not set 

# CONFIG_AMD_RNG is not set 

# CONFIG_INTEL_RNG is not set 

# CONFIG_AMD_PM768 is not set 

# CONFIG_NVRAM is not set 

CONFIG_RTC=m 

# CONFIG_DTLK is not set 

# CONFIG_R3964 is not set 

# CONFIG_APPLICOM is not set 

# CONFIG_SONYPI is not set 



# 

# Ftape, the floppy tape device driver 

# 

# CONFIG_FTAPE is not set 

CONFIG_AGP=y 

CONFIG_AGP_INTEL=y 

CONFIG_AGP_I810=y 

CONFIG_AGP_VIA=y 

# CONFIG_AGP_AMD is not set 

# CONFIG_AGP_AMD_8151 is not set 

CONFIG_AGP_SIS=y 

CONFIG_AGP_ALI=y 

# CONFIG_AGP_SWORKS is not set 

CONFIG_AGP_NVIDIA=y 

CONFIG_DRM=y 

# CONFIG_DRM_OLD is not set 



# 

# DRM 4.1 drivers 

# 

CONFIG_DRM_NEW=y 

# CONFIG_DRM_TDFX is not set 

# CONFIG_DRM_R128 is not set 

# CONFIG_DRM_RADEON is not set 

CONFIG_DRM_I810=y 

CONFIG_DRM_I810_XFREE_41=y 

# CONFIG_DRM_I830 is not set 

# CONFIG_DRM_MGA is not set 

# CONFIG_DRM_SIS is not set 



# 

# PCMCIA character devices 

# 

# CONFIG_PCMCIA_SERIAL_CS is not set 

# CONFIG_SYNCLINK_CS is not set 

# CONFIG_MWAVE is not set 



# 

# Multimedia devices 

# 

# CONFIG_VIDEO_DEV is not set 



# 

# File systems 

# 

# CONFIG_QUOTA is not set 

# CONFIG_QFMT_V2 is not set 

# CONFIG_AUTOFS_FS is not set 

CONFIG_AUTOFS4_FS=y 

# CONFIG_REISERFS_FS is not set 

# CONFIG_REISERFS_CHECK is not set 

# CONFIG_REISERFS_PROC_INFO is not set 

# CONFIG_ADFS_FS is not set 

# CONFIG_ADFS_FS_RW is not set 

# CONFIG_AFFS_FS is not set 

# CONFIG_HFS_FS is not set 

# CONFIG_HFSPLUS_FS is not set 

# CONFIG_BEFS_FS is not set 

# CONFIG_BEFS_DEBUG is not set 

# CONFIG_BFS_FS is not set 

CONFIG_EXT3_FS=y 

CONFIG_JBD=y 

# CONFIG_JBD_DEBUG is not set 

CONFIG_FAT_FS=m 

CONFIG_MSDOS_FS=m 

# CONFIG_UMSDOS_FS is not set 

CONFIG_VFAT_FS=m 

# CONFIG_EFS_FS is not set 

# CONFIG_JFFS_FS is not set 

# CONFIG_JFFS2_FS is not set 

# CONFIG_CRAMFS is not set 

CONFIG_TMPFS=y 

CONFIG_RAMFS=y 

CONFIG_ISO9660_FS=y 

CONFIG_JOLIET=y 

# CONFIG_ZISOFS is not set 

# CONFIG_JFS_FS is not set 

# CONFIG_JFS_DEBUG is not set 

# CONFIG_JFS_STATISTICS is not set 

# CONFIG_MINIX_FS is not set 

# CONFIG_VXFS_FS is not set 

CONFIG_NTFS_FS=m 

# CONFIG_NTFS_RW is not set 

# CONFIG_HPFS_FS is not set 

CONFIG_PROC_FS=y 

# CONFIG_DEVFS_FS is not set 

# CONFIG_DEVFS_MOUNT is not set 

# CONFIG_DEVFS_DEBUG is not set 

CONFIG_DEVPTS_FS=y 

# CONFIG_QNX4FS_FS is not set 

# CONFIG_QNX4FS_RW is not set 

# CONFIG_ROMFS_FS is not set 

CONFIG_EXT2_FS=y 

# CONFIG_SYSV_FS is not set 

CONFIG_UDF_FS=m 

# CONFIG_UDF_RW is not set 

# CONFIG_UFS_FS is not set 

# CONFIG_UFS_FS_WRITE is not set 



# 

# Network File Systems 

# 

# CONFIG_CODA_FS is not set 

# CONFIG_INTERMEZZO_FS is not set 

CONFIG_NFS_FS=y 

# CONFIG_NFS_V3 is not set 

# CONFIG_NFS_DIRECTIO is not set 

# CONFIG_ROOT_NFS is not set 

CONFIG_NFSD=y 

# CONFIG_NFSD_V3 is not set 

# CONFIG_NFSD_TCP is not set 

CONFIG_SUNRPC=y 

CONFIG_LOCKD=y 

# CONFIG_SMB_FS is not set 

# CONFIG_NCP_FS is not set 

# CONFIG_NCPFS_PACKET_SIGNING is not set 

# CONFIG_NCPFS_IOCTL_LOCKING is not set 

# CONFIG_NCPFS_STRONG is not set 

# CONFIG_NCPFS_NFS_NS is not set 

# CONFIG_NCPFS_OS2_NS is not set 

# CONFIG_NCPFS_SMALLDOS is not set 

# CONFIG_NCPFS_NLS is not set 

# CONFIG_NCPFS_EXTRAS is not set 

# CONFIG_ZISOFS_FS is not set 



# 

# Partition Types 

# 

# CONFIG_PARTITION_ADVANCED is not set 

CONFIG_MSDOS_PARTITION=y 

# CONFIG_SMB_NLS is not set 

CONFIG_NLS=y 



# 

# Native Language Support 

# 

CONFIG_NLS_DEFAULT="iso8859-15" 

CONFIG_NLS_CODEPAGE_437=m 

# CONFIG_NLS_CODEPAGE_737 is not set 

# CONFIG_NLS_CODEPAGE_775 is not set 

CONFIG_NLS_CODEPAGE_850=m 

# CONFIG_NLS_CODEPAGE_852 is not set 

# CONFIG_NLS_CODEPAGE_855 is not set 

# CONFIG_NLS_CODEPAGE_857 is not set 

# CONFIG_NLS_CODEPAGE_860 is not set 

# CONFIG_NLS_CODEPAGE_861 is not set 

# CONFIG_NLS_CODEPAGE_862 is not set 

# CONFIG_NLS_CODEPAGE_863 is not set 

# CONFIG_NLS_CODEPAGE_864 is not set 

# CONFIG_NLS_CODEPAGE_865 is not set 

# CONFIG_NLS_CODEPAGE_866 is not set 

# CONFIG_NLS_CODEPAGE_869 is not set 

# CONFIG_NLS_CODEPAGE_936 is not set 

# CONFIG_NLS_CODEPAGE_950 is not set 

# CONFIG_NLS_CODEPAGE_932 is not set 

# CONFIG_NLS_CODEPAGE_949 is not set 

# CONFIG_NLS_CODEPAGE_874 is not set 

# CONFIG_NLS_ISO8859_8 is not set 

# CONFIG_NLS_CODEPAGE_1250 is not set 

# CONFIG_NLS_CODEPAGE_1251 is not set 

CONFIG_NLS_ISO8859_1=m 

# CONFIG_NLS_ISO8859_2 is not set 

# CONFIG_NLS_ISO8859_3 is not set 

# CONFIG_NLS_ISO8859_4 is not set 

# CONFIG_NLS_ISO8859_5 is not set 

# CONFIG_NLS_ISO8859_6 is not set 

# CONFIG_NLS_ISO8859_7 is not set 

# CONFIG_NLS_ISO8859_9 is not set 

# CONFIG_NLS_ISO8859_13 is not set 

# CONFIG_NLS_ISO8859_14 is not set 

CONFIG_NLS_ISO8859_15=m 

# CONFIG_NLS_KOI8_R is not set 

# CONFIG_NLS_KOI8_U is not set 

CONFIG_NLS_UTF8=m 



# 

# Console drivers 

# 

CONFIG_VGA_CONSOLE=y 

CONFIG_VIDEO_SELECT=y 

# CONFIG_MDA_CONSOLE is not set 



# 

# Frame-buffer support 

# 

# CONFIG_FB is not set 



# 

# Sound 

# 

CONFIG_SOUND=m 

# CONFIG_SOUND_ALI5455 is not set 

# CONFIG_SOUND_BT878 is not set 

# CONFIG_SOUND_CMPCI is not set 

# CONFIG_SOUND_EMU10K1 is not set 

# CONFIG_MIDI_EMU10K1 is not set 

# CONFIG_SOUND_FUSION is not set 

# CONFIG_SOUND_CS4281 is not set 

# CONFIG_SOUND_ES1370 is not set 

# CONFIG_SOUND_ES1371 is not set 

# CONFIG_SOUND_ESSSOLO1 is not set 

# CONFIG_SOUND_MAESTRO is not set 

# CONFIG_SOUND_MAESTRO3 is not set 

# CONFIG_SOUND_FORTE is not set 

# CONFIG_SOUND_ICH is not set 

# CONFIG_SOUND_RME96XX is not set 

# CONFIG_SOUND_SONICVIBES is not set 

# CONFIG_SOUND_TRIDENT is not set 

# CONFIG_SOUND_MSNDCLAS is not set 

# CONFIG_SOUND_MSNDPIN is not set 

# CONFIG_SOUND_VIA82CXXX is not set 

# CONFIG_MIDI_VIA82CXXX is not set 

# CONFIG_SOUND_OSS is not set 

# CONFIG_SOUND_TVMIXER is not set 



# 

# USB support 

# 

CONFIG_USB=m 

# CONFIG_USB_DEBUG is not set 



# 

# Miscellaneous USB options 

# 

CONFIG_USB_DEVICEFS=y 

# CONFIG_USB_BANDWIDTH is not set 



# 

# USB Host Controller Drivers 

# 

# CONFIG_USB_EHCI_HCD is not set 

CONFIG_USB_UHCI=m 

CONFIG_USB_UHCI_ALT=m 

# CONFIG_USB_OHCI is not set 



# 

# USB Device Class drivers 

# 

CONFIG_USB_AUDIO=m 

# CONFIG_USB_EMI26 is not set 

# CONFIG_USB_BLUETOOTH is not set 

# CONFIG_USB_MIDI is not set 

CONFIG_USB_STORAGE=m 

# CONFIG_USB_STORAGE_DEBUG is not set 

# CONFIG_USB_STORAGE_DATAFAB is not set 

# CONFIG_USB_STORAGE_FREECOM is not set 

# CONFIG_USB_STORAGE_ISD200 is not set 

# CONFIG_USB_STORAGE_DPCM is not set 

# CONFIG_USB_STORAGE_HP8200e is not set 

# CONFIG_USB_STORAGE_SDDR09 is not set 

# CONFIG_USB_STORAGE_SDDR55 is not set 

# CONFIG_USB_STORAGE_JUMPSHOT is not set 

# CONFIG_USB_ACM is not set 

CONFIG_USB_PRINTER=m 



# 

# USB Human Interface Devices (HID) 

# 

CONFIG_USB_HID=m 

CONFIG_USB_HIDINPUT=y 

# CONFIG_USB_HIDDEV is not set 

# CONFIG_USB_KBD is not set 

# CONFIG_USB_MOUSE is not set 

# CONFIG_USB_AIPTEK is not set 

# CONFIG_USB_WACOM is not set 

# CONFIG_USB_KBTAB is not set 

# CONFIG_USB_POWERMATE is not set 



# 

# USB Imaging devices 

# 

# CONFIG_USB_DC2XX is not set 

# CONFIG_USB_MDC800 is not set 

# CONFIG_USB_SCANNER is not set 

# CONFIG_USB_MICROTEK is not set 

# CONFIG_USB_HPUSBSCSI is not set 



# 

# USB Multimedia devices 

# 



# 

# Video4Linux support is needed for USB Multimedia device support 

# 



# 

# USB Network adaptors 

# 

# CONFIG_USB_PEGASUS is not set 

# CONFIG_USB_RTL8150 is not set 

# CONFIG_USB_KAWETH is not set 

# CONFIG_USB_CATC is not set 

# CONFIG_USB_AX8817X is not set 

# CONFIG_USB_CDCETHER is not set 

# CONFIG_USB_USBNET is not set 



# 

# USB port drivers 

# 

# CONFIG_USB_USS720 is not set 



# 

# USB Serial Converter support 

# 

# CONFIG_USB_SERIAL is not set 



# 

# USB Miscellaneous drivers 

# 

# CONFIG_USB_RIO500 is not set 

# CONFIG_USB_AUERSWALD is not set 

# CONFIG_USB_TIGL is not set 

# CONFIG_USB_BRLVGER is not set 

# CONFIG_USB_LCD is not set 



# 

# Bluetooth support 

# 

# CONFIG_BLUEZ is not set 



# 

# Kernel hacking 

# 

CONFIG_DEBUG_KERNEL=y 

# CONFIG_DEBUG_STACKOVERFLOW is not set 

# CONFIG_DEBUG_HIGHMEM is not set 

# CONFIG_DEBUG_SLAB is not set 

# CONFIG_DEBUG_IOVIRT is not set 

CONFIG_MAGIC_SYSRQ=y 

# CONFIG_DEBUG_SPINLOCK is not set 

# CONFIG_FRAME_POINTER is not set 



# 

# Cryptographic options 

# 

# CONFIG_CRYPTO is not set 



# 

# Library routines 

# 

# CONFIG_CRC32 is not set 

CONFIG_ZLIB_INFLATE=m 

CONFIG_ZLIB_DEFLATE=m 



Une idée les experts ???



Merci d'avance

Ciao

@+

Yoyo81
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