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Bonjour,


J'ai un probleme de son depuis l'instalation de linux mint 22.2 plus rien alors que si je boot sur OSX il fonction donc le materiel n'est pas en cause.


Cyril m'as demandé:


ouvre plutôt une nouvelle entrée de forum en fournissant le résultat de inxi -F ce qui permettra de voir quel matériel tu as. Ou en plus complet, installe hw-probe et donne l'url fournie par hw-probe -all -upload


donc voila:


eric@Murino:~$ inxi -F

System:

  Host: Murino Kernel: 6.14.0-29-generic arch: x86_64 bits: 64

  Desktop: Cinnamon v: 6.4.8 Distro: Linux Mint 22.2 Zara

Machine:

  Type: Laptop System: Apple product: iMac18,3 v: 1.0

    serial: 

  Mobo: Apple model: Mac-BE088AF8C5EB4FA2 v: iMac18,3

    serial:  UEFI: Apple v: 529.140.2.0.0 date: 06/23/2024

CPU:

  Info: quad core model: Intel Core i5-7500 bits: 64 type: MCP cache:

    L2: 1024 KiB

  Speed (MHz): avg: 1187 min/max: 800/3800 cores: 1: 800 2: 800 3: 1450

    4: 1700

Graphics:

  Device-1: AMD Ellesmere [Radeon RX 470/480/570/570X/580/580X/590]

    driver: amdgpu v: kernel

  Device-2: Apple FaceTime HD Camera (Built-in) driver: uvcvideo type: USB

  Display: x11 server: X.Org v: 21.1.11 with: Xwayland v: 23.2.6 driver: X:

    loaded: amdgpu unloaded: fbdev,modesetting,vesa dri: radeonsi gpu: amdgpu

    resolution: 1: 1920x1080~60Hz 2: 3840x2160~60Hz

  API: EGL v: 1.5 drivers: kms_swrast,radeonsi,swrast

    platforms: gbm,x11,surfaceless,device

  API: OpenGL v: 4.6 compat-v: 4.5 vendor: amd mesa

    v: 25.0.7-0ubuntu0.24.04.2 renderer: AMD Radeon RX 470 Graphics (radeonsi

    polaris10 ACO DRM 3.61 6.14.0-29-generic)

Audio:

  Device-1: Intel 100 Series/C230 Series Family HD Audio driver: snd_hda_intel

  Device-2: AMD Ellesmere HDMI Audio [Radeon RX 470/480 / 570/580/590]

    driver: snd_hda_intel

  API: ALSA v: k6.14.0-29-generic status: kernel-api

  Server-1: PipeWire v: 1.0.5 status: active

Network:

  Device-1: Broadcom BCM43602 802.11ac Wireless LAN SoC driver: brcmfmac

  IF: wlp3s0 state: down mac: 18:81:0e:df:f1:48

  Device-2: Broadcom NetXtreme BCM57766 Gigabit Ethernet PCIe driver: tg3

  IF: enp4s0f0 state: up speed: 100 Mbps duplex: full mac: 68:fe:f7:0d:14:6b

Bluetooth:

  Device-1: Apple Bluetooth USB Host Controller

    driver: btusb,hid-generic,usbhid type: USB

  Report: hciconfig ID: hci0 state: up address: 18:81:0E:DF:F1:49 bt-v: 4.2

Drives:

  Local Storage: total: 2.36 TiB used: 276.52 GiB (11.5%)

  ID-1: /dev/nvme0n1 vendor: Apple model: SSD SM0032L size: 26.08 GiB

  ID-2: /dev/sda vendor: Apple model: HDD ST1000DM003 size: 931.51 GiB

  ID-3: /dev/sdb vendor: ASolid model: USB size: 58.59 GiB type: USB

  ID-4: /dev/sdc vendor: Crucial model: CT1000P310SSD8 size: 931.51 GiB

    type: USB

  ID-5: /dev/sdd vendor: Crucial model: CT500P310SSD8 size: 465.76 GiB

    type: USB

Partition:

  ID-1: / size: 456.89 GiB used: 124.16 GiB (27.2%) fs: ext4 dev: /dev/sdd2

  ID-2: /boot/efi size: 299.3 MiB used: 31.9 MiB (10.6%) fs: vfat

    dev: /dev/nvme0n1p1

Swap:

  ID-1: swap-1 type: file size: 2 GiB used: 0 KiB (0.0%) file: /swapfile

Sensors:

  System Temperatures: cpu: 49.0 C mobo: N/A gpu: amdgpu temp: 51.0 C

  Fan Speeds (rpm): N/A

Info:

  Memory: total: 40 GiB available: 39.07 GiB used: 2.79 GiB (7.1%)

  Processes: 293 Uptime: 32m Shell: Bash inxi: 3.3.34

eric@Murino:~$ C


Le Résultat apres l'instalation de hw-probe :


eric@Murino:~$ hw-probe -all -upload

ERROR: you should run as root ('sudo -E hw-probe …' or with 'su')

eric@Murino:~$


voila ce que cela me donne.


Merci d'avance pour votre aide.


Eric


IMac 27 : 3.4Ghz Intel core I5 quatre cœurs, Radeon Pro 570 4Go, 40 Go 2400 MHz DDR4, HD 1To Fusion Drive, Venture 13.7.8

DISTRIB_DESCRIPTION="Linux Mint 22.2 Zara" instaler sur un DD Externe Crucial P310 SSD 500Go PCIe Gen4 NVMe M.2 2280

Via le port usb3 ( Thunderbird )
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