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Salut,


C'est la 1ere fois que j'ai ce bug, avec un pc portable que j'ai acheté.

L'affichage ne ce lance pas, ni en kms, ni en X donc. J'ai fait en sorte d'avoir la main en ssh.

J'aimerai donc savoir comment résoudre ce probléme. C'est peu être lié au problème si dessous. Merci d'avance:


ACPI Warning: SystemIO range 0x000000000000f040-0x000000000000f05f conflicts with OpRegion 0x000000000000f040-0x000000000000f04f (\_SB_.PCI0.SBUS.SMBI) (20131218/utaddress-258)

[    0.000000] Initializing cgroup subsys cpuset
[    0.000000] Initializing cgroup subsys cpu
[    0.000000] Initializing cgroup subsys cpuacct
[    0.000000] Linux version 3.14.22-gentoo (root@dell2) (gcc version 4.8.3 (Gentoo 4.8.3 p1.1, pie-0.5.9) ) #1 SMP Tue Nov 4 02:15:18 2014
[    0.000000] Command line: BOOT_IMAGE=/kernel-genkernel-x86_64-3.14.22-gentoo root=/dev/sda4 ro
[    0.000000] e820: BIOS-provided physical RAM map:
[    0.000000] BIOS-e820: [mem 0x0000000000000000-0x000000000009d7ff] usable
[    0.000000] BIOS-e820: [mem 0x000000000009d800-0x000000000009ffff] reserved
[    0.000000] BIOS-e820: [mem 0x00000000000e0000-0x00000000000fffff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x0000000000100000-0x00000000cb0affff] usable                                                                                                                                                                                                   
[    0.000000] BIOS-e820: [mem 0x00000000cb0b0000-0x00000000cb0b6fff] ACPI NVS                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000cb0b7000-0x00000000cb4dffff] usable                                                                                                                                                                                                   
[    0.000000] BIOS-e820: [mem 0x00000000cb4e0000-0x00000000cbadbfff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000cbadc000-0x00000000da894fff] usable                                                                                                                                                                                                   
[    0.000000] BIOS-e820: [mem 0x00000000da895000-0x00000000dabddfff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000dabde000-0x00000000dabf8fff] ACPI data                                                                                                                                                                                                
[    0.000000] BIOS-e820: [mem 0x00000000dabf9000-0x00000000db572fff] ACPI NVS                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000db573000-0x00000000dbffefff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000dbfff000-0x00000000dbffffff] usable                                                                                                                                                                                                   
[    0.000000] BIOS-e820: [mem 0x00000000dd000000-0x00000000df1fffff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000f8000000-0x00000000fbffffff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000fec00000-0x00000000fec00fff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000fed00000-0x00000000fed03fff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000fed1c000-0x00000000fed1ffff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000fee00000-0x00000000fee00fff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x00000000ff000000-0x00000000ffffffff] reserved                                                                                                                                                                                                 
[    0.000000] BIOS-e820: [mem 0x0000000100000000-0x000000011fdfffff] usable                                                                                                                                                                                                   
[    0.000000] NX (Execute Disable) protection: active                                                                                                                                                                                                                         
[    0.000000] SMBIOS 2.8 present.                                                                                                                                                                                                                                             
[    0.000000] DMI: Dell Inc. Inspiron 3542/0DGCTH, BIOS A01 03/28/2014                                                                                                                                                                                                        
[    0.000000] e820: update [mem 0x00000000-0x00000fff] usable ==> reserved                                                                                                                                                                                                    
[    0.000000] e820: remove [mem 0x000a0000-0x000fffff] usable                                                                                                                                                                                                                 
[    0.000000] e820: last_pfn = 0x11fe00 max_arch_pfn = 0x400000000                                                                                                                                                                                                            
[    0.000000] MTRR default type: uncachable                                                                                                                                                                                                                                   
[    0.000000] MTRR fixed ranges enabled:                                                                                                                                                                                                                                      
[    0.000000]   00000-9FFFF write-back                                                                                                                                                                                                                                        
[    0.000000]   A0000-BFFFF uncachable                                                                                                                                                                                                                                        
[    0.000000]   C0000-CFFFF write-protect                                                                                                                                                                                                                                     
[    0.000000]   D0000-E7FFF uncachable
[    0.000000]   E8000-FFFFF write-protect
[    0.000000] MTRR variable ranges enabled:
[    0.000000]   0 base 0000000000 mask 7F00000000 write-back
[    0.000000]   1 base 0100000000 mask 7FE0000000 write-back
[    0.000000]   2 base 00E0000000 mask 7FE0000000 uncachable
[    0.000000]   3 base 00DE000000 mask 7FFE000000 uncachable
[    0.000000]   4 base 00DD000000 mask 7FFF000000 uncachable
[    0.000000]   5 base 011FE00000 mask 7FFFE00000 uncachable
[    0.000000]   6 disabled
[    0.000000]   7 disabled
[    0.000000]   8 disabled
[    0.000000]   9 disabled
[    0.000000] x86 PAT enabled: cpu 0, old 0x7040600070406, new 0x7010600070106
[    0.000000] e820: update [mem 0xdd000000-0xffffffff] usable ==> reserved
[    0.000000] e820: last_pfn = 0xdc000 max_arch_pfn = 0x400000000
[    0.000000] found SMP MP-table at [mem 0x000fdad0-0x000fdadf] mapped at [ffff8800000fdad0]
[    0.000000] Base memory trampoline at [ffff880000097000] 97000 size 24576
[    0.000000] Using GB pages for direct mapping
[    0.000000] init_memory_mapping: [mem 0x00000000-0x000fffff]
[    0.000000]  [mem 0x00000000-0x000fffff] page 4k
[    0.000000] BRK [0x019a2000, 0x019a2fff] PGTABLE
[    0.000000] BRK [0x019a3000, 0x019a3fff] PGTABLE
[    0.000000] BRK [0x019a4000, 0x019a4fff] PGTABLE
[    0.000000] init_memory_mapping: [mem 0x11fc00000-0x11fdfffff]
[    0.000000]  [mem 0x11fc00000-0x11fdfffff] page 2M
[    0.000000] BRK [0x019a5000, 0x019a5fff] PGTABLE
[    0.000000] init_memory_mapping: [mem 0x11c000000-0x11fbfffff]
[    0.000000]  [mem 0x11c000000-0x11fbfffff] page 2M
[    0.000000] init_memory_mapping: [mem 0x100000000-0x11bffffff]
[    0.000000]  [mem 0x100000000-0x11bffffff] page 2M
[    0.000000] init_memory_mapping: [mem 0x00100000-0xcb0affff]
[    0.000000]  [mem 0x00100000-0x001fffff] page 4k
[    0.000000]  [mem 0x00200000-0x3fffffff] page 2M
[    0.000000]  [mem 0x40000000-0xbfffffff] page 1G
[    0.000000]  [mem 0xc0000000-0xcaffffff] page 2M
[    0.000000]  [mem 0xcb000000-0xcb0affff] page 4k
[    0.000000] init_memory_mapping: [mem 0xcb0b7000-0xcb4dffff]
[    0.000000]  [mem 0xcb0b7000-0xcb1fffff] page 4k
[    0.000000]  [mem 0xcb200000-0xcb3fffff] page 2M
[    0.000000]  [mem 0xcb400000-0xcb4dffff] page 4k
[    0.000000] BRK [0x019a6000, 0x019a6fff] PGTABLE
[    0.000000] init_memory_mapping: [mem 0xcbadc000-0xda894fff]
[    0.000000]  [mem 0xcbadc000-0xcbbfffff] page 4k
[    0.000000]  [mem 0xcbc00000-0xda7fffff] page 2M
[    0.000000]  [mem 0xda800000-0xda894fff] page 4k
[    0.000000] BRK [0x019a7000, 0x019a7fff] PGTABLE
[    0.000000] init_memory_mapping: [mem 0xdbfff000-0xdbffffff]
[    0.000000]  [mem 0xdbfff000-0xdbffffff] page 4k
[    0.000000] ACPI: RSDP 00000000000f0490 000024 (v02   DELL)
[    0.000000] ACPI: XSDT 00000000dabe3090 00009C (v01 DELL    WN09    01072009 AMI  00010013)
[    0.000000] ACPI: FACP 00000000dabf37b8 00010C (v05   DELL     WN09 01072009 AMI  00010013)
[    0.000000] ACPI: DSDT 00000000dabe31b8 0105FE (v02   DELL     WN09 00000000 INTL 20120711)
[    0.000000] ACPI: FACS 00000000db56ff80 000040
[    0.000000] ACPI: APIC 00000000dabf38c8 000062 (v03   DELL     WN09 01072009 AMI  00010013)
[    0.000000] ACPI: FPDT 00000000dabf3930 000044 (v01   DELL     WN09 01072009 AMI  00010013)
[    0.000000] ACPI: ASF! 00000000dabf3978 0000A5 (v32 INTEL       HCG 00000001 TFSM 000F4240)
[    0.000000] ACPI: LPIT 00000000dabf3a20 000094 (v01 ALASKA          00000000 AMI. 00000005)
[    0.000000] ACPI: SSDT 00000000dabf3ab8 000228 (v01  INTEL sensrhub 00000000 INTL 20120711)
[    0.000000] ACPI: SLIC 00000000dabf3ce0 000176 (v01 DELL    WN09    01072009 AMI  00010013)
[    0.000000] ACPI: SSDT 00000000dabf3e58 0004B5 (v01  PmRef  Cpu0Ist 00003000 INTL 20120711)
[    0.000000] ACPI: SSDT 00000000dabf4310 000AD8 (v01  PmRef    CpuPm 00003000 INTL 20120711)
[    0.000000] ACPI: MCFG 00000000dabf4de8 00003C (v01   DELL     WN09 01072009 MSFT 00000097)
[    0.000000] ACPI: HPET 00000000dabf4e28 000038 (v01   DELL     WN09 01072009 AMI. 00000005)
[    0.000000] ACPI: SSDT 00000000dabf4e60 000315 (v01 SataRe SataTabl 00001000 INTL 20120711)
[    0.000000] ACPI: SSDT 00000000dabf5178 0035A5 (v01 SaSsdt  SaSsdt  00003000 INTL 20091112)
[    0.000000] ACPI: MSDM 00000000dabf8720 000055 (v03 DELL    WN09    01072009 AMI  00010013)
[    0.000000] ACPI: CSRT 00000000dabf8778 0000C4 (v01   INTL HSWULT-R 00000001 INTL 20100528)
[    0.000000] ACPI: Local APIC address 0xfee00000
[    0.000000]  [ffffea0000000000-ffffea0003ffffff] PMD -> [ffff88011b400000-ffff88011edfffff] on node 0
[    0.000000] Zone ranges:
[    0.000000]   DMA      [mem 0x00001000-0x00ffffff]
[    0.000000]   DMA32    [mem 0x01000000-0xffffffff]
[    0.000000]   Normal   [mem 0x100000000-0x11fdfffff]
[    0.000000] Movable zone start for each node
[    0.000000] Early memory node ranges
[    0.000000]   node   0: [mem 0x00001000-0x0009cfff]
[    0.000000]   node   0: [mem 0x00100000-0xcb0affff]
[    0.000000]   node   0: [mem 0xcb0b7000-0xcb4dffff]
[    0.000000]   node   0: [mem 0xcbadc000-0xda894fff]
[    0.000000]   node   0: [mem 0xdbfff000-0xdbffffff]
[    0.000000]   node   0: [mem 0x100000000-0x11fdfffff]
[    0.000000] On node 0 totalpages: 1024047
[    0.000000]   DMA zone: 56 pages used for memmap
[    0.000000]   DMA zone: 21 pages reserved
[    0.000000]   DMA zone: 3996 pages, LIFO batch:0
[    0.000000]   DMA32 zone: 12162 pages used for memmap
[    0.000000]   DMA32 zone: 889491 pages, LIFO batch:31
[    0.000000]   Normal zone: 1785 pages used for memmap
[    0.000000]   Normal zone: 130560 pages, LIFO batch:31
[    0.000000] ACPI: PM-Timer IO Port: 0x1808
[    0.000000] ACPI: Local APIC address 0xfee00000
[    0.000000] ACPI: LAPIC (acpi_id[0x01] lapic_id[0x00] enabled)
[    0.000000] ACPI: LAPIC (acpi_id[0x02] lapic_id[0x02] enabled)
[    0.000000] ACPI: LAPIC_NMI (acpi_id[0xff] high edge lint[0x1])
[    0.000000] ACPI: IOAPIC (id[0x08] address[0xfec00000] gsi_base[0])
[    0.000000] IOAPIC[0]: apic_id 8, version 32, address 0xfec00000, GSI 0-39
[    0.000000] ACPI: INT_SRC_OVR (bus 0 bus_irq 0 global_irq 2 dfl dfl)
[    0.000000] ACPI: INT_SRC_OVR (bus 0 bus_irq 9 global_irq 9 high level)
[    0.000000] ACPI: IRQ0 used by override.
[    0.000000] ACPI: IRQ2 used by override.
[    0.000000] ACPI: IRQ9 used by override.
[    0.000000] Using ACPI (MADT) for SMP configuration information
[    0.000000] ACPI: HPET id: 0x8086a701 base: 0xfed00000
[    0.000000] smpboot: Allowing 2 CPUs, 0 hotplug CPUs
[    0.000000] nr_irqs_gsi: 56
[    0.000000] e820: [mem 0xdf200000-0xf7ffffff] available for PCI devices
[    0.000000] setup_percpu: NR_CPUS:2 nr_cpumask_bits:2 nr_cpu_ids:2 nr_node_ids:1
[    0.000000] PERCPU: Embedded 26 pages/cpu @ffff88011fa00000 s75840 r8192 d22464 u1048576
[    0.000000] pcpu-alloc: s75840 r8192 d22464 u1048576 alloc=1*2097152
[    0.000000] pcpu-alloc: [0] 0 1 
[    0.000000] Built 1 zonelists in Zone order, mobility grouping on.  Total pages: 1010023
[    0.000000] Kernel command line: BOOT_IMAGE=/kernel-genkernel-x86_64-3.14.22-gentoo root=/dev/sda4 ro
[    0.000000] PID hash table entries: 4096 (order: 3, 32768 bytes)
[    0.000000] Dentry cache hash table entries: 524288 (order: 10, 4194304 bytes)
[    0.000000] Inode-cache hash table entries: 262144 (order: 9, 2097152 bytes)
[    0.000000] xsave: enabled xstate_bv 0x3, cntxt size 0x240
[    0.000000] Memory: 3954332K/4096188K available (6027K kernel code, 479K rwdata, 1924K rodata, 836K init, 552K bss, 141856K reserved)
[    0.000000] Hierarchical RCU implementation.
[    0.000000]  Offload RCU callbacks from all CPUs
[    0.000000]  Offload RCU callbacks from CPUs: 0-1.
[    0.000000] NO_HZ: Full dynticks CPUs: 1.
[    0.000000] NR_IRQS:4352 nr_irqs:512 16
[    0.000000] Console: colour VGA+ 80x25
[    0.000000] console [tty0] enabled
[    0.000000] allocated 16777216 bytes of page_cgroup
[    0.000000] please try 'cgroup_disable=memory' option if you don't want memory cgroups
[    0.000000] hpet clockevent registered
[    0.000000] tsc: Fast TSC calibration using PIT
[    0.000000] tsc: Detected 1696.075 MHz processor
[    0.000034] Calibrating delay loop (skipped), value calculated using timer frequency.. 3392.15 BogoMIPS (lpj=16960750)
[    0.000169] pid_max: default: 32768 minimum: 301
[    0.000242] ACPI: Core revision 20131218
[    0.011978] ACPI: All ACPI Tables successfully acquired
[    0.015987] Mount-cache hash table entries: 8192 (order: 4, 65536 bytes)
[    0.016057] Mountpoint-cache hash table entries: 8192 (order: 4, 65536 bytes)
[    0.016301] Initializing cgroup subsys memory
[    0.016368] Initializing cgroup subsys devices
[    0.016431] Initializing cgroup subsys net_cls
[    0.016495] Initializing cgroup subsys blkio
[    0.016557] Initializing cgroup subsys perf_event
[    0.016622] Initializing cgroup subsys hugetlb
[    0.016710] CPU: Physical Processor ID: 0
[    0.016771] CPU: Processor Core ID: 0
[    0.016835] ENERGY_PERF_BIAS: Set to 'normal', was 'performance'
ENERGY_PERF_BIAS: View and update with x86_energy_perf_policy(8)
[    0.018100] mce: CPU supports 7 MCE banks
[    0.018175] CPU0: Thermal monitoring enabled (TM1)
[    0.018250] Last level iTLB entries: 4KB 1024, 2MB 1024, 4MB 1024
Last level dTLB entries: 4KB 1024, 2MB 1024, 4MB 1024, 1GB 4
tlb_flushall_shift: 6
[    0.018502] Freeing SMP alternatives memory: 24K (ffffffff81911000 - ffffffff81917000)
[    0.019098] ..TIMER: vector=0x30 apic1=0 pin1=2 apic2=0 pin2=0
[    0.119214] smpboot: CPU0: Intel(R) Pentium(R) 3558U @ 1.70GHz (fam: 06, model: 45, stepping: 01)
[    0.119424] TSC deadline timer enabled
[    0.119430] Performance Events: PEBS fmt2+, 16-deep LBR, Haswell events, full-width counters, Intel PMU driver.
[    0.119722] ... version:                3
[    0.119784] ... bit width:              48
[    0.119846] ... generic registers:      8
[    0.119907] ... value mask:             0000ffffffffffff
[    0.119972] ... max period:             0000ffffffffffff
[    0.120037] ... fixed-purpose events:   3
[    0.120098] ... event mask:             00000007000000ff
[    0.120425] x86: Booting SMP configuration:
[    0.120488] .... node  #0, CPUs:      #1
[    0.134961] x86: Booted up 1 node, 2 CPUs
[    0.135080] smpboot: Total of 2 processors activated (6784.30 BogoMIPS)
[    0.136634] devtmpfs: initialized
[    0.137000] NET: Registered protocol family 16
[    0.137141] cpuidle: using governor ladder
[    0.137204] cpuidle: using governor menu
[    0.137281] ACPI FADT declares the system doesn't support PCIe ASPM, so disable it
[    0.137351] ACPI: bus type PCI registered
[    0.137485] PCI: MMCONFIG for domain 0000 [bus 00-3f] at [mem 0xf8000000-0xfbffffff] (base 0xf8000000)
[    0.137577] PCI: MMCONFIG at [mem 0xf8000000-0xfbffffff] reserved in E820
[    0.137709] PCI: Using configuration type 1 for base access
[    0.139358] bio: create slab <bio-0> at 0
[    0.139538] ACPI: Added _OSI(Module Device)
[    0.139601] ACPI: Added _OSI(Processor Device)
[    0.139664] ACPI: Added _OSI(3.0 _SCP Extensions)
[    0.139728] ACPI: Added _OSI(Processor Aggregator Device)
[    0.145464] ACPI: Executed 1 blocks of module-level executable AML code
[    0.153216] [Firmware Bug]: ACPI: BIOS _OSI(Linux) query ignored
[    0.192749] ACPI: SSDT 00000000dabd0c18 0003D3 (v01  PmRef  Cpu0Cst 00003001 INTL 20120711)
[    0.193527] ACPI: Dynamic OEM Table Load:
[    0.193667] ACPI: SSDT           (null) 0003D3 (v01  PmRef  Cpu0Cst 00003001 INTL 20120711)
[    0.199786] ACPI: SSDT 00000000dabd0618 0005AA (v01  PmRef    ApIst 00003000 INTL 20120711)
[    0.200651] ACPI: Dynamic OEM Table Load:
[    0.200792] ACPI: SSDT           (null) 0005AA (v01  PmRef    ApIst 00003000 INTL 20120711)
[    0.209627] ACPI: SSDT 00000000dab82d98 000119 (v01  PmRef    ApCst 00003000 INTL 20120711)
[    0.210398] ACPI: Dynamic OEM Table Load:
[    0.210538] ACPI: SSDT           (null) 000119 (v01  PmRef    ApCst 00003000 INTL 20120711)
[    0.220085] ACPI: Interpreter enabled
[    0.220154] ACPI: (supports S0 S5)
[    0.220215] ACPI: Using IOAPIC for interrupt routing
[    0.220312] PCI: Using host bridge windows from ACPI; if necessary, use "pci=nocrs" and report a bug
[    0.244324] ACPI: PCI Root Bridge [PCI0] (domain 0000 [bus 00-3e])
[    0.244397] acpi PNP0A08:00: _OSC: OS supports [ExtendedConfig ASPM ClockPM Segments MSI]
[    0.244727] acpi PNP0A08:00: _OSC: platform does not support [PCIeHotplug PME]
[    0.244951] acpi PNP0A08:00: _OSC: OS now controls [AER PCIeCapability]
[    0.245489] PCI host bridge to bus 0000:00
[    0.245553] pci_bus 0000:00: root bus resource [bus 00-3e]
[    0.245619] pci_bus 0000:00: root bus resource [io  0x0000-0x0cf7]
[    0.245687] pci_bus 0000:00: root bus resource [io  0x0d00-0xffff]
[    0.245754] pci_bus 0000:00: root bus resource [mem 0x000a0000-0x000bffff]
[    0.245823] pci_bus 0000:00: root bus resource [mem 0x000d0000-0x000d3fff]
[    0.245893] pci_bus 0000:00: root bus resource [mem 0x000d4000-0x000d7fff]
[    0.245962] pci_bus 0000:00: root bus resource [mem 0x000d8000-0x000dbfff]
[    0.246031] pci_bus 0000:00: root bus resource [mem 0x000dc000-0x000dffff]
[    0.246100] pci_bus 0000:00: root bus resource [mem 0x000e0000-0x000e3fff]
[    0.246169] pci_bus 0000:00: root bus resource [mem 0x000e4000-0x000e7fff]
[    0.246238] pci_bus 0000:00: root bus resource [mem 0xdf200000-0xfeafffff]
[    0.246316] pci 0000:00:00.0: [8086:0a04] type 00 class 0x060000
[    0.246431] pci 0000:00:02.0: [8086:0a06] type 00 class 0x030000
[    0.246445] pci 0000:00:02.0: reg 0x10: [mem 0xf7800000-0xf7bfffff 64bit]
[    0.246452] pci 0000:00:02.0: reg 0x18: [mem 0xe0000000-0xefffffff 64bit pref]
[    0.246458] pci 0000:00:02.0: reg 0x20: [io  0xf000-0xf03f]
[    0.246562] pci 0000:00:03.0: [8086:0a0c] type 00 class 0x040300
[    0.246572] pci 0000:00:03.0: reg 0x10: [mem 0xf7e14000-0xf7e17fff 64bit]
[    0.246703] pci 0000:00:14.0: [8086:9c31] type 00 class 0x0c0330
[    0.246721] pci 0000:00:14.0: reg 0x10: [mem 0xf7e00000-0xf7e0ffff 64bit]
[    0.246783] pci 0000:00:14.0: PME# supported from D3hot D3cold
[    0.246869] pci 0000:00:16.0: [8086:9c3a] type 00 class 0x078000
[    0.246891] pci 0000:00:16.0: reg 0x10: [mem 0xf7e1d000-0xf7e1d01f 64bit]
[    0.246963] pci 0000:00:16.0: PME# supported from D0 D3hot D3cold
[    0.247057] pci 0000:00:1b.0: [8086:9c20] type 00 class 0x040300
[    0.247071] pci 0000:00:1b.0: reg 0x10: [mem 0xf7e10000-0xf7e13fff 64bit]
[    0.247141] pci 0000:00:1b.0: PME# supported from D0 D3hot D3cold
[    0.247225] pci 0000:00:1c.0: [8086:9c10] type 01 class 0x060400
[    0.247292] pci 0000:00:1c.0: PME# supported from D0 D3hot D3cold
[    0.247376] pci 0000:00:1c.2: [8086:9c14] type 01 class 0x060400
[    0.247446] pci 0000:00:1c.2: PME# supported from D0 D3hot D3cold
[    0.247531] pci 0000:00:1c.3: [8086:9c16] type 01 class 0x060400
[    0.247600] pci 0000:00:1c.3: PME# supported from D0 D3hot D3cold
[    0.247694] pci 0000:00:1d.0: [8086:9c26] type 00 class 0x0c0320
[    0.247715] pci 0000:00:1d.0: reg 0x10: [mem 0xf7e1b000-0xf7e1b3ff]
[    0.247809] pci 0000:00:1d.0: PME# supported from D0 D3hot D3cold
[    0.247899] pci 0000:00:1f.0: [8086:9c45] type 00 class 0x060100
[    0.248095] pci 0000:00:1f.2: [8086:9c03] type 00 class 0x010601
[    0.248110] pci 0000:00:1f.2: reg 0x10: [io  0xf0b0-0xf0b7]
[    0.248118] pci 0000:00:1f.2: reg 0x14: [io  0xf0a0-0xf0a3]
[    0.248125] pci 0000:00:1f.2: reg 0x18: [io  0xf090-0xf097]
[    0.248132] pci 0000:00:1f.2: reg 0x1c: [io  0xf080-0xf083]
[    0.248139] pci 0000:00:1f.2: reg 0x20: [io  0xf060-0xf07f]
[    0.248147] pci 0000:00:1f.2: reg 0x24: [mem 0xf7e1a000-0xf7e1a7ff]
[    0.248184] pci 0000:00:1f.2: PME# supported from D3hot
[    0.248263] pci 0000:00:1f.3: [8086:9c22] type 00 class 0x0c0500
[    0.248277] pci 0000:00:1f.3: reg 0x10: [mem 0xf7e19000-0xf7e190ff 64bit]
[    0.248297] pci 0000:00:1f.3: reg 0x20: [io  0xf040-0xf05f]
[    0.248434] pci 0000:00:1c.0: PCI bridge to [bus 04]
[    0.248571] pci 0000:06:00.0: [168c:0036] type 00 class 0x028000
[    0.248594] pci 0000:06:00.0: reg 0x10: [mem 0xf7d00000-0xf7d7ffff 64bit]
[    0.248649] pci 0000:06:00.0: reg 0x30: [mem 0xf7d80000-0xf7d8ffff pref]
[    0.248719] pci 0000:06:00.0: supports D1 D2
[    0.248720] pci 0000:06:00.0: PME# supported from D0 D1 D2 D3hot D3cold
[    0.259698] pci 0000:00:1c.2: PCI bridge to [bus 06]
[    0.259766] pci 0000:00:1c.2:   bridge window [mem 0xf7d00000-0xf7dfffff]
[    0.259838] pci 0000:07:00.0: [10ec:8136] type 00 class 0x020000
[    0.259855] pci 0000:07:00.0: reg 0x10: [io  0xe000-0xe0ff]
[    0.259884] pci 0000:07:00.0: reg 0x18: [mem 0xf7c00000-0xf7c00fff 64bit]
[    0.259902] pci 0000:07:00.0: reg 0x20: [mem 0xf0000000-0xf0003fff 64bit pref]
[    0.259996] pci 0000:07:00.0: supports D1 D2
[    0.259997] pci 0000:07:00.0: PME# supported from D0 D1 D2 D3hot D3cold
[    0.279712] pci 0000:00:1c.3: PCI bridge to [bus 07]
[    0.279778] pci 0000:00:1c.3:   bridge window [io  0xe000-0xefff]
[    0.279781] pci 0000:00:1c.3:   bridge window [mem 0xf7c00000-0xf7cfffff]
[    0.279786] pci 0000:00:1c.3:   bridge window [mem 0xf0000000-0xf00fffff 64bit pref]
[    0.279805] pci_bus 0000:00: on NUMA node 0
[    0.279807] acpi PNP0A08:00: Disabling ASPM (FADT indicates it is unsupported)
[    0.282737] ACPI: PCI Interrupt Link [LNKA] (IRQs 3 4 5 6 10 *11 12 14 15)
[    0.283285] ACPI: PCI Interrupt Link [LNKB] (IRQs 3 4 5 6 10 11 12 14 15) *0, disabled.
[    0.283908] ACPI: PCI Interrupt Link [LNKC] (IRQs *3 4 5 6 10 11 12 14 15)
[    0.284452] ACPI: PCI Interrupt Link [LNKD] (IRQs 3 4 5 6 *10 11 12 14 15)
[    0.284994] ACPI: PCI Interrupt Link [LNKE] (IRQs 3 4 5 6 10 11 12 14 15) *0, disabled.
[    0.285616] ACPI: PCI Interrupt Link [LNKF] (IRQs 3 4 5 6 10 11 12 14 15) *0, disabled.
[    0.286239] ACPI: PCI Interrupt Link [LNKG] (IRQs 3 4 *5 6 10 11 12 14 15)
[    0.286781] ACPI: PCI Interrupt Link [LNKH] (IRQs 3 *4 5 6 10 11 12 14 15)
[    0.289491] ACPI: Enabled 4 GPEs in block 00 to 7F
[    0.289712] vgaarb: device added: PCI:0000:00:02.0,decodes=io+mem,owns=io+mem,locks=none
[    0.289786] vgaarb: loaded
[    0.289845] vgaarb: bridge control possible 0000:00:02.0
[    0.289995] SCSI subsystem initialized
[    0.290098] libata version 3.00 loaded.
[    0.290259] wmi: Mapper loaded
[    0.290323] PCI: Using ACPI for IRQ routing
[    0.291805] PCI: pci_cache_line_size set to 64 bytes
[    0.291844] e820: reserve RAM buffer [mem 0x0009d800-0x0009ffff]
[    0.291846] e820: reserve RAM buffer [mem 0xcb0b0000-0xcbffffff]
[    0.291847] e820: reserve RAM buffer [mem 0xcb4e0000-0xcbffffff]
[    0.291848] e820: reserve RAM buffer [mem 0xda895000-0xdbffffff]
[    0.291850] e820: reserve RAM buffer [mem 0x11fe00000-0x11fffffff]
[    0.291979] Switched to clocksource hpet
[    0.293953] pnp: PnP ACPI init
[    0.294021] ACPI: bus type PNP registered
[    0.294152] system 00:00: [mem 0xfed40000-0xfed44fff] has been reserved
[    0.294222] system 00:00: Plug and Play ACPI device, IDs PNP0c01 (active)
[    0.294336] pnp 00:01: [dma 4]
[    0.294355] pnp 00:01: Plug and Play ACPI device, IDs PNP0200 (active)
[    0.294379] pnp 00:02: Plug and Play ACPI device, IDs INT0800 (active)
[    0.294486] pnp 00:03: Plug and Play ACPI device, IDs PNP0103 (active)
[    0.294631] system 00:04: [io  0x0680-0x069f] has been reserved
[    0.294699] system 00:04: [io  0xffff] has been reserved
[    0.294765] system 00:04: [io  0xffff] has been reserved
[    0.294830] system 00:04: [io  0xffff] has been reserved
[    0.294896] system 00:04: [io  0x1c00-0x1cfe] has been reserved
[    0.294963] system 00:04: [io  0x1d00-0x1dfe] has been reserved
[    0.295030] system 00:04: [io  0x1e00-0x1efe] has been reserved
[    0.295102] system 00:04: [io  0x1f00-0x1ffe] has been reserved
[    0.295169] system 00:04: [io  0x1800-0x18fe] could not be reserved
[    0.295237] system 00:04: [io  0x164e-0x164f] has been reserved
[    0.295305] system 00:04: Plug and Play ACPI device, IDs PNP0c02 (active)
[    0.295336] pnp 00:05: Plug and Play ACPI device, IDs PNP0b00 (active)
[    0.295385] system 00:06: [io  0x1854-0x1857] has been reserved
[    0.295453] system 00:06: Plug and Play ACPI device, IDs INT3f0d PNP0c02 (active)
[    0.295496] system 00:07: [io  0x04d0-0x04d1] has been reserved
[    0.295564] system 00:07: [mem 0xfe800000-0xfe802fff] has been reserved
[    0.295633] system 00:07: Plug and Play ACPI device, IDs PNP0c02 (active)
[    0.295699] pnp 00:08: Plug and Play ACPI device, IDs PNP0303 (active)
[    0.299777] system 00:09: [mem 0xfe102000-0xfe102fff] has been reserved
[    0.299847] system 00:09: [mem 0xfe104000-0xfe104fff] has been reserved
[    0.299916] system 00:09: [mem 0xfe106000-0xfe106fff] has been reserved
[    0.299984] system 00:09: [mem 0xfe10c000-0xfe10cfff] has been reserved
[    0.300053] system 00:09: [mem 0xfe10e000-0xfe10efff] has been reserved
[    0.300122] system 00:09: [mem 0xfe112000-0xfe112fff] has been reserved
[    0.300191] system 00:09: [mem 0xfe111000-0xfe111007] has been reserved
[    0.300259] system 00:09: [mem 0xfe111014-0xfe111fff] has been reserved
[    0.300329] system 00:09: Plug and Play ACPI device, IDs PNP0c02 (active)
[    0.300381] pnp 00:0a: Plug and Play ACPI device, IDs INT33c7 (active)
[    0.300482] pnp 00:0b: unknown resource type 18 in _CRS
[    0.300548] pnp 00:0b: can't evaluate _CRS: 1
[    0.300633] pnp 00:0b: Plug and Play ACPI device, IDs INT33c2 (active)
[    0.300827] pnp 00:0c: unknown resource type 18 in _CRS
[    0.300893] pnp 00:0c: can't evaluate _CRS: 1
[    0.300976] pnp 00:0c: Plug and Play ACPI device, IDs INT33c3 (active)
[    0.301123] pnp 00:0d: unknown resource type 19 in _CRS
[    0.301188] pnp 00:0d: can't evaluate _CRS: 1
[    0.301274] pnp 00:0d: Plug and Play ACPI device, IDs DLL0651 PNP0c50 (active)
[    0.301604] system 00:0e: [mem 0xfed1c000-0xfed1ffff] has been reserved
[    0.301673] system 00:0e: [mem 0xfed10000-0xfed17fff] has been reserved
[    0.301742] system 00:0e: [mem 0xfed18000-0xfed18fff] has been reserved
[    0.301811] system 00:0e: [mem 0xfed19000-0xfed19fff] has been reserved
[    0.301880] system 00:0e: [mem 0xf8000000-0xfbffffff] has been reserved
[    0.301949] system 00:0e: [mem 0xfed20000-0xfed3ffff] has been reserved
[    0.302024] system 00:0e: [mem 0xfed90000-0xfed93fff] has been reserved
[    0.302093] system 00:0e: [mem 0xfed45000-0xfed8ffff] has been reserved
[    0.302161] system 00:0e: [mem 0xff000000-0xffffffff] has been reserved
[    0.302230] system 00:0e: [mem 0xfee00000-0xfeefffff] could not be reserved
[    0.302300] system 00:0e: [mem 0xf7fee000-0xf7feefff] has been reserved
[    0.302369] system 00:0e: [mem 0xf7fd0000-0xf7fdffff] has been reserved
[    0.302439] system 00:0e: Plug and Play ACPI device, IDs PNP0c02 (active)
[    0.304485] pnp: PnP ACPI: found 15 devices
[    0.304548] ACPI: bus type PNP unregistered
[    0.309166] pci 0000:00:1c.0: PCI bridge to [bus 04]
[    0.309240] pci 0000:00:1c.2: PCI bridge to [bus 06]
[    0.309308] pci 0000:00:1c.2:   bridge window [mem 0xf7d00000-0xf7dfffff]
[    0.309382] pci 0000:00:1c.3: PCI bridge to [bus 07]
[    0.309448] pci 0000:00:1c.3:   bridge window [io  0xe000-0xefff]
[    0.309518] pci 0000:00:1c.3:   bridge window [mem 0xf7c00000-0xf7cfffff]
[    0.309589] pci 0000:00:1c.3:   bridge window [mem 0xf0000000-0xf00fffff 64bit pref]
[    0.309665] pci_bus 0000:00: resource 4 [io  0x0000-0x0cf7]
[    0.309667] pci_bus 0000:00: resource 5 [io  0x0d00-0xffff]
[    0.309668] pci_bus 0000:00: resource 6 [mem 0x000a0000-0x000bffff]
[    0.309670] pci_bus 0000:00: resource 7 [mem 0x000d0000-0x000d3fff]
[    0.309671] pci_bus 0000:00: resource 8 [mem 0x000d4000-0x000d7fff]
[    0.309673] pci_bus 0000:00: resource 9 [mem 0x000d8000-0x000dbfff]
[    0.309674] pci_bus 0000:00: resource 10 [mem 0x000dc000-0x000dffff]
[    0.309676] pci_bus 0000:00: resource 11 [mem 0x000e0000-0x000e3fff]
[    0.309677] pci_bus 0000:00: resource 12 [mem 0x000e4000-0x000e7fff]
[    0.309678] pci_bus 0000:00: resource 13 [mem 0xdf200000-0xfeafffff]
[    0.309680] pci_bus 0000:06: resource 1 [mem 0xf7d00000-0xf7dfffff]
[    0.309682] pci_bus 0000:07: resource 0 [io  0xe000-0xefff]
[    0.309683] pci_bus 0000:07: resource 1 [mem 0xf7c00000-0xf7cfffff]
[    0.309685] pci_bus 0000:07: resource 2 [mem 0xf0000000-0xf00fffff 64bit pref]
[    0.309726] NET: Registered protocol family 2
[    0.309984] TCP established hash table entries: 32768 (order: 6, 262144 bytes)
[    0.310103] TCP bind hash table entries: 32768 (order: 7, 524288 bytes)
[    0.310249] TCP: Hash tables configured (established 32768 bind 32768)
[    0.310336] TCP: reno registered
[    0.310398] UDP hash table entries: 2048 (order: 4, 65536 bytes)
[    0.310476] UDP-Lite hash table entries: 2048 (order: 4, 65536 bytes)
[    0.310598] NET: Registered protocol family 1
[    0.310671] pci 0000:00:02.0: Boot video device
[    0.332108] PCI: CLS 64 bytes, default 64
[    0.332122] PCI-DMA: Using software bounce buffering for IO (SWIOTLB)
[    0.332192] software IO TLB [mem 0xd6895000-0xda895000] (64MB) mapped at [ffff8800d6895000-ffff8800da894fff]
[    0.332554] microcode: CPU0 sig=0x40651, pf=0x40, revision=0x17
[    0.332625] microcode: CPU1 sig=0x40651, pf=0x40, revision=0x17
[    0.332734] microcode: Microcode Update Driver: v2.00 <tigran@aivazian.fsnet.co.uk>, Peter Oruba
[    0.333758] sha1_ssse3: Using SSSE3 optimized SHA-1 implementation
[    0.333882] sha256_ssse3: Using SSSE3 optimized SHA-256 implementation
[    0.334012] sha512_ssse3: Using SSSE3 optimized SHA-512 implementation
[    0.334277] futex hash table entries: 512 (order: 3, 32768 bytes)
[    0.334525] HugeTLB registered 2 MB page size, pre-allocated 0 pages
[    0.334997] fuse init (API version 7.22)
[    0.335107] msgmni has been set to 7723
[    0.336076] NET: Registered protocol family 38
[    0.336141] Key type asymmetric registered
[    0.336204] Asymmetric key parser 'x509' registered
[    0.336280] Block layer SCSI generic (bsg) driver version 0.4 loaded (major 253)
[    0.336350] io scheduler noop registered
[    0.336412] io scheduler deadline registered
[    0.336483] io scheduler cfq registered (default)
[    0.337013] Serial: 8250/16550 driver, 4 ports, IRQ sharing enabled
[    0.344191] Linux agpgart interface v0.103
[    0.344328] vga16fb: initializing
[    0.344329] vga16fb: mapped to 0xffff8800000a0000
[    0.450342] Console: switching to colour frame buffer device 80x30
[    0.459669] fb0: VGA16 VGA frame buffer device
[    0.459916] intel_idle: MWAIT substates: 0x11142120
[    0.459916] intel_idle: v0.4 model 0x45
[    0.459917] intel_idle: lapic_timer_reliable_states 0xffffffff
[    0.460123] ACPI: Deprecated procfs I/F for AC is loaded, please retry with CONFIG_ACPI_PROCFS_POWER cleared
[    0.460647] ACPI: AC Adapter [AC] (on-line)
[    0.461001] input: Lid Switch as /devices/LNXSYSTM:00/device:00/PNP0C0D:00/input/input0
[    0.473232] ACPI: Lid Switch [LID0]
[    0.483613] input: Power Button as /devices/LNXSYSTM:00/device:00/PNP0C0C:00/input/input1
[    0.493877] ACPI: Power Button [PWRB]
[    0.504018] input: Sleep Button as /devices/LNXSYSTM:00/device:00/PNP0C0E:00/input/input2
[    0.514596] ACPI: Sleep Button [SBTN]
[    0.525076] input: Power Button as /devices/LNXSYSTM:00/LNXPWRBN:00/input/input3
[    0.535377] ACPI: Power Button [PWRF]
[    0.557829] thermal LNXTHERM:00: registered as thermal_zone0
[    0.567853] ACPI: Thermal Zone [THM] (25 C)
[    0.578108] GHES: HEST is not enabled!
[    0.588157] ERST DBG: ERST support is disabled.
[    0.598160] [drm] Initialized drm 1.1.0 20060810
[    0.608029] [drm] Memory usable by graphics device = 2048M
[    0.617719] checking generic (a0000 10000) vs hw (e0000000 10000000)
[    0.617720] fb: conflicting fb hw usage inteldrmfb vs VGA16 VGA - removing generic driver
[    0.632559] ACPI: Deprecated procfs I/F for battery is loaded, please retry with CONFIG_ACPI_PROCFS_POWER cleared
[    0.632563] ACPI: Battery Slot [BAT0] (battery present)
[    0.653171] Console: switching to colour VGA+ 80x25
[    0.712288] i915 0000:00:02.0: irq 56 for MSI/MSI-X
[    0.712298] [drm] Supports vblank timestamp caching Rev 2 (21.10.2013).
[    0.712368] [drm] Driver supports precise vblank timestamp query.
[    0.712494] vgaarb: device changed decodes: PCI:0000:00:02.0,olddecodes=io+mem,decodes=io+mem:owns=io+mem
[    0.823834] ACPI: Video Device [GFX0] (multi-head: yes  rom: no  post: no)
[    0.824438] acpi device:65: registered as cooling_device2
[    0.824585] input: Video Bus as /devices/LNXSYSTM:00/device:00/PNP0A08:00/LNXVIDEO:00/input/input4
[    0.824698] [drm] Initialized i915 1.6.0 20080730 for 0000:00:02.0 on minor 0
[    0.826576] brd: module loaded
[    0.827287] loop: module loaded
[    0.827400] ahci 0000:00:1f.2: version 3.0
[    0.827534] ahci 0000:00:1f.2: irq 57 for MSI/MSI-X
[    0.842228] ahci 0000:00:1f.2: AHCI 0001.0300 32 slots 2 ports 6 Gbps 0x3 impl SATA mode
[    0.842301] ahci 0000:00:1f.2: flags: 64bit ncq pm led clo only pio slum part deso sadm sds apst 
[    0.842696] scsi0 : ahci
[    0.842890] scsi1 : ahci
[    0.842997] ata1: SATA max UDMA/133 abar m2048@0xf7e1a000 port 0xf7e1a100 irq 57
[    0.843067] ata2: SATA max UDMA/133 abar m2048@0xf7e1a000 port 0xf7e1a180 irq 57
[    0.843221] i8042: PNP: PS/2 Controller [PNP0303:PS2K] at 0x60,0x64 irq 1
[    0.843290] i8042: PNP: PS/2 appears to have AUX port disabled, if this is incorrect please boot with i8042.nopnp
[    0.845028] serio: i8042 KBD port at 0x60,0x64 irq 1
[    0.845295] mousedev: PS/2 mouse device common for all mice
[    0.845786] Intel P-state driver initializing.
[    0.845860] Intel pstate controlling: cpu 0
[    0.845942] Intel pstate controlling: cpu 1
[    0.846075] dcdbas dcdbas: Dell Systems Management Base Driver (version 5.6.0-3.2)
[    0.846160] hidraw: raw HID events driver (C) Jiri Kosina
[    0.846377] input: Dell WMI hotkeys as /devices/virtual/input/input6
[    0.846527] Netfilter messages via NETLINK v0.30.
[    0.846593] nfnl_acct: registering with nfnetlink.
[    0.846672] nf_conntrack version 0.5.0 (16384 buckets, 65536 max)
[    0.846810] nf_tables: (c) 2007-2009 Patrick McHardy <kaber@trash.net>
[    0.847135] ip_tables: (C) 2000-2006 Netfilter Core Team
[    0.847225] TCP: cubic registered
[    0.847323] NET: Registered protocol family 10
[    0.847602] ip6_tables: (C) 2000-2006 Netfilter Core Team
[    0.847876] NET: Registered protocol family 17
[    0.847942] 8021q: 802.1Q VLAN Support v1.8
[    0.848220] registered taskstats version 1
[    0.848731] drivers/rtc/hctosys.c: unable to open rtc device (rtc0)
[    0.868147] input: AT Translated Set 2 keyboard as /devices/platform/i8042/serio0/input/input5
[    1.192423] ata1: SATA link up 6.0 Gbps (SStatus 133 SControl 300)
[    1.192552] ata2: SATA link up 1.5 Gbps (SStatus 113 SControl 300)
[    1.195342] ata2.00: ATAPI: HL-DT-ST DVD+/-RW GU90N, A100, max UDMA/100
[    1.198953] ata2.00: configured for UDMA/100
[    1.222832] ata1.00: ATA-8: ST500LT012-1DG142, 0001SDM1, max UDMA/133
[    1.222904] ata1.00: 976773168 sectors, multi 16: LBA48 NCQ (depth 31/32)
[    1.261935] ata1.00: configured for UDMA/133
[    1.262182] scsi 0:0:0:0: Direct-Access     ATA      ST500LT012-1DG14 0001 PQ: 0 ANSI: 5
[    1.262440] sd 0:0:0:0: [sda] 976773168 512-byte logical blocks: (500 GB/465 GiB)
[    1.262513] sd 0:0:0:0: [sda] 4096-byte physical blocks
[    1.262648] sd 0:0:0:0: [sda] Write Protect is off
[    1.262714] sd 0:0:0:0: [sda] Mode Sense: 00 3a 00 00
[    1.262728] sd 0:0:0:0: [sda] Write cache: enabled, read cache: enabled, doesn't support DPO or FUA
[    1.265748] scsi 1:0:0:0: CD-ROM            HL-DT-ST DVD+-RW GU90N    A100 PQ: 0 ANSI: 5
[    1.274540]  sda: sda1 sda2 sda3 sda4
[    1.275266] sd 0:0:0:0: [sda] Attached SCSI disk
[    1.276011] sr0: scsi3-mmc drive: 24x/24x writer dvd-ram cd/rw xa/form2 cdda tray
[    1.276085] cdrom: Uniform CD-ROM driver Revision: 3.20
[    1.276346] sr 1:0:0:0: Attached scsi CD-ROM sr0
[    1.332447] tsc: Refined TSC clocksource calibration: 1696.073 MHz
[    1.348488] EXT4-fs (sda4): mounted filesystem with ordered data mode. Opts: (null)
[    1.348570] VFS: Mounted root (ext4 filesystem) readonly on device 8:4.
[    1.393430] devtmpfs: mounted
[    1.393976] Freeing unused kernel memory: 836K (ffffffff81840000 - ffffffff81911000)
[    2.022838] [drm] Enabling RC6 states: RC6 on, RC6p off, RC6pp off
[    2.332998] Switched to clocksource tsc
[    5.115588] systemd-udevd[338]: starting version 216
[    5.266812] random: systemd-udevd urandom read with 96 bits of entropy available
[    5.979823] rtc_cmos 00:05: RTC can wake from S4
[    5.979966] rtc_cmos 00:05: rtc core: registered rtc_cmos as rtc0
[    5.979996] rtc_cmos 00:05: alarms up to one month, y3k, 242 bytes nvram, hpet irqs
[    6.014723] input: PC Speaker as /devices/platform/pcspkr/input/input7
[    6.026381] ACPI: bus type USB registered
[    6.026424] usbcore: registered new interface driver usbfs
[    6.026437] usbcore: registered new interface driver hub
[    6.026600] usbcore: registered new device driver usb
[    6.056642] r8169 Gigabit Ethernet driver 2.3LK-NAPI loaded
[    6.056652] r8169 0000:07:00.0: can't disable ASPM; OS doesn't have ASPM control
[    6.056888] r8169 0000:07:00.0: irq 58 for MSI/MSI-X
[    6.057064] r8169 0000:07:00.0 eth0: RTL8106e at 0xffffc90000018000, b8:2a:72:9e:2a:26, XID 04900000 IRQ 58
[    6.077334] ehci_hcd: USB 2.0 'Enhanced' Host Controller (EHCI) Driver
[    6.094605] systemd-udevd[359]: renamed network interface eth0 to enp7s0
[    6.103531] ACPI Warning: SystemIO range 0x000000000000f040-0x000000000000f05f conflicts with OpRegion 0x000000000000f040-0x000000000000f04f (\_SB_.PCI0.SBUS.SMBI) (20131218/utaddress-258)
[    6.103537] ACPI: If an ACPI driver is available for this device, you should use it instead of the native driver
[    6.133019] ehci-pci: EHCI PCI platform driver
[    6.133182] ehci-pci 0000:00:1d.0: EHCI Host Controller
[    6.133190] ehci-pci 0000:00:1d.0: new USB bus registered, assigned bus number 1
[    6.133203] ehci-pci 0000:00:1d.0: debug port 2
[    6.137091] ehci-pci 0000:00:1d.0: cache line size of 64 is not supported
[    6.137108] ehci-pci 0000:00:1d.0: irq 23, io mem 0xf7e1b000
[    6.154477] ehci-pci 0000:00:1d.0: USB 2.0 started, EHCI 1.00
[    6.154523] usb usb1: New USB device found, idVendor=1d6b, idProduct=0002
[    6.154526] usb usb1: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    6.154527] usb usb1: Product: EHCI Host Controller
[    6.154528] usb usb1: Manufacturer: Linux 3.14.22-gentoo ehci_hcd
[    6.154530] usb usb1: SerialNumber: 0000:00:1d.0
[    6.154660] hub 1-0:1.0: USB hub found
[    6.154666] hub 1-0:1.0: 2 ports detected
[    6.154959] xhci_hcd 0000:00:14.0: xHCI Host Controller
[    6.154967] xhci_hcd 0000:00:14.0: new USB bus registered, assigned bus number 2
[    6.155049] xhci_hcd 0000:00:14.0: cache line size of 64 is not supported
[    6.155068] xhci_hcd 0000:00:14.0: irq 59 for MSI/MSI-X
[    6.155142] usb usb2: New USB device found, idVendor=1d6b, idProduct=0002
[    6.155144] usb usb2: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    6.155146] usb usb2: Product: xHCI Host Controller
[    6.155147] usb usb2: Manufacturer: Linux 3.14.22-gentoo xhci_hcd
[    6.155148] usb usb2: SerialNumber: 0000:00:14.0
[    6.155446] hub 2-0:1.0: USB hub found
[    6.155459] hub 2-0:1.0: 8 ports detected
[    6.157566] xhci_hcd 0000:00:14.0: xHCI Host Controller
[    6.157571] xhci_hcd 0000:00:14.0: new USB bus registered, assigned bus number 3
[    6.157605] usb usb3: New USB device found, idVendor=1d6b, idProduct=0003
[    6.157607] usb usb3: New USB device strings: Mfr=3, Product=2, SerialNumber=1
[    6.157608] usb usb3: Product: xHCI Host Controller
[    6.157609] usb usb3: Manufacturer: Linux 3.14.22-gentoo xhci_hcd
[    6.157611] usb usb3: SerialNumber: 0000:00:14.0
[    6.157730] hub 3-0:1.0: USB hub found
[    6.157737] hub 3-0:1.0: 4 ports detected
[    6.185935] snd_hda_intel 0000:00:03.0: irq 60 for MSI/MSI-X
[    6.185990] snd_hda_intel 0000:00:1b.0: irq 61 for MSI/MSI-X
[    6.357434] random: nonblocking pool is initialized
[    6.474629] usb 1-1: new high-speed USB device number 2 using ehci-pci
[    6.625047] usb 1-1: New USB device found, idVendor=8087, idProduct=8000
[    6.625050] usb 1-1: New USB device strings: Mfr=0, Product=0, SerialNumber=0
[    6.625283] hub 1-1:1.0: USB hub found
[    6.625354] hub 1-1:1.0: 8 ports detected
[    6.914912] usb 1-1.5: new high-speed USB device number 3 using ehci-pci
[    7.100630] usb 1-1.5: New USB device found, idVendor=0c45, idProduct=6a04
[    7.100633] usb 1-1.5: New USB device strings: Mfr=2, Product=1, SerialNumber=0
[    7.100635] usb 1-1.5: Product: Integrated_Webcam_HD
[    7.100637] usb 1-1.5: Manufacturer: CNFDH85F3040100027L2
[    7.185040] usb 1-1.6: new full-speed USB device number 4 using ehci-pci
[    7.306160] usb 1-1.6: New USB device found, idVendor=0cf3, idProduct=0036
[    7.306163] usb 1-1.6: New USB device strings: Mfr=0, Product=0, SerialNumber=0
[    8.954892] EXT4-fs (sda4): re-mounted. Opts: (null)
[   11.317799] r8169 0000:07:00.0 enp7s0: link down
[   11.317809] r8169 0000:07:00.0 enp7s0: link down
[   11.317830] IPv6: ADDRCONF(NETDEV_UP): enp7s0: link is not ready
[   12.934819] r8169 0000:07:00.0 enp7s0: link up
[   12.934825] IPv6: ADDRCONF(NETDEV_CHANGE): enp7s0: link becomes ready
[   78.501222] EXT4-fs (sda1): mounted filesystem with ordered data mode. Opts: (null)


00:00.0 Host bridge: Intel Corporation Haswell-ULT DRAM Controller (rev 0b)
00:02.0 VGA compatible controller: Intel Corporation Haswell-ULT Integrated Graphics Controller (rev 0b)
00:03.0 Audio device: Intel Corporation Haswell-ULT HD Audio Controller (rev 0b)
00:14.0 USB controller: Intel Corporation 8 Series USB xHCI HC (rev 04)
00:16.0 Communication controller: Intel Corporation 8 Series HECI #0 (rev 04)
00:1b.0 Audio device: Intel Corporation 8 Series HD Audio Controller (rev 04)
00:1c.0 PCI bridge: Intel Corporation 8 Series PCI Express Root Port 1 (rev e4)
00:1c.2 PCI bridge: Intel Corporation 8 Series PCI Express Root Port 3 (rev e4)
00:1c.3 PCI bridge: Intel Corporation 8 Series PCI Express Root Port 4 (rev e4)
00:1d.0 USB controller: Intel Corporation 8 Series USB EHCI #1 (rev 04)
00:1f.0 ISA bridge: Intel Corporation 8 Series LPC Controller (rev 04)
00:1f.2 SATA controller: Intel Corporation 8 Series SATA Controller 1 [AHCI mode] (rev 04)
00:1f.3 SMBus: Intel Corporation 8 Series SMBus Controller (rev 04)
06:00.0 Network controller: Qualcomm Atheros QCA9565 / AR9565 Wireless Network Adapter (rev 01)
07:00.0 Ethernet controller: Realtek Semiconductor Co., Ltd. RTL8101E/RTL8102E PCI Express Fast Ethernet controller (rev 07)
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